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About AMETEK

AMETEK Programmable Power, Inc., a unit of AMETEK Electronic Instruments Group (a division
of AMETEK, Inc.), is a global leader in the design and manufacture of precision, programmable
power supplies for R&D, test and measurement, process control, power bus simulation and power
conditioning applications across diverse industrial segments. Offering bench-top supplies to rack-
mounted industrial power subsystems, AMETEK Programmable Power is the proud manufacturer
of Elgar, Sorensen, California Instruments, and Amrel brand power supplies and electronic loads.

AMETEK, Inc. is a leading global manufacturer of electronic instruments and electromechanical
devices with annualized sales of $6.9 billion. The company has over 21,000 colleagues working at
more than 150 manufacturing facilities and nearly 150 sales and service centers in the United
States and 30 other countries around the world.

Trademarks

AMETEK is a registered trademark of AMETEK, Inc. Sorensen is a trademark owned by AMETEK,
Inc. Other trademarks, registered trademarks, and product names are the property of their
respective owners and are used herein for identification purposes only.

Notice of Copyright

Mi-BEAM Series Programming Manual © 2025, AMETEK Programmable Power, Inc.,
All rights reserved.
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UNLESS SPECIFICALLY AGREED TO IN WRITING, AMETEK PROGRAMMABLE POWER,
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(a) MAKES NO WARRANTY AS TO THE ACCURACY, SUFFICIENCY OR SUITABILITY OF
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HAVE BEEN TAKEN TO MAINTAIN THE ACCURACY OF THE TRANSLATION, THE
ACCURACY CANNOT BE GUARANTEED. APPROVED AMETEK CONTENT IS CONTAINED
WITH THE  ENGLISH LANGUAGE VERSION, WHICH IS POSTED AT
WWW.PROGRAMMABLEPOWER.COM.
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Sorensen Mi-BEAM Series

Product Family: Mi -BEAM Series Power S upply
Warranty Period: 5 Years

Warranty Terms

AMETEK provides the following warranty for the pro
materials or workmanship is discovered and reported in writing within the applicable warranty
period, AMETEK, at its discretion, will:
1. Repair or replace the defective Product,
2. Issue a credit note for the defective Product, or
3. Provide replacement parts for the defective Product.
The Buyer is responsible for returning the defective Product or parts to AMETEK at their own
expense, following the specified return procedure. AMETEK will cover the costs of delivering the
repaired or replaced Product or parts back to the Buyer.
4. The Product is damaged due to misuse, accident, negligence, or failure to maintain it as
required by AMETEKOG6s specifications.
The Product is modified, altered, or combined with unauthorized attachments.
The Product is installed or operated contrary t
The Product i s opened, modi fied, or di sassembl

consent.
8. The Product is used with items, articles, or materials not authorized by AMETEK.

The Buyer may not make any warranty-related claims unless all payments under the Purchase
Order Agreement have been completed.

Product Return Procedure

1 Request a Return Material Authorization (RMA) number from the repair facility (must
originate in the country in which it where it was purchased ):

1 Inthe USA, contact the AMETEK Customer Service Department prior to the return of the
product to AMETEK for repair:

1 Telephone: 800-733-5427, ext. 2295 or ext. 2463 (toll free North America) 858-450-0085,
ext. 2295 or ext. 2463 (direct).

7 Outside the United States, contact the nearest Authorized Service Center (ASC). A full
listing can be found either through your local distributor, or on our website,
www.programmablepower.com, by tapping the Support button or going to the Service
Centers tab.

1 When requesting an RMA, have the following information ready:
Model number
Serial number
Description of the problem

NOTE: Unauthorized returns will not be accepted and will be returned atthe s h i p Exenses

NOTE: A returned product found upon inspection by AMETEK to be in the specification is
subject to an evaluation fee and applicable freight charges.
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IMPORTANT SAFETY INSTRUCTIONS

Before applying power to the system, verify that your product is configured properly for your
application.

WARNING!

Hazardous voltages might be present when covers are removed. Qualified
personnel must use extreme caution when servicing this equipment. Circuitry,
test points, and output voltages might be floating with respect to chassis
ground. Do not touch electrical circuits and use appropriately rated test
equipment. A safety ground wire must be connected from the chassis to the
Alternating current (AC) mains input when servicing this equipment.

CAUTION !

This equipment contains Electrostatic discharge (ESD) sensitive input or
output connection ports. When installing equipment, follow ESD safety
procedures. ESD might cause damage to the equipment.

Only qualified personnel, who deal with attendant hazards in power supplies, are allowed to
perform installation and servicing.

Ensure that the AC input power line ground is connected properly to the unit safety ground
chassis. Similarly, other AC power ground lines, including those for application and
maintenance equipment, must be grounded properly for both personnel safety and equipment
protection.

Always ensure that facility AC input power is de-energized prior to connecting or disconnecting
any cable.

In normal operation, the operator does not have access to hazardous voltages within the
chassis. However, depending on the u s e ragpkcation configuration, HIGH VOLTAGES
HAZARDOUS TO HUMAN SAFETY may be normally generated on the output terminals. The
customer/user must ensure that the output power lines are labeled properly as to the safety
hazards and that any inadvertent contact with hazardous voltages is prevented.

Guard against risks of electrical shock during open cover checks by not touching any portion of
the electrical circuits. Even when power is off, capacitors may retain an electrical charge. Use
safety glasses and protective clothing during open cover checks to avoid personal injury by any
sudden component failure.

AMETEK Programmable Power Inc., San Diego, California, USA, or any of the subsidiary sales
organizations, cannot accept any responsibility for personnel, material or inconsequential injury,
loss or damage that results from improper use of the equipment and accessories.

M587352-01 Rev B v



Sorensen Mi-BEAM Series

SAFETY SYMBOLS

WARNING: Electrical Shock Hazard.

HAZARD: Strong oxidizer

CAUTION: Read the accompanying message for specific information.

BURN HAZARD : Hot Surface Warning. Allow to cool before servicing.

DO NOT TOUCH: Touching some parts of the instrument without protection
or proper tools could result in damage to the part(s) and/or the instrument.

TECHNICIAN SYMBOL : All operations marked with this symbol are to be
performed by qualified maintenance personnel only.

ELECTRICAL GROUND: This symbol in the instrument marks the central
safety grounding point for the instrument.

STANDBY (SUPPLY): Equipment is in standby mode and still has an active
power supply. Disconnect before servicing.

OFF (SUPPLY): Power supply is OFF.

ON (SUPPLY): Power supply is ON.

-0 C O

FUSE: Risk of electrical shock or hazard. Disconnect power and use only the
specified fuse type and rating.

ALTERNATING CURRENT (AC): AC is present. Avoid contact with live parts
to prevent electric shock. Disconnect power before servicing.

| ¢

DIRECT CURRENT (DC): DC is present. Avoid contact with live parts to
prevent electric shock. Disconnect power before servicing.
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Introduction Mi-BEAM Series

1
INTRODUCTION

This programming manual describes the instructions for remote programming, control, and
monitoring of MIiZBBEAM Series power supplies. For easy navigation, the manual separates setup
instructions for the RS232, USB, Ethernet, and IEEE 488.2 GPIB interfaces. The instructions then
converge where they are common to all interface options.

The MIZBEAM Series power supplies come with the default interfaces of RS232, USB, CAN (refer to
Programming Manual M58079324)1), Ethernet, and an optional IEEE 488.2 GPIB interface. Use this
programming manual in conjunction with the MiZBEAM Series power supply operation manual.

NOTE: The CAN interface has a separate programming manual. Refer to Programming Manual
M5807932)1 for CANZelated information.

Figure 1-1. 80V Mi-BEAM Series
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Introduction Mi-BEAM Series

1.1 RS232 INTERFACE

If you are using the RS232 interface, refer to the following chapters:

a) Chapter 2 : Features, Functions, and Specifications

b) Chapter 4 : Local/Remote Selection

c) Chapter 5 : RS232 Configurations and Remote Programming

d) Chapter 9 : Remote Analog Programming and External User Control Interfaces
e) Chapter 11 : Calibration

1.2 USB INTERFACE

If you are using the USB interface, refer to the following chapters:

a) Chapter 2 : Features, Functions, and Specifications

b) Chapter 4 : Local/Remote Selection

c) Chapter 6 : USB Configurations and Remote Programming

d) Chapter 9 : Remote Analog Programming and External User Control Interfaces
e) Chapter 11 : Calibration

1.3 ETHERNET INTERFACE

If you are using the Ethernet interface, refer to the following chapters:

a) Chapter 2 : Features, Functions, and Specifications

b) Chapter 4 : Local/Remote Selection

c) Chapter 7 : Ethernet Configuration and Remote Programming

d) Chapter 9 : Remote Analog Programming and External User Control Interfaces
e) Chapter 11 : Calibration

1.4 IEEE 488.2 GPIB INTERFACE

If you are using the IEEE 488.2 GPIB interface, refer to the following chapters:

a) Chapter 2 : Features, Functions, and Specifications

b) Chapter 4 : Local/Remote Selection

c) Chapter 8 : IEEE 488.2 GPIB Configuration and Remote Programming

d) Chapter 9 : Remote Analog Programming and External User Control Interfaces
e) Chapter 11 : Calibration

M587352-01 Rev B 1-2



Features and Functions

Mi-BEAM Series

2.1

FEATURES AND

FEATURES OF RS232 INTERFACE

a) Programming and readback of Voltage And Current.

b) Programmable overvoltage protection with reset.

c) SCPI compliant command set.

d) User selectable operating modes;

= =2 =2 =4 =4

1

Bi-Directional

Source

elLoad

Battery Simulator

Battery Test

PV simulator.

e) User selectable programming types - Current and Voltage

1

Regulation settings for Current Programming Type;

O O O O o

Constant Current (CC)

Constant Current/Constant Voltage (CC/CV)
Constant Current/Constant Power (CC/CP)
Constant Power/Constant Current (CP/CC)
Constant Resistance/Constant Current (CR/CC).

Regulation settings for Voltage Programming Type;

O O 0O O o o

Constant Voltage (CV)

Constant Voltage/Constant Current (CV/CC)
Constant Voltage/Constant Power (CV/CP)
Constant Power/Constant Voltage (CP/CV)
Constant Resistance/Constant Voltage (CR/CV)
Constant Voltage Series Resistance (CV-Ser.Res).

f) Voltage Ramp and Current Ramp functions.

2
FUNCTIONS

M587352-01 Rev B
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Mi-BEAM Series Features and Functions

g) Voltage Transient List and Current Transient List functions.
h) Soft calibration.
i) Rear panel RS232 control interface.

i) Rear panel Remote Analog Programming and External user control interface (Common to all
interfaces).

2.2 FEATURES OF USB INTERFACE

a) Programming and readback of Voltage And Current.

b) Programmable overvoltage protection with reset.

c) SCPI compliant command set.

d) User selectable operating modes;

q Bi-Directional

1 Source

¥ elLoad

1 Battery Simulator

{ Battery Test
1 PV simulator

e) User selectable programming types - Current and Voltage
1 Regulation settings for Current Programming Type;

Constant Current (CC)

Constant Current/Constant Voltage (CC/CV)
Constant Current/Constant Power (CC/CP)
Constant Power/Constant Current (CP/CC)
Constant Resistance/Constant Current (CR/CC).

O O O O O

1 Regulation settings for Voltage Programming Type;

Constant Voltage (CV)

Constant Voltage/Constant Current (CV/CC)
Constant Voltage/Constant Power (CV/CP)
Constant Power/Constant Voltage (CP/CV)

o Constant Resistance/Constant Voltage (CR/CV)

o O O o
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Features and Functions Mi-BEAM Series

o0 Constant Voltage Series Resistance (CV-Ser. Res).

f) Voltage Ramp and Current Ramp functions.

g) Voltage Transient List and Current Transient List functions.
h) Soft calibration.

i) Rear panel USB control interface.

i) Rear panel Remote Analog Programming and External user control interface (Common to all
interfaces).

2.3 FEATURES OF ETHERNET INTERFACE

a) Ethernet/LAN connectivity, 10/100base-T compatible.
b) Fully LXIE (LAN eXtensions for Instrumentation) Class C compliant.
c) Built-in Web Server for direct control using Web Browser.
d) Programming and readback of voltage and current.
e) Programmable overvoltage protection with reset.
f) SCPI compliant command set.
g) User selectable operating modes;
9 Bi-Directional
Y Source
Y elLoad
1 Battery Simulator
{ Battery Test
Y PV simulator
h) User selectable Programming Types - Current and Voltage
1 Regulation settings for Current Programming Type;

Constant Current (CC)

Constant Current/Constant Voltage (CC/CV)
Constant Current/Constant Power (CC/CP)
Constant Power/Constant Current (CP/CC)

O O o o
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o Constant Resistance/Constant Current (CR/CC).

1 Regulation settings for Voltage Programming Type;

Constant Voltage (CV)

Constant Voltage/Constant Current (CV/CC)
Constant Voltage/Constant Power (CV/CP)
Constant Power/Constant Voltage (CP/CV)
Constant Resistance/Constant Voltage (CR/CV)
Constant Voltage Series Resistance (CV-Ser. Res).

O O O O o o

i) Voltage Ramp and Current Ramp functions.

j) Voltage Transient List and Current Transient List functions.
k) Field-upgradable firmware via Ethernet.

[) Full calibration through software control.

m) Rear panel Ethernet control interface.

n) Rear panel Remote Analog Programming and External user control interface (Common to all
interfaces).

2.4 FEATURES OF IEEE 488.2 GPIB INTERFACE

a) Programming and readback of Voltage And Current.
b) Programmable overvoltage protection with reset.
c) |EEE 488.2 and SCPI compliant command set.
d) User selectable operating modes:
q Bi-Directional
1 Source
1 elLoad
1 Battery Simulator
i Battery Test
1 PV simulator
e) User selectable Programming Types - Current and Voltage

1 Regulation settings for Current Programming Type

M587352-01 Rev B 2-6



Features and Functions Mi-BEAM Series

Constant Current (CC)

Constant Current/Constant Voltage (CC/CV)
Constant Current/Constant Power (CC/CP)
Constant Power/Constant Current (CP/CC)
Constant Resistance/Constant Current (CR/CC).

O O O O O

1 Regulation settings for Voltage Programming Type;

Constant Voltage (CV)

Constant Voltage/Constant Current (CV/CC)
Constant Voltage/Constant Power (CV/CP)
Constant Power/Constant Voltage (CP/CV)
Constant Resistance/Constant Voltage (CR/CV)
Constant Voltage Series Resistance (CV-Ser. Res).

O O O o o o

f) Voltage Ramp and Current Ramp functions.

g) Voltage Transient List and Current Transient List functions.
h) Soft calibration.

i) Rear panel GPIB IEEE 488.2 control interface.

j) Rear panel Remote Analog Programming and External user control interface (Common to all
interfaces).

2.5 PROGRAMMABLE FUNCTIONS

The below functions are common to all communication interfaces (RS232, USB, IEEE 488.2 GPIB
and Ethernet).

a) Output voltage, current and power.

b) User limits for voltage, current and power.
c) Overvoltage protection.

d) Overcurrent protection.

e) Output enable/disable.

f) Maskable fault interrupt.

g) Hold and trigger.

h) External relay control.

i) Full calibration.
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2.6 READBACK FUNCTIONS

The below functions are common to all communication interfaces (RS232,USB, IEEE 488.2 GPIB
and Ethernet).

a) Actual measured voltage, current and power.

b) Voltage, current and power settings.

c) User voltage, current and power limits.

d) Overvoltage and overcurrent protection settings.
e) Status and Accumulated Status Registers.

f)  Programming error codes.

g) Fault codes.

h) Manufacturer, power supply model, and firmware version identification.
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Specifications Mi-BEAM Series

3
SPECIFICATIONS

Refer to the Operation Manual P/N: M587351-01 for details on line regulation, load regulation,
temperature effects, and other specifications. Specifications may change without notice and are
common across all interfaces (RS232,USB, IEEE 488.2 GPIB, and Ethernet).

3.1 REAR PANEL

This section provides the rear panel image ofthe MiF-BEAM Ser i es powganellsyoyi.pl y o6 s
While the physical layout may vary between models, the functional components are common across
all units.

usB EXTERMNAL ANALOG & I/O AC INPUT

R5232 EFHER\N\ ET PARi\LLEL INTERFACE / REMOTE SENSE
/

BDERRRLERLIE CHASSIS EARTH
CAN
EXTERNAL RELAY
Figure 3-1. Rear panel
3.2 PROGRAMMING RESOLUTION

Voltage Output: 0.002% of full scale

Current Output: 0.002% of full scale

Overvoltage Protection: 0.1% of full scale (full scale is 110% of max output voltage)
Power Output: 0.01% of full scale
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3.3 PROGRAMMING ACCURACY

Voltage Output: + 0.1% of rated output voltage
Current Output: + 0.4% of rated output current @
Overvoltage Protection: * 1.0% of rated output voltage
Power Output: + 0.75% of rated output power

WAfter 30 minutes of operation with fixed line, load, and temperature.

3.4 READBACK RESOLUTION

Voltage Output: + 0.002% of full scale
Current Output: + 0.002% of full scale
Power Output: + 0.01% of full scale

3.5 READBACK ACCURACY

Voltage Output: + 0.1% of full-scale output voltage
Current Output: + 0.4% of full-scale output current
Power Output: + 0.75% of rated output power

WAfter 30 minutes of operation with fixed line, load, and temperature.

3.6 MINIMUM SYSTEM REQUIREMENTS

The minimum system requirements to operate the MiZBEAM Series power supply depend on whether
it is connected directly to a PC, to the Internet, or to a Local Area Network (LAN).

3.6.1 PC CONNECTION

To operate the MiZBBEAM Series power supply using the Ethernet interface connected directly to a
PC (without an Internet or LAN connection), the following are required:

a) Pentium-based laptop or desktop computer running Microsoft Windows 10 (or later)
b) Ethernet-based Network Interface Card (NIC) or built-in port capable of 10/100 MBit operation
c) CAT-5 Ethernet crossover cable

d) Web browser.
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3.6.2 INTERNET OR LAN CONNECTION

To operate the MIiBBEAM Series power supply when connected to the Internet or a Local Area
Network (LAN), the following are required:

a) Pentium-based laptop or desktop computer running Microsoft Windows 10 (or later).

b) Ethernet-based Network Interface Card (NIC) or built-in port capable of 10/100 MBit operation.
c) Appropriate Ethernet modem for Internet connection, or

d) Switch or hub (Linksys brand strongly recommended) for LAN connections.

e) Standard CAT-5 Ethernet interconnect cable.

f) Web browser.
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Local/ Remote Selection Mi-BEAM Series

4
LOCAL/ REMOTE SELECTION

4.1 REMOTE MODE

The unit can be set to Remote mode by sending the command:

SYST:LOCAL 0
This command may be sent through any of the available communication interfaces (RS232, USB,
LAN or GPIB).
NOTE: The unit also enters Remote mode automatically whenever it receives any valid SCPI
command that changes a parameter of the power supply, regardless of the interface used. Refer to

Figure 4-1.

The screen color changes according to the selected mode. For detailed information on color
indications, refer to the Operation Manual (P/N: M587351-01).

Voltage 0.0000 V

"
£? | Current 0.0000 A

BI-DIR

Power 0.0000 kw

Go to Local

Figure 4-1. Local/Remote Screen

Upon clicking the &o To Local6button, the Mi-BEAM power supply front panel screen will navigate
to the 6 &shboard6 Refer to Figure 4-2.
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Mi-BEAM Series Local/ Remote Selection

A Reg. Settings C’; Bi-Dir

Voltage Pos.Curr Lim

Neg.Curr Lim 0.0000 A

[0000a ] | 00000 KW

Figure 4-2. Dashboard Screen
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Mi-BEAM Series RS232 Configurations and Remote Programming

5
RS232 CONFIGURATIONS AND REMOTE

PROGRAMMING

5.1 REAR PANEL

This section provides an illustration of the Mi-BEAM Ser i es p o weanel ayom, pdfey 6 s
to Figure 5-1. While the physical layout may vary between models, the functional components are
common across all units. The elements relevant to the RS232 interface are described in this section.

(&
@%E@@@@@
™ m&su [
o | o
[ \ H H [

@ [[HDIDD]DEDD
O
O
O

SEDIRUT

| N | = <
P = 0 S AP = " = N P9 | N | |

OUO0OAO

® ‘:"

Figure 5-1. Rear Panel 1 RS232 Interface

5.2 REMOTE PROGRAMMING VIA RS232

5.2.1 RS232 CONNECTOR PINOUT

The RS232 interface operates at a default baud rate of 9600, which is selectable from 9600 to
115200. The RS232 interface is accessible through the rear panel DB9 connector, labeled 'RS-232'
on the power s u Rgerty Bigure 5-kand Figpra5ize |

M587352-01 Rev B 5-15
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RS232 Configurations and Remote Programming Mi-BEAM Series

RS=232

($555)B

Figure 5-2. RS-232 Interface Connector

CONNECTOR TYPE

RS-232C Interface 9-contact receptacle (female) Subminiature-D.

Table 5-1. RS-232C Interface Connector Type

PIN # NAME DCE SIGNAL DIRECTION
1 N/C N/A N/A
2 TxD Transmit Data Output
3 RxD Receive Data Input
4 N/C N/A N/A
5 Common N/A N/A
6 N/C N/A N/A
7 RTS Request to Send Input
8 CTS Clear to Send Output
9 N/C N/A N/A
Table 5-2. RS-232C Interface Connector Pinout
5.2.2 RS232 SETUP PROCEDURE
This section provides a quick reference for the configuration requirements of the RS232 interface.
PARAMETER SETTING NOTES
Baud Rate Selectable from The baud rate is selectable through the front panel.
9600 to 115200
Data Bits 8 Not Selectable
Stop Bits 1 Not Selectable
Parity None Not Selectable
Incoming Termination CR (Carriage
Character Return): HEX, Ox0d Not Selectable
(DEC, 13),

M587352-01 Rev B
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Mi-BEAM Series RS232 Configurations and Remote Programming

PARAMETER SETTING

NOTES

CR (Carriage
Return): HEX, 0x0d
0x0a (DEC, 13)

Outgoing Termination
Character(s)

Not Selectable

Table 5-3. Configuration requirements for RS232

a) Build an RS232 communications cable as per the pinout illustration, refer to Figure 5-3 and Table

5-4 (with crossover of signals Rx/Tx and CTS/RTS):

D-SUBMINIATURE 9-PIN CONNECTOR
MALE CONNECTOR (POWER SUPPLY INTERFACE)

D-SUBMINIATURE 9-PIN CONNECTOR
FEMALE SOCKET (PC INTERFACE)

2(RxD) 3(TxD)
3(TxD) 2(RxD)

No Connection No Connection
5(GND) 5(GND)
7(RTS) 8(CTS)
8(CTS) 7(RTS)

Table 5-4. RS-232C Interface Connector Pinout

TxD-Transmit
RxD-Receive
RTS-Request to Send
CTS-Clear to Send

E R ]

10 GROUND o5

60 20 RX . 09
— ']

10l w20,

20 Lio it 0301

1Q BX on

9 6
o 5O 01

Power Supply Interface (Male)

PC Interface [Female)

Figure 5-3. RS232 Communications Cable Pinout

b) Connect AC power to the unit and turn it ON.

c) The baud rate is selectable through the front panel, refer to Figure 5-5.

d) Setthe RS232 baud rate to 9600.

1 To navigate to Configure RS232 screen,

0 GotoHome A Control Interface A RS232 A RS232 Configure.

M587352-01 Rev B
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Configure R5232

Baud Rate:

Figure 5-4. RS232 Configure

e) Tap the baud rate field to open the selection screen.

19200

Baud Rate

57600

115200

Figure 5-5. RS232 Screen i Baud Rate

f) Use one of the available programs for serial communication in PC, such as dera Termd
g) If the user chooses to use dera Termd

1 Select the 6 &ialdoption in the dera Terméwindow

9 Choose the portas €OM1: Communi cati on Port [ COM 1] 6

1 Click ®Ko

M587352-01 Rev B 5-18



Mi-BEAM Series RS232 Configurations and Remote Programming

Tera Terrm: Mew connection *
O TCPAIP myhost.example.com
History
Telnet 22
S5H 55H2
Other
UNSPEC
(®) Serial Port: |COM1: Communications Port [COM1] ~
Cancel Help

Figure 5-6. Port Setting in Tera Term

1 Fromt he 6Set,cph®ocet itdhre 6Serial portédé in the
1 Set the features in 6Seri al port setupd as

Port : COM1

Baud rate © 9600

Data: : 8hit

Parity . none

Stop . 1bit

Flow Control : None

Transmit Delay : O

i

Tera Term: Serial port setup

port: =
idn? Baud rate: 9600 v
HMETEK . AST6@—125C; "

Data: 8 bit w Cancel

File Edit Setup Con

Parity: none w

Stop: 1 bit v Help

Flow control: none w

Transmit delay

El msecfchar El msecfline

Figure 5-7. Baud rate Setting in Tera Term
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RS232 Configurations and Remote Programming

Mi-BEAM Series

1 From the 'Setup' option,s el ect t he

5-8.

Y COMI - Tera Term VT
File Edit Setup Control Window Help
i Terrninal...
Window...
Font...
Keyboard...
Serial port...

Proxy...
S5H...

S5H Authentication...

1.842-2.15

55H Forwarding... 1.842-2_15
55H KeyGenerator...

TCP/IP...

1.842-2.15

General...

Additional settings...

0 Ter Aera BetmbVvT fReferno FigueeO M

Figure 5-8. Terminal option in Tera Term

1 Set the settings as follows;

Terminal Size 80x24
Term size = win size \%
Terminal ID VT100
Coding (receive) UTF-8
Receive CR
Transmit CR+LF
Local echo \Y
Coding (transmit) UTF-8
Locale american

M587352-01 Rev B
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RS232 Configurations and Remote Programming

Tera Term: Terminal setup

Terminal size

@ | x [ea

Terminal ID: |YT100

[l Term size = win size

Auto window resize

New-line

Receive: CR e

Transmit. cp4LF -

Local echo

Answerback: |

| [ Auto switch VT<->TEK]

Coding [receive]

UTF8 -~

Coding [transmit]

UTF8 -~

Cancel

Help

locale: |american

| CodePage: |65001

Figure 5-9. Terminal Setup in Tera Term

T To verify communication, send the SCPI command:

1 The power supply will return:
0 Manufacturer name,
0 Model Number
o Serial Numbers

0 Software version (s).

*IDN?

NOTE: This command does not affect the output of the supply.

*

M587352-01 Rev B
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USB Configuration and Remote Programming Mi-BEAM Series

6
USB CONFIGURATIONS AND REMOTE
PROGRAMMING

6.1 REAR PANEL

This section provides an illustration of the Mi-BEAM Ser i es p o weanel ayopt,pdfey 6 s r e
to Figure 6-1. While the physical layout may vary between models, the functional components are
common across all units. The elements relevant to the USB interface are described in this section.

r- FR S = W o ow
| o] s & & EE@ T
) [ 1g & | o ]
@ 1 u H | \
| ]
] o =
%| C I L LI L T 1@l 1 I :l +| CIC 1 ©® Lo ®
-6l 1B+8 ‘
] ) = [
| =0 =
CCJIC - 0 JC JC - JC JC I JC 1 s I
— | | @ @] | | —
| N e |
R D 1 ® .|:|. |5 e e (i o [
R | | = R
S |5 = W = = = o

Figure 6-1. Rear Panel 1 USB Interface

6.2 USB SETUP PROCEDURE

6.2.1 PORT NUMBER IDENTIFICATION

The COM port number of the MiBEAM Series power supply can be identified from the Windows
Device Manager by following the steps below:

a) Navigate to Device Manager in the Windows system.
b) Go to Ports and check for the new COM port available in the list, refer to Figure 6-2.

NOTE: If Multiple COM ports are displayed, disconnect all other devices and connect only the
Mi-BEAM power supply and check for the new COM port.
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USB Configuration and Remote Programming

;.].; Device Manager

File

Acticn  View Help

= @ HmEl=

6.2.2 COMMUNICATION

b j.l.j

PRavikumar-LT2

I Audio inputs and outputs
E Batteries

0 Bluetooth

® Carneras

3 Computer

- Lisk drives

L& Display adapters

B Firmware

L i Memaory technology devices
@ Mice and other pointing devices
[ Monitors
[ Network adapters
i Ports (COM & LPT)

& _ECP Printer Port (LPTT)

& USB Serial Port (COM11) I
[~ Print queues

= Printers

[ Processors

B Security devices

3 Sensors

B Software devices

I Sound, video and game controllers
S Storage controllers

§3 System devices

i Universal Serial Bus controllers

Figure 6-2. Port identification

PROGRAM

TEST USING SERIAL INTERFACE

a) Use one of the available programs for serial communication, such as dera Termd

b) If the user chooses to use @era Termd ;

1 Select the 6 &ialboption in the @'era Terméwindow

1 Choosethepor t as O06COM 11:

1 Click ®©Kb6

U S Bideatdied indhke DeRicertManadelCOM 1 1] 6

M587352-01 Rev B
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5 [

File Edit

5 ;
20 Tera Term: New connection >

O TCPIP myhost.example.com
History
Telnet “

S5H S5H2

Other
UNSPEC

@® Serial Port: |COM11: USB Serial Port [COM11] ~

Cancel Help

Figure 6-3. Port identification in Tera Term

1 From the 6 &updoption, choose the &erial portbin the setup window.

1 Set the features in &erial port setupbas follows;

Port : COM 11

Baud rate : 115200

Data: : 8 bit

Parity ; none

Stop : 1 bit

Flow Control none

Transmit Delay : 0

. Tera Term: Serial port setup x

Port: COM11 ~ 0K
Baud rate:
Data: 8 bit ~ Cancel
Parity: none w
Stop: 1 bit v Help
Flow control: none ~

Transmit delay

D msecichar D mseciline

Figure 6-4. Baud rate selection in Tera Term
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USB Configuration and Remote Programming

9 From the 'Setup' option, choose the é d&minaléfrom 'COM 1-Tera Term VT'. Refer to Figure

6-5.

W COMT - Tera Term VT

File Edit Setup Control Window Help

i Terminal...
Window...
Font...
Keyboard...
Serial port...
Proxy...
S5H...
S5H Authentication...
S5H Forwarding...
S5H KeyGenerator...
TCP/IP...

1.842-2 .15

1.842-2.15

1.842-2.15
General...

Additional settings...

Figure 6-5. Terminal selection in Tera Term

1 Set the settings as follows;
Terminal Size
Term size = win size
Terminal ID
Coding (receive)
Receive
Transmit
Local echo
Coding (transmit)
Locale

CodePage

T

80x24

VT100
UTF-8
CR
CR+LF
V

UTF-8
american

65001

Tera Term: Terminal setup
File Edit 5S¢

Terminal size

@ ] x a_]

[ Term size = win size

Auto window resize

Terminal ID: ¥T100 -~

Newline

Transmit. cpyLF -

Cancel

Receive: [CR w

Help

Local echo

Answerback: I:I [ Auto switch [VT<->TEK]

Coding [receive)

UTF8

locale: |american

idn?
AMETEK . AST|

Coding [transmit]

UTF8

Figure 6-6. Terminal setup in Tera Term
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1 To verify communication, send the SCPI command:

*IDN?

1 The power supply will return:
o Manufacturer name,
0o Model Number
o Serial Numbers
o Software version (s).

NOTE: This command does not affect the output of the supply.
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Ethernet Configuration And Remote Programming Mi-BEAM Series

7
ETHERNET CONFIGURATION AND
REMOTE PROGRAMMING

7.1 REAR PANEL

This section provides an illustration of the MI-FBEAM Ser i es p o weanel ayou, pefey 6 s r e
to Figure 7-1. While the physical layout may vary between models, the functional components are

common across all units. The elements relevant to the Ethernet interface are described in this

section.

ETHERNET

, [ﬁ]ﬁﬂﬁrﬂﬂrﬂm m&& B
I | I

@ CC I \ I
I

i i B e e R B

| = = { N

I s || I

S o X |:| + @ RO ——

I o 3 T

N N I ==

[ o |

I O I \Djl]j\ ]

— i s o s {0 —
N O ==
. ® .|:|. .l:H:H:!EI-I_H_l
I B g ® .

P B B ] B =

Figure 7-1. Rear Panel - Ethernet Interface

7.2 ETHERNET OR LAN CONFIGURATION

Ethernet Standard . |EEE-802.3 compliant
Technology :10/100Base-T
Protocol ;. TCP/IP, IPV4

ICMP (ping server) : Always Enabled
MDNS/DNS-SD . Always Enabled

IP Address Assignment :  Via DHCP or Static IP
VXI-11 Discovery : Supported
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7.2.1 ETHERNET CONFIGURATION FACTORY DEFAULTS

PARAMETER DEFAULT
Host Name AST<base model>-<last four digits of serial number>
Description AST Power Supply <base model>
IP Address DHCP-acquired, If DHCP server absent, assigned via Auto-IP®
Subnet Mask DHCP-acquired, If DHCP server absent, assigned via Auto-IP®
Gateway DHCP-acquired, If DHCP server absent, assigned via Auto-IP®
DNS Server 0.0.0.0
Listening Port 52000
User ID Admin
Password Password
@) The Ethernet interface provides the opportunity to assign an IP address via Auto-IP. If DHCP server
fails to assign an IP address and Auto-IP setting is N§ the unit gets an IP address in the range of
169.254.X.X

Table 7-1. Ethernet Configuration Factory Defaults

7.3 ETHERNET SETUP PROCEDURE

There are three ways to set up the Ethernet network in the Mi-Beam series power supply:
a) Network setup using DHCP Server

b) Network setup using Auto-IP (Direct connection between Mi-Beam power supply and PC using
a cross cable)

c) Network setup using Static IP.

The network setups are described in the subsections below. Use the setup procedure that applies
to the system and application to configure the Ethernet.

NOTE: When connecting the Mi-Beam Series power supply to a network, it is strongly recommended
to use Linksys® hubs or switches, which have undergone extensive compatibility testing with the
Ethernet interface.

7.3.1 NETWORK SETUP USING DHCP SERVER

To ensure proper network operation, DHCP mode must be enabled. This setting can be configured
from the front panel or via the serial interface.
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7.3.1.1 DHCP MODE SELECTION USING FRONT PANEL

a) To navigate to DHCP mode selection,
1 Navigate to Home A Control Interface A LAN A LAN Configure.

1 Enable both DHCP and Auto-IP as @n & use the DHCP mode of operation.

Configure LAN

DHCPm Off P Addr. NO2NIGEIONZ00

AutO—IPm Off Mask  255.255.0.0

Port| 9221 Gateway | 255:255.0.0

Host Name MIiBEAM

ﬂ Apply

Figure 7-2: LAN Screen - Configure

NOTE: If DHCP server is not available and Auto-IP is enabled, the unit can assign itself an IP address
in the Auto-IP (dynamic link local addressing) range.

NOTE: In DHCP mode of operation, if Auto-l P i s O6OFF&6 and DHCP server [
address will default to 192.168.0.3, refer to the Figure 7-3. This configuration is not usable for network
connection.
IP: 192.168.0.3
Host: Mi-BEAM
Subnet: 225.225.240.0
Port: 52000

Gateway: 192.168.12.33

MAC: C0-B1-3C-77-88-A4

Service: Mi-BEAM Controller

Figure 7-3. LAN Screen
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7.3.1.2 DHCP MODE SELECTION USING SERIAL INTERFACE

a)

b)

d)

Connect using a computer serial communications program such as dera Termdand establish
communication as described in Section 5.2.2.

Turn N 6DHCP mode using the SCPI command:

SYST:NET:DHCPMODE 1

Turn @NBAUTO-IP mode using the SCPI command:

SYST:NET:AUTOIP 1

Apply the updated network settings by sending:

SYST:NET:APPLY

After configuring the settings, verify the configuration using the following queries:

SYST:NET:DHCPMODE?
SYST:NET:AUTOIP?

7.3.1.3 IP ADDRESS IDENTIFICATION FOR DHCP MODE OF OPERATION

a)
b)
c)
d)

e)

Start with the power supply in the Power-Off state.
Connect a RJ-45 network cable from the power supply to the network with the DHCP server.
Power on the power supply and allow the power supply to perform its initialization.

Identify the IP address assigned to the power supply by accessing the DHCP server, by any of
four ways:

1 Asking your network administrator.

1 Discovering it with a VXI-11 compliant discover program.

NOTE: The power supply is VXI-11 compliant, so even without access to the DHCP server, it is
still possible to discover the IP address assigned to the power supply with programs such as
Nati onal | n-¥ISBA. ument 6 s NI

Using the front panel and Navigate to
T Home A Control Interface A LAN A LAN Settings.
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IP: 192.168.0.3
Host: Mi-BEAM
Subnet: 225.225.240.0
Port: 52000

Gateway: 192.168.12.33

MAC: CO0-B1-3C-77-88-A4

Service: Mi-BEAM Controller

Figure 7-4: LAN Screen i Settings
f) The Mi-Beam power supply hardware is now configured.

g) Open a web browser and enter the IP address of the power supply to view its Home page. Refer
to Figure 7-11.

7.3.2 NETWORK SETUP USING AUTO  -IP (DIRECT CONNECTION
BETWEEN MI -BEAM POWER SUPPLY  AND PC USING CROSS
CABLE)

This setup requires that both DHCP and Auto-IP are set to @N 6 efer to Figure 7-2. These settings
can be enabled using the front panel or the serial interface, as described in the Section 7.3.1.1 and
Section 7.3.1.2 respectively.

Since the setup is not connected to the DHCP server, the Mi-Beam Series power supply will assign
itself an IP address in the range from 169.254.0.1 to 169.254.255 with a subnet mask of 255.255.0.0.

7.3.2.1 IP ADDRESS IDENTIFICATION FOR AUTO-IP MODE OF OPERATION

a) Start with the power supply in the Power-Off state.
b) Connect a crossover cable from the Mi-Beam Series power supply directly to your PC.

c) If the PC is already configured to obtain an IP address automatically, skip to Step 6 d 6

OR:
T InWindows,
o Start A Settings A Control Panel.

1 Clickopend&Net wor k Connectionsé.

T I'n the 6Network Connectionsé window, right «cli
connect to the power supply and click 6Propert
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T Find the O6TCP/ I P6 protocol item under the O0Conf

60Obtain an | P Address Automaticallyd.
T Click 60OK®6 to save the change.

T Click 60OK6&é again to apply the settings to the

dIn Windows, click o6Start o6, and then O6Runbo.
e) Il n the Run window, type o6éipconfig /released and
ff Again, click 6Startd, and then O6Runod.

gln the Run window, type oO0ipconfig /renewd and cl

in the Auto-IP range.
h) 6Power ONO6 the power supply and allow the power
i) Identify the IP address assigned to the power supply, refer to Section a).
i) The Mi-Beam power supply Ethernet hardware is now configured. Open Web browser and enter

the IP address of the power supply to view the Home page of the power supply. Refer to Figure
7-11.

7.3.3 NETWORK SETUP USING STATIC IP

This setup requires that DHCP is set to OFF. DHCP mode can be disabled using either the
frontZanel interface or the serial interface.

7.3.3.1 STATIC IP SETUP USING FRONT PANEL

a) Navigate to
1 Home A Control Interface A LAN A LAN Configure.
b) Set DHCP .to O6OFFO

¢) IP address button will be enabled.

A Configure LAN

DHCP [ on IP Addr. | 192.168.0.03
ﬂutﬂ—IP’-- Mask | 255.255.0.0

Port 9221 Gateway | 255.255.0.0

Host Name Mi-BEAM
)

Figure 7-5. LAN configure - Settings
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d Upon clicking the 61 P Addresséb, 6Subnet Masko al
the IP address, Subnet Mask and Gateway Address will pop-up. Refer to Figure 7-6 to Figure
7-8.

192.168.0.200

Cancel

HIII
HEEE
AREE

Figure 7-6. LAN Screen - Configure Static IP

255.255.0.0

Cancel

Jef]
DEoR
EEER
BEER

Figure 7-7. LAN Screen - Subnet Mask

Gateway

255.255.0.0

Cancel

HIII
RERD
HERD

Figure 7-8. LAN Screen - Gateway Address
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e) Enter the required IP address, Subnet mask and Gateway address. Refer to Figure 7-6 to Figure
7-8.

ff Click 6Apply Nowdé button for the settings to take
g TheMi-Beam Series power supplyds Ethernet hardware i

h) Open Web browser and enter the IP address of the power supply to view the Home page. Refer
to Figure 7-11.

7.3.3.2 STATIC IP SETUP USING THE SERIAL INTERFACE

a) Connect using a computer serial communications ptr
same baud rate as the Mi-Beam Series power supply. Refer to Section 5.2.2.

T No parity
q 8 data bits
T 1 stop hit.

b) Turn 6OFF6 DHCP mode using the SCPI command

SYST:NET:DHCPMODE 0

c) Setthe IP address by entering the following command:
SYST: NET: I P AXXX. XXX.XXX. XXXO

Where xxx.xxx.Xxx.xxx is the new |IP address.

1 Example:
To set 6192.168.0.2006 as the | P address, type

SYST: NET: I P il192.168.0.2000

1 Then press Enter.

NOTE: The format requires a single space after SYST:NET:!IP and doubl e quotes (fod)
IP address numbers.

d) Set the subnet mask:

SYST: NET: MASK AXXX. XXX. XXX. XXX

1 Then press Enter.

e) Set the gateway:

M587352-01 Rev B 7-36



Ethernet Configurations And Remote Programming Mi-BEAM Series

SYST: NET: GATE AXXX. XXX. XXX. XXX

1 Then press Enter.

f) Type:

SYST:NET:APPLY

1 Then press Enter to apply the Static IP configuration.

g) After configuring all settings, verify with the queries,

SYST:NET:IP?
SYST:NET:GATE?
SYST:NET:MASK?

1 Press Enter after typing each query.

h) TheMi-Beam Series power supplybés Ethernet hardwar e

i) Open Web browser and Enter the IP address of the power supply to view the Home page. Refer
to Figure 7-11.

i) Programming / Communication Via Ethernet

1 With the Ethernet option, there are three basic methods to communicate with the power
supply from a PC:

o Raw socket interface, sending delimited strings
0 Application program that utilizes VXI-11 Discovery protocol
0 Web browser.

7.3.4 RAW SOCKET INTERFACE

The essential components of communicating via a raw socket interface are the socket number, IP
address and command delimiter. The default values are

a) Socket = 52000
b) IP address =192.168.0.200 (when DHCP is disabled)
c) Delimiter = line feed <CRLF>.

We can set the static IP address, Subnet Mask and Gateway using web browser (refer to Section
7.4.2) or the RS232 interface.

For convenience and to comply with the proposed LXIE standard, the VISA resource name is
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available on the home page of the power supplyds We

7.3.5 VXI -11 PROTOCOL

Programs such as Na t-\ilSAnte VXI-Linpsotogolaltowsrihie Bosver Suipply to be
easily configured in a test system.

7.3.6 WEB SERVER

To communicate with the power supply via the built-in Web server, open a Web browser and type
the IP address of the power supply int he 06 Ad d r Taps thebentdér keg todaunch the power
supplyds Ethernet Web page interface.

7.4 ETHERNET WEB PAGES, OVERVIEW

The layout of each web page includes a banner displaying:
a) The Manufacturer (AMETEK Programmable Power)
b) AMETEK Logo and the Device name (e.g. LXI--AUX).

Below the Mi-Beam Series power supply banner are four tabs, each linked to its corresponding page.
Refer to Figure 7-9.

\METEK
PROGRAMMABLE POWER

AMETEK Programmable Power LXI—AUX

IP Configuration Interactive Control LXI Identification -

Figure 7-9. Mi-BEAM Series power supply Banner and Tab

a) When navigating to the Ethernet Web pages by clicking their tabs, you will find that the
1 HOME page (default)
q Interactive Control
1 LXI Identification
can be accessed without logging in.
b) User must enter ;
1 UserlID
1 Password

For default values, refer to Section 7.2.1 and for accessing the IP Configuration Tab. Refer to
Figure 7-10.
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\METEK

PROGRAMMABLE POWER

AMETEK Programmable Power

LXI--AUX

IP Configuration Interactive Control LXI Identification -

L% Lan eXtensions for Instrumentation

UserID: |

Password: |

Copyright ® AMETEK Programmable Power 2014

[ Login |

Figure 7-10. Login Window

7.4.1 HOME

This is the default, information-only page, refer to Figure 7-11. It displays all the current information

about the power supply that you are connected to.

\METEK

PROGRAMMABLE POWER

AMETEK Programmable Power

LXI--AUX

m IP Configuration Interactive Control LXI Identification -

L }‘/’ Lan eXtensions for Instrumentation
Y 4
4

Model:
Manufacturer:
Serial Number:

VISA Resource:

LXI Version:

Host Name:
Description:

MAC Address:
TCPI/IP Address:
Subnet Mask:
Gateway:
Firmware Version:
Device Identify:

Copyright ® AMETEK Programmable Power 2014

AMETEK Programmable Power
AUX

» TCPIP0::10.221.4.66::inst0::INSTR
» TCPIP0::10.221.4.66::9221::SOCKET

1.5 LXI Device Specification 2016
Mi-BEAM-100.local

Mi-BEAM Controller (109)
00:06:D0:00:C5:4F

10.221.4.66

255.255.240.0

10.221.01

5.040

Ea

Figure 7-11. Mi-Beam Series power supply Home Page

a) TheMod el 6
supply.

number ,

t he
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b) VISA Resource:

1 Identifies the specific resource name used to communicate via VISA (Virtual Instrument
Software Architecture).

c) LXI Version:

1 The version and instrument class of the LXIE standard with which your power supply is
compliant.

d) Host Name:

1 Either the default or user-defined, network-unique identity (Must be limited to 15 characters
or less for LXI compliance).

e) Description:
1 Either the default or user-defined description of the power supply in use.
f) MAC Address:

T The power supply Ethernetds unigue hardware add

g) TCP/IP Address:

T The power suppl yo6s -apdunlestaticallyrconfigsred, DMHEP asquieed t
(default), or Auto-IP assigned. Refer to Section 7.4.2.

h) Subnet Mask:
T Network segment when the power supply is
i) Gateway:

1 IP address through which the instrument communicates with systems that are not on the
local subnet.

j) Firmware Version:
T The version of the firmware that is currently installed.
k) Device Identify:

T When set button is pressed, the following screen will appear on the front panel screen of
the power supply. Refer to Figure 7-12.
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Figure 7-12. Mi-Beam Series power supply Device identify screen
7.4.2 IP CONFIGURATION

To access this web page, users need to loginusingt he 6 Us er | DO Fa defhultdaiess s wo r d
refer to Section 7.2.1. Users are only required to complete the information for the parameters that
need to be changed; all previously entered and saved information remains by default. Refer to Figure

7-13.
AMETEK
PROGRAMMABLE POWER

AMETEK Programmable Power LxI--AUX

IP Configuration Interactive Control LXI Identification -

LX Lan eXtensions for Instrumentation

Host Name: Mi-BEAM |
Description |Mi-BEAM Controller |
TCP/IP Configuration: @®DHCP O Static IP
Auto IP:
IP Address: 10221466
Subnet Mask: 2552552400
Gateway: 101101

DNS Server:

[ Asply |
Copyright @ AMETEK Programmable Power 2014
Figure 7-13. IP Configuration Page
a) Host Name:
f Thedef aul t hos-BEAMOMe i s 06 Mi

NOTE: Users may change this name if it is unique (Host Name must be limited to 15 characters

for LXI compliance) so that VXI-11 Discovery and any other IP Discovery program can identify
the specific device on the network.
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1 To change:

o Type the new name (15 characters maximum) in the corresponding field provided and
click OApplyd to update (or make all desired ¢

b) Description:

I User may change the default factory setting to something more meaningful to the current
setup.

1 To change:

0 Type your customized description, up to 36 characters, in the corresponding field
provided,andc |l i ck O6Applyd to update (or make all des

c) TCP/IP Configuration:
T The power supply can operate in DHCP or Static IP Configuration.

NOTE: User may statically assign an IP address as well as configure other Ethernet/LAN
parameters (Subnet Mask and Gateway) or use DHCP for automatic assignment of an IP
address.

d) Static IP Configuration:

9 Click the radio button next to Static IP to manually configure some or all the following
Ethernet/LAN parameters:

1 IP Address:

0 Inputany standard | P address. (Factory setting i
enter the new IP address in LXI web browser to view the Home page of the power
supply, refer to Figure 7-11. If the user have changed the network portion of the
IP address, it may be necessary to alter the network settings of your attached
computer to reconnect to the power supply.

1 Subnet Mask:

o Input a value that identifies which network segment your power supply is on,
consisting of 4 whole numbers, each ranging from 0 through 255, separated by
periods. (Factory setting is 255.0.0.0, a class-C network subnet mask). Click
OAppl yd t o kuep daaltle d(eosri rmead changes before click

1 Gateway:

o Input the IP Address of any gateway that stands between the instrument and any
other network entities that communicate with the power supply (No factory
setting). Click O6Applyd to wupdate (or make a

OAppl yo) .
e) DHCP Configuration:

T Click the radio button next to DHCP, for dynamic address acquisition from the DHCP
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server.
f) Auto IP:

1 |Ifitis enabled, when there is no DHCP server available, the power supply will assign
itself an IP address a subnet mask of 255.255.0.0.

1 Click in the box next to Auto IP to check (enable Auto IP) and click again to uncheck
(disable Auto IP). Refer to Figure 7-13.

7.4.3 INTERACTIVE CONTROL

This web page allows to input a properly formatted SCPI command, refer to Chapter 10. Click on
Send Command button to send the command to the power supply. The commands and response to
the query command can be seen on the web page. Refer to Refer to Figure 7-14.

\METEK
PROGRAMMABLE POWER

AMETEK Programmable Power LXI—AUX

IP Configuration Interactive Control LXI Identification -

‘sour:volt?
'0.00000
isourcurr?
10.00000
sourpow?
'0.00000

Command: | | Send Command |
Copyright ® AMETEK Programmable Power 2014

Figure 7-14. Interactive Control Page

7.4.4 LXlI IDENTIFICATION

The LXI Identification web page displays the LXI parameters of the Mi-Beam Series power supply.
Refer to Figure 6-16.
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\METEK

PROGRAMMABLE POWER

AMETEK Programmable Power

LXI--AUX

IP Configuration Interactive Control LXI Identification -

L% Lan eXtensions for Instrumentation

Model:
Manufacturer:
Serial Number:

VISA Resource:

LXI Version:

Host Name:
Description:

MAC Address:
TCP/IP Address:
Subnet Mask:
Gateway:

DHCP Enabled:
AutolP Enabled:
Identification URL:
Firmware Revision:

Copyright @ AMETEK Programmable Power 2014

AMETEK Programmable Power
AUX

» TCPIP0::10.221.4.66::inst0::INSTR
» TCPIP0::10.221.4.66::9221::SOCKET

1.5 LXI Device Specification 2016
Mi-BEAM-100.local

Mi-BEAM Controller (109)
00:06:D0:00:C5:4F

10.221.4.66

255.255.240.0

10.221.01

true

true
http://10.221.4.66/Ixi/identification
5.040

Figure 7-15. LXI Identification Page

a) TheModel 6
supply.
b) VISA Resource:

number , t

9 Identifies the specific resource name used to communicate via VISA (Virtual Instrument

Software Architecture).
c) LXI Version:

1 The version and instrument class of the LXIE standard with which your power supply is

compliant.
d) Host Name:

1 Either the default or user-defined, network-unique identity (Must be limited to 15 characters

or less for LXI compliance).

e) Description:

he O6Manuf act ur Mi+Bdam Saries gowerh e

1 Either the default or user-defined description of the power supply in use.

f) MAC Address:
9 The
g) TCP/IP Address:

power supply

Et hernet s unique

har dwar e
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T The power suppl ybs -apgcanlestaticallyrconfiggred, DIHCP asquised t
(default), or Auto-IP assigned. Refer to Section 7.4.2.

h) Subnet Mask:

T Network segment when the power supply is 60n6
i) Gateway:
1 IP address through which the instrument communicates with systems that are not on the
local subnet.
i) DHCP Enabled:
1 Returns True or False based on whether the instrument is configured to request its IP
address automatically from a DHCP server (your network/router).
T I f DHCP is enabl ed, the device asks the networ

k) AutolP Enabled:

1 Returns True or False based on whether the instrument is allowed to self-assign a fallback
IP address if DHCP is ON, but no DHCP server is available.

1 If AutolP is enabled and DHCP fails, the unit assigns itself a link-local address in the
169.254.x.x range.

l) Identification URL:

1 The web endpoint provides the device's LXI Identification Document, an XML file required
by the LXI specification that details the instrument's manufacturer, model, serial number,
network settings, and LXI version.

m) Firmware Version:

1 The version of the firmware that is currently installed.
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8
IEEE 488.2 GPIB CONFIGURATIONS AND
REMOTE PROGRAMMING

8.1 REAR PANEL

This section provides an illustration of the MI-FBEAM Ser i es p o weanel fayopt,pdfey 6 s r e
to Figure 8-1. While the physical layout may vary between models, the functional components are

common across all units. The elements relevant to the IEEE 488.2 GPIB (Optional) are described in

this section.

GPIB
(||| gy ® — 5
= E
@ I O
—= — ]
- — —
L L im| iml I:
— — & - 66+ 6 52
] ] ® - eL1e+6
[ ] (] 1 N
] ] =1l
] 1 =i
[ ] 0
D — — = (-
] ] I o] ®
= |
" S S = | S = "= Y S = N = { A/ ® ¢ "

Figure 8-1. Rear Panel 1 IEEE 488.2 GPIB Interface

8.2 REMOTE PROGRAMMING VIA IEEE 488.2 GPIB
CONNECTOR

8.2.1 ADDRESS SELECTION

The GPIB address for the unit can be set from 1 to 30. Because SCPI reserves address 0 as the

global channel for addressing all devices on the bus, it cannot be used for individual units. The
MiBeam power supplybés GPI B addr e sjsanetneenu, referto Eiguref i gur
8-2.

a) To navigate to GPIB screen,
1 GotoHome A Control Interface A GPIB.
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Configure GPIB

Power ON SRQ “ off

Figure 8-2: GPIB Screen

8.2.2 POWER -ON GPIB SERVICE REQUEST (PON SRQ) SELECTION

PON SRQ can be enabled using the front panel menu, refer to Figure 8-2. When PON SRQ is
enabled, a GPIB service request will be sent by the power supply to the computer controller upon
Power ON.

8.2.3 SHIELD GROUND

Connect the GPIB cable shield to chassis ground. Proper grounding of the shield is essential for
minimizing electrical noise and ensuring reliable communication across the GPIB bus.

8.2.4 IEEE 488.2 GPIB SETUP PROCEDURE

a) Setthe GPIB address via the front panel menu, Refer to Figure 8-2.

1 To navigate to GPIB screen,
o Home A Control Interface A GPIB.

b) Connect GPIB cable from the controlling computer to the Mi-Beam Series power supply.

NOTE: If operating in an inherently noisy environment, such as high RF or other radiated
emissions, a double-shielded GPIB cable is recommended.

c) Connect power to the unit and turn on the unit.

d) To verify communication, send the SCPI command:
*IDN?
1 The power supply will return:

0 Manufacturer name,

o Model Number
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0 Serial Numbers
0 Software version (s).

NOTE: This command does not affect the output of the supply.
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9
REMOTE ANALOG PROGRAMMING

AND EXTERNAL USER INTERFACES

9.1 REAR PANEL

This section provides illustrations of the Mi-BEAM Series powersupplyd s r ear pReaeel | a\
to Figure 9-1. While the physical layout may vary between models, the functional components

are common across all units. The components that are relevant to the Remote Analog
Programming and external user Interface Connector are described in this section. The analog
programming functionality can be accessed through any of the communication interfaces

(RS232, USB, Ethernet and IEEE 488.2 GPIB).

EXT ANALOG & I/0

%iﬁﬁﬁ@g@% === ‘u o w’
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Figure 9-1: Rear Panel i External Analog

9.2 REAR PANEL USER INTERFACE CONNECTORS

The rear panel contains the connectors for the remote analog, discrete-digital control interfaces,
the digital communications interfaces (LAN, USB and RS-232 and optional GPIB IEEE-488), and
the external interface.

9.2.1 REMOTE EXTERNAL USER CONTROL INTERFACE

The Remote External user control interface is located on the rear panel. Figure 9-2 shows the
rear panel view of the connector, and Table 9-1 lists the connector type. Table 9-2 shows the
functions and Table 9-3 shows the connector pinout.
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Figure 9-2. External User Control Interface connector

CONNECTOR

TYPE

Remote External User
Control Interface

High-density, 26-contact, female D-Type, Norcomp P/N 181-026-213R531
Mating connector, Norcomp P/N 180-026-103L001

Table 9-1: External User Control Interface connector Type

REMOTE ISOLATED EXTERNAL USER CONTROL I/O SIGNAL INTERFACE

FUNCTION

CHARACTERISTICS

Remote Inhibit Input 1
Contact Closure -
Open

Opening the Switch or Relay contact between this terminal and signal return
will turn OFF the output. Switch or Relay closure or direct short from this
terminal to signal return would turn-on the output.

Remote inhibit can be configured in three modes;

a) Latch: After reclosing the contact, user needs to clear the fault and turn
ON the output.

b) Live: After reclosing the contact, user can turn ON the output.

¢) OFF: Inhibit function would be disabled.

Remote circuit must sink up to 10 milliampere (mA) from 5 volts direct current
(VDC) to enable.

Remote Inhibit Input 1
Contact Closure -
Close

Closing the Switch or Relay contact between this terminal and signal return
will turn OFF the output. Switch or Relay opening would turn ON the output.

Remote inhibit can be configured in three modes;

a) Latch: After reclosing the contact, user can clear the fault and turn ON
the output.

b) Live: After reclosing the contact, user needs to turn ON the output.

c) OFF: Inhibit function would be disabled.

Remote circuit must sink up to 10 mA from 5 VDC to enable.
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REMOTE ISOLATED EXTERNAL USER CONTROL I/O SIGNAL INTERFACE

FUNCTION CHARACTERISTICS

An active voltage source high signal from this terminal to signal return will Turn
OFF the output of power supply.

Remote inhibit can be configured in three modes;

Remote Inhibit Input 1

. o a) Latch: After removing the active voltage source, user can clear the fault
Active Source i High ) g g

and turn ON the output.

b) Live: After removing the active voltage source, user can turn ON the
output.

¢) OFF: Inhibit function would be disabled.

Remote circuit must sink up to 10 mA from 5 VDC to enable.
An active voltage source low signal from this terminal to signal return will Turn
OFF the output of power supply.

Remote inhibit can be configured in three modes;

a) Latch: After removing the active voltage source low signal, user needs to
clear the fault and turn ON the output.

b) Live: After removing the active voltage source, user can turn ON the
output.

¢) OFF: Inhibit function would be disabled.

Remote Inhibit Input T
Active Source i Low

Remote circuit must sink up to 10 mA from 5 VDC to enable.

TTL compatible Input signal, active-high pulse of 100 ps; detects external
hardware trigger at falling edge of the pulse for voltage, current ramp and
Transient List functions. Signhal connects to Open-anode of opto-isolator diode

Trigger In® ) : . .
with internal 1 kq series resistor

Voltage Rating: Maximum 24 V, Minimum -5 V

Low state: 0.3 V max, High State 2.7 V min

Output signal, active-high; synchronization pulse of 100 ps.

Open collector transistor output, Collector is connected to the 26-pin
Trigger Out® connector. The emitter point of transistor is connected to common return pin
of the interface connector.

Voltage Rating: Maximum 30 V, Minimum 3 V for Active High, Current Sink
Current: 50 mA
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REMOTE ISOLATED EXTERNAL USER CONTROL I/O SIGNAL INTERFACE

FUNCTION

CHARACTERISTICS

CCJ/CV status Output

Output signal, High state indicates Constant Current mode operation and Low
state indicates Constant Voltage mode operation.

Open collector transistor output, Collector is connected to the 26-pin
connector. The emitter point of transistor is connected to common return pin
of the interface connector.

Voltage Rating: Maximum 30 V, Minimum 3 V for Active High, Current Sink

Current: 50 mA

Output ON/OFF
Status

Output signal, High state indicates Output is ON and Low state indicates
Output is OFF.

Open collector transistor output, Collector is connected to the 26-pin
connector. The emitter point of transistor is connected to the common return
pin of the interface connector.

Voltage Rating: Maximum 30 V, Minimum 3 V for Active High, Sink Current:
50 mA

FAULT Status

Output Signal, High state indicates fault state of the power supply.

Open collector transistor output, Collector is connected to the 26-pin
connector. The emitter point of transistor is connected to the common return
pin of the interface connector.

Voltage Rating: Maximum 30 V, Minimum 3 V for Active High, Current Sink
Current: 50 mA

ISOLATED ANALOG PROGRAMMING FEATURES

Remote Analog
Programming of
Output Voltage @

Independent Signal inputs for output voltage programming using External
Analog Reference.

Analog reference source is user selectable and can be a voltage or resistance.
User can select the reference source and range as given below;

a) Voltage as Reference Source: 0 V to user selectable maximum range
(5 V to 10 V) for 0 to full scale rated Output.

b) Resistance as Reference Source: 0 q to wuser sel
range (5 kq to 10 kq) for 0 to fu

Programming accuracy and linearity: £1% of rated output
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REMOTE ISOLATED EXTERNAL USER CONTROL I/O SIGNAL INTERFACE

FUNCTION CHARACTERISTICS

Remote Analog
Programming of a) Voltage as Reference Source: User selectable range of (-5 V to +5 V) or

Analog Reference.

User can select the reference source and range as given below;

Output Current@ (-10 V to +10 V) for O to full scale rated Output.

range (5 kg to 10 kq) for O
only in source mode.

Programming accuracy and linearity: £1% of rated output

Independent Signal inputs for output current programming using External

Analog reference source is user selectable and can be a voltage or resistance.

b) Resistance as Reference Source: 0 q to wuser s el

t o f

Monitor Signals for the Output Voltage and Current.

Monitor Signals forthe | Mi ni mum recommended Load: 100

Output Voltage and

Output Current Maximum Load: 2 0 k q

Monitor accuracy and linearity:  +1% of full-scale output

Full Scale range: 0 V to 10 V corresponds to 0-100% full-scale output.

kq, t

Remote Analog
Programming of

Overvoltage @ 110% of the full-scale Output Voltage.

Programming accuracy and linearity: £1% of full-scale output.

Signal input for setting Overvoltage using External Analog Reference Voltage.

Range: 0.25 V to user selectable maximum range (5 V to 10 V) for 5% to

@ Trigger IN and Trigger OUT signals can be used during Ramp and Transient List functionality only.
@ Unit can be operated in remote analog programming in Bi-directional, Source and Eload modes

only.
Table 9-2: External User Control Interface Characteristics
PIN REFERENCE TYPE RANGE FUNCTIONAL DESCRIPTION
Independent Signal inputs for
output voltage programming using
External Analog Reference. In this,
1 VPRG_VOLT Input 0to 10V the reference is a voltage source: 0

V to user selectable maximum
range (5 V to 10 V) for O to full scale
rated output voltage.
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PIN REFERENCE TYPE RANGE FUNCTIONAL DESCRIPTION

Independent Signal inputs for
output voltage programming using
External Analog Reference. In this,
the reference is resistance source:
0 Ohm to wuser selectable
maximum range (5 kOhm to 10
kOhm) for O to full scale rated
output voltage.

2 VPRG_CURR Input | Oto 10 kKOhm

Independent Signal inputs for
output current programming using
External Analog Reference. In this,
the reference is a voltage source: -
10 V to +10 V for O to full scale
rated output current.

3 IPRG_VOLT Input | -10to +10V

Independent Signal inputs for
output current programming using
External Analog Reference. In this,
the reference is resistance source:
4 IPRG_CURR Input | Oto 10kOhm | 0 Ohm to user selectable
maximum range (5 kOhm to 10
kOhm) for O to full scale rated
output current (available only in
Source mode).

Remote Analog Programming of
Overvoltage. Signal input for
setting Overvoltage using External
5 OVPRG_VOLT Input 0 to 10V Analog Reference Voltage. 0.25 V
to user selectable maximum range
(2 Vto 10 V) for 5% to 110% of the
full-scale Output Voltage.

6 GND_ISOSELV Return NA Ground for programming Signals

7 VMON Output 0 to 10V Monitor Signals for the Output
Voltage

8 IMON Output | -10 to +10V Monitor Signals for the Output
Current.

9 GND_ISOSELV Return NA Ground for Monitor Signals

10 DIO_OUT1 Output 0o 30V Open collector t.ran3|stor output for
user programming

11 DIO_OUT2 Output 0to0 30V Open collector t_ranS|stor output for
user programming

12 SOUR/SINK_OUT Output 0to0 30V Open collector transistor output.

Collector is connected to the 26-pin
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PIN REFERENCE TYPE RANGE FUNCTIONAL DESCRIPTION

connector. Status signal to
communicate the direction of
current flow.

a) Low 1 indicates power transfer
is from power supply to UUT.

b) High 1 indicates power
transfer is from UUT to Power
supply.

Open collector transistor output.
Collector is connected to the 26-pin
connector.  Emitter point  of

13 TRIG_OUT Output Oto 30V transistor is connected to common
return pin of the interface
connector. Active-high;

synchronization pulse of 100 ps.

ON/OFF-Open collector transistor
output, Collector is connected to
the 26-pin connector. Emitter point
of transistor is connected to
common return pin of the interface
connector. High state indicates
Output is ON and Low state
indicates Output is OFF

14 DIO_ON/OFF_STAT Output Oto30V

CC/CV status- open collector
configuration. Collector is
connected to the 26-pin connector.
Emitter point of transistor is
15 DIO_CcC/CV_OuUT Output 0to 30V connected to common return pin of
the interface connector. High state
indicates Constant Current mode
operation and Low state indicates
Constant Voltage mode operation.

Fault status- open collector
configuration. Collector is
connected to the 26-pin connector.
Emitter point of transistor is

16 DIO_FAULT_OUT Output Oto30V .
connected to common return pin of
the interface connector. High state
indicates fault state of the power
supply

17 RTN Return NA Return for digital signals

18 RTN Return NA Return for digital signals
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PIN REFERENCE TYPE RANGE FUNCTIONAL DESCRIPTION

TTL compatible Input signal,
active-high pulse of 100 us;
detects external hardware trigger
at falling edge of the pulse for
voltage, current ramp, and
Transient List functions. Signal
connects to Open-anode of opto-
i solator di ode

series resistor internal to power

supply.

Remote-control input for output
on/off with a logic signal: a logic-
high, 2.7-24 VvVDC TTL/CMOS
20 DIO_OUTPUT_ON/OFF Input Oto24V signals will enable (turn-on) the
output of the supply, and a logic-
low signal disables (turns off) the

19 TRIG_IN Input Oto24V

output
21 Digital_IN-1 Input 51024V Remote—control input with a logic
signal
. R - li ith a logi
22 Digital_IN-2 Input | -5to24ay | ~emote-control input with a logic
signal
23 Digital_IN-3 Input 51024V Remote—control input with a logic
- signal
24 Remote_Inhibit_Active_Voltage Input -5t024V Remote_—control_ mput for output
on/off with a logic signal
Switch/Relay contact closure or
direct short from this terminal to
- signal return is required to Turn
25 | Remote_Inhibit_Contact_Closure | Input -5to24V
i - ! pu ON/OFF the power supply.
Opening the contact would shut
down the output.
26 RTN Return NA Ground return

NOTE: All the signals are safety isolation SELV-rated, referenced to chassis.

Table 9-3: External User Control Interface Pin Out details

CAUTION!
All the three channels signal returns (Pin 17, 18 and 26) are shorted internally.
Applying a voltage potential between them would damage the power supply.
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CAUTION!

External User Control interface signals are isolated from negative output terminal;
Isolation voltage is rated for +2000 VRMS, maximum; operation of Isolated Analog
Interface signals should be at SELV safety voltage conditions to chassis ground.

9.2.2 REMOTE INHIBIT SIGNAL

The Remote Inhibit signal, Pin-24 for Remote inhibit Active Voltage and Pin-25 for Remote inhibit
Contact Closure, can be used to enable or disable the output of the power supply.

The following types can be selected:

a) Contact Closure: The remote inhibit type can be sett o 6 Cont a cusing SCPbs ur e ¢
command;

OUTP:REM:INHIBIT:TYPE 0

Contact closure has two remote inhibit states,itc an be either O6OPENO6 or
f OPEN: When the inhibit QPENHSt e oipse ns eplaetcht efdr othb tdh i

return signal shuts down the power supply output. The remote inhibit state can be set to
6 O p a@ging SCPI command,

OUTP:REM:INHIBIT:STATE 0

f CLOSE:When the inhibit Ci@SEd ea i swisted le/ct elda yt oc dn
a direct short from this terminal to signal return shuts down the power supply output. The
remote inhibit state can be sett o 6 Qsimy $SE@°d command;

OUTP:REM:INHIBIT:STATE 1

b) Active Source: The remote inhibit type canbe sett o 6 Ac t i useig SEC@lcomeand;

OUTP:REM:INHIBIT:TYPE 1

Active source has two remote inhibit states,itc an b e LOWG hdd@HOG

T LOW: When the inhibit LOWGatan iasc tsieviee cvtoeldt aagoe 6s o
terminal to signal return shuts down the power supply output. The remote inhibit state can
besett o ¢ ushyVBCPI command;
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OUTP:REM:INHIBIT:STATE 0O

! HIGH:When the inhibit HGH&t eansastl eehthighdrdnt agé sour
this terminal to signal return shuts down the power supply output. The remote inhibit state
canbesett o 6 HisinG B@PI command;

OUTP:REM:INHIBIT:STATE 1

1 The remote inhibit mode can be changed using SCPI command,

OUTP:REM:INHIBIT:MODE <mode>

9 The default mode for Remote Inhibit is OFF.

a) LATCH: The Remote Inhibit input latches the output in the protection shutdown state. This
state only can be cleared by sending the remote digital interface SCPI command:

*CLS

1 The remote inhibit mode can be sett o 6 L ausieglSCRI godhmand,

OUTP:REM:INHIBIT:MODE LATCHING

b) LIVE: The output state follows the state of the Remote Inhibit input. The remote inhibit mode
canbesett o dQsing $@6command;

OUTP:REM:INHIBIT:MODE LIVE

c) OFF: The power supply ignores the Remote Inhibit input. The remote inhibit mode can be set
t o O WIRFSEPI command;

OUTP:REM:INHIBIT:MODE OFF

9.2.3 REMOTE ANALOG PROGRAMMING

The remote analog programming is located on the rear panel. Figure 9-2 shows the rear panel
view of the connector, and Table 9-1 lists the connector type. Table 9-2 shows the functions and
Table 9-3 shows the connector pinout.
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Figure 9-3. Analog Control connector

9.231 REMOTE VOLTAGE PROGRAMMING

Remote voltage programming configuration is used for applications that require the output
voltage be programmed (controlled) from a remote instrument. An external resistance or external
voltage source can be used as a programming device. When using remote voltage programming,
a shielded, twisted-pair cable is recommended to prevent noise interference to programming
signals.

a) Remote Voltage Programming by Voltage Source

Programs the output voltage of the supply by external voltage reference source. Refer to Control
Interface chapter to configure the power supply to program output voltage by external reference
source using front panel screen, refer to the operational manual P/N: M587351-01.

1 Power supply configuration to program output voltage by voltage source:
GND_ISOSELV

VPRG_VOLT (5 V to 10 V)

~] [ ™
= I \.‘

—~ilelele] Jelelele
RIENG fk\ OICICI®ICI®
4 L\ - -
= 2ec e ’17\ r” 0) O \19 /
A 2Q0000C © ©19
\\‘\r g ,/

—

DC SOURCE
0 VDC (to) 10 VDC

+

LL
Ioull

EXT IN/OUT

Figure 9-4. Remote Voltage Programming by Voltage source

The DC voltage source is connected between Pin 1 (VPRG_VOLT), ground Pin 6
(GND_ISOSELV) and t h énaldg Reference sourcedis selected as &/oltage6from the front
Panel.
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The Full-Scale voltage value can be modified to any voltage between 5V to 10V from front panel
screen or by the digital interface SCPI Command. Default FSC voltage value is 10V, where 10V
corresponds to 100% output voltage. The corresponding voltage-programming coefficients for
output voltage are 100% rated output voltage / FSC VDC. The equation for output voltage set
from analog programming is as follows:
61 O@Q0 pninOAGAYODOD PATHAS 4x EOBRBABDI 1 60

b) Remote Over Voltage Programming by Voltage Source

Programs the output over voltage protection limit of the supply by external voltage reference
source. Refer to Control Interface chapter to configure the power supply to program output

overvoltage by external reference source using front panel screen , refer to the operational
manual P/N: M587351-01.

1 Power supply configuration to program output over voltage by voltage source:

GND_ISOSELV

OVPRG_VOLT (2V to 10 V)

6
P
{
i N '\‘ DC SOURCE
} \ A "~ 0VDC (to) 10 VDC
(9(/3“)6.. ]\T))?\\J\ 104L) -
\L’: lc’T\J (I‘\ a\r al /F\ r/, J ’ ‘_A )’
(—H 26@ © <G :;C@ @ ?\m 19,% N
NG =/

EXT IN/OUT

Figure 9-5. Remote Over Voltage Programming by Voltage source

The DC voltage source is connected between Pin 5 (OVPRG_VOLT), ground Pin 6
(GND_ISOSELV) andt h Analdg Reference sourcedis selected as 6 O v\ltagedfrom the front
Panel.

The Full-Scale voltage value for overvoltage programming can be modified to any voltage
between 5 V to 10 V from the front panel screen or by using the digital interface SCPI Command.

The default FSC voltage value is 10 V, where 10 V corresponds to 110% of the rated output
voltage. The equation for overvoltage set from analog programming is as follows:

/| 60 ®QQ pp TOAGAIODOO DATES #Ax E6GBRADI 1 00
c) Remote Voltage Programming by Current Source
Programs the output voltage of the supply by current reference source. Refer to Control Interface
chapter to configure the power supply to program output voltage by external reference source

using front panel screen , refer to the operational manual P/N: M587351-01.

1 Power supply configurations to program output voltage by current source:

M587352-01 Rev B 9-62



Remote Analog Programming and External User Interfaces Mi-BEAM Series

GND_ISOSELV

VPRG_CURR (5 kOhm to 10 kOhm)

<" 0 kOhm (to) 10 kOhm

EXT IN/OUT

Figure 9-6. Remote Voltage Programming by Current Source

The programmable resistor is connected between Pin 2 (VPRG_CURR), ground Pin 6

( GND_|I SOSELV) and the 6Anal og ®Redndr énoen sbher Eeodr

The Full-Scale value for voltage programming can be modified to any value between 5 k qto 10
k gfrom the front panel screen or by using the digital interface SCPI Command. The default
FSCR value is 10 k q where 10 k qcorresponds to 100% of the rated output voltage. The
equation for voltage set from analog programming current source is as follows

61 OO pnndAGAYODHOO D&TEN K EQEEEIN EI. O

9.2.3.2 REMOTE CURRENT PROGRAMMING

Remote current programming is used for applications that require the output current be
programmed (controlled) from a remote instrument. An external resistance or external voltage
source can be used as a programming device. When using remote current programming, a
shielded, twisted-pair cable is recommended to prevent noise interference to programming
signals.

a) Remote Current Programming by Voltage Source

Programs the output current of the supply by external voltage reference source. Refer to Control
Interface chapter to configure the power supply to program output current by external reference
source using front panel screen , refer to the operational manual P/N: M587351-01.

1 Power supply configurations to program output current by voltage source:
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GND_ISOSELV

IPRG_VOLT (-10 V to +10 V)

. A
f /'-__l | ~. |
=

DC SOURCE

= . ‘\
oeleler Yelel Yo @1 ) A - -tovpc(to) +10 VDO
R A 15 N (Y (N (S N (N u ] {
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~ ::T-;/’/ nﬁ,.\t‘ 26 q\@w) -\\@) Q) Q) ( ) @ @\ 19 H‘vf S _\i‘f;{q

\.\ - \:: T | ’/-4‘ /

EXT IN/OUT

Figure 9-7. Remote Current Programming by Voltage Source

The DC voltage source is connected between Pin 3 (IPRG_VOLT), ground Pin 6
(GND_ISOSELV) and t h Analdg Reference sourcebis selected as 6 Re s i Bomithe é&dnt
Panel. Refer to Figure 9-7.

The Full-Scale voltage value can be modified to any voltage between 5V to 10V from front panel
screen or by the digital interface SCPI Command. Default FSC voltage value is 10V, where 10V
corresponds to 100% output current and -10V corresponds to -100% output current. The
corresponding voltage-programming coefficients for output current are 100% rated output current
/ FSC VDC. This produces transfer functions for output current, as follows:

)T 06Qd pnin®OAGAAOB OO FRAIES #ix EOGREBDI BOO

b) Remote Current Programming by Current Source

Programs the output current of the supply by external current reference source. Refer to Control
Interface chapter to configure the power supply to program output current by external reference
source using front panel screen , refer to the operational manual P/N: M587351-01.

1 Power supply configurations to program output current by current source:
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GND_ISOSELV

IPRG_CURR (5 kOhm to 10 kOhm)

527 0 kOhm (to) 10 kOhm

) (O
b (( -)I “\IJI (¢)
¢,

EXT IN/OUT

Figure 9-8. Remote Current Programming by Current Source

The programmable resistor is connected between Pin 4 (IPRG_CURR), ground Pin 6
(GND I SOSELYVY) and the O0Analog Reference sourcebd i s

Refer to Figure 9-8.

The Full-Scale value for current programming can be modified to any value between 5 k qto 10
k qfrom the front panel screen or by using the digital interface SCPI Command. The default
FSCR value is 10 k q where 10 k gcorresponds to 100% of the rated output current. The
equation for current set from analog programming current source is as follows

)T 08 pnn®AGAFOBOOUABENEQEEEINEI O

NOTE: Remote current programming by current source is applicable only when operating
source mode.

9.2.3.3 VOLTAGE MONITOR (VMON)
VMON
7
// \\
> =0\
Pt { f/"9 ) ) ( )] G AA‘I \\ \ ,A\\
/T/R\\\ VL( o ‘ ’.r(\f) @ @ ‘ / (o)‘) “9, 10F)J =N VMON
@hticeeeeeEEEINn @
N7/ /:\V:Q NN L [\ \C/% /] 0V to 10V
= R BOQ000QQY
N |

9 GND_ISOSELV '

EXT IN/OUT

Figure 9-9. Voltage Monitor
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Voltage Monitor provides functionality to monitor the scaled down output voltage of the power
supply. Scaled down Output voltage could be monitored at VMON terminal of analog
programming connector. Measurement of output voltage from 0 to 100% of full scale rated output
corresponds to 0 to 10V.

9.234 CURRENT MONITOR (IMON)

IMON

- JOIGIOIOIGICIGL IMON
ey Mezsuemen
DOOOO® One

i

©

GND_ISOSELV

EXT IN/OUT

Figure 9-10. Current Monitor
Current Monitor provides functionality to monitor the scaled down output current of the power
supply. Scaled down Output current could be monitored at IMON terminal of analog programming

connector. Measurement of output current -100% to 100% of full-scale rated output corresponds
to -10V to 10V.

9.2.3.5 DIO OUTPUT 1

Open collector transistor output for user programming.
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Figure 9-11. Dio Output 1
9.2.3.6 DIO OUTPUT 2

Open collector transistor output for user programming

vce
Q
%R
DIO_ouT2 |
/ A
‘f
fi‘
11,-’
{ /.' j‘ f ‘ \\
A (fO000000 0P )] A\
’,//’;:Z.\ L e ¢ }H =\ DIO OUTPUT
(g%ﬁ\ 00000000 (O)
2 L #0000000 o) &
\ \ T
\_ ~1 S/
17 RTN

EXT IN/OUT -

Figure 9-12. Dio Output 2
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9.2.3.7 SOUR/SINK OUTPUT

The open collector transistor output has its collector connected to the 26-pin connector, while
the pin-12 (SOUR/SINK _OUT) is connected to the common return pin-17 (RTN) of the interface

connector. Status signal to communicate the direction of current flow.

a) Low 1 indicates power transfer is from power supply to UUT.
b) High1 indicates power transfer is from UUT to Power supply.

SOUR/SINK _OUT

vcc

12/

;\ LHQ fO) (//I:/ A S ) ’A\ (Qj Mi ) (¢ ﬂ1 \}\ 1 /;_:; \
(@) IE) .m@ ©l©) . ) &° h [’ ):)}}
"Kj"fq\zs OOV D! g=19*
. -/

17 RTN

SOUR/SINK STATUS

EXT IN/OUT

Figure 9-13. SOURCE/SINK Output

9.2.3.8 TRIGGER OUT FUNCTION (TRIG_OUT)

The open collector transistor output has its collector connected to the 26-pin connector, while
the emitter pin-13 (TRIG_OUT) and pin-17 (RTN) is common return of the interface connector.

It provides an active-high synchronization pulse of 100 ps.
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Figure 9-14. TRIG_OUT

9.2.3.9

DIO ON/OFF STATUS (DIO_ON/OFF_STAT)

VCC 100us PULSE

The open collector transistor output has its collector connected to the 26-pin connector, while
the emitter Pin-14 (DIO_ON/OFF_STAT) and Pin-17 (RTN) is common return

of the interface connector. When the output is in a high state, it indicates that the output is
ON, and when the output is in a low state, it indicates that the output is OFF.

DIO_ON/OFF_STAT

vCccC
Q

t'/
J'/.
14/
s / ™
N \\
(s TOINOICIOIN AN
N \‘r) @ !6 { kC O
f@ ‘x\"’@."o © d o © 00 °LL:’ @)
U xobeo00o m/ﬁ —
N [
.
17 RTN

OUTPUT ON/OFF STATUS

EXT IN/OUT

Figure 9-15. DIO_ON/OFF_STAT
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9.2.3.10 DIO CC/CV OUTPUT (DIO_CC/CV_OUT)

The open collector configuration has its collector connected to the 26-pin connector, while the
emitter Pin-15 (DIO_CC/CV_OUT) of the transistor is connected to the common return Pin-17
(RTN) of the interface connector. A high state indicates Constant Current mode operation, and
a low state indicates Constant Voltage mode operation.

vcc

DIO_CC/CV_ouT J

yd i,:l ff |T\\ \
;o R RN
ff ﬂgm DOODOO
13@.% ,a\ J\\ O @ @}0
L 0O © O .fj ©0O f*ﬂg;r —

3

CC/CV OUTPUT STATUS

/,’___‘:.\
e
g
g

©

=
}
A
— N //
_%/

17 RTN

EXT IN/OUT

Figure 9-16. DIO_CC/CV_OUT

9.23.11 DIO FAULT OUTPUT (DIO_FAULT_OUT)

The open collector configuration has its collector connected to the 26-pin connector, while the
emitter Pin-16 (DIO_FAULT_OUT) of the transistor is connected to the common return Pin-17
(RTN) of the interface connector. A high state indicates a fault state of the power supply.

M587352-01 Rev B 9-70



Remote Analog Programming and External User Interfaces Mi-BEAM Series
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Figure 9-17. DIO_FAULT_OUT

9.2.3.12 TRIGGER IN FUNCTION (TRIG_IN)

The TTL-compatible input signal is an active-high pulse of 100 us. This signal detects an external
hardware trigger to Pin-19 (TRIG IN) and Pin-17 (RTN) at the falling edge of the active-high pulse
for voltage, current ramp, and transient list functions. The signal connects to the open anode of

theopto-i sol ator di ode, which has an internal 1
RTN
TRIG_IN
17 19
:/.
///‘ 1 SN — DC SOURCE
. 1 Y Y P R

AN [PO0000 0O @1 N AN o OVoo(ezavoe
w\_\ﬂ | 18, @ . @) () C/ @\ (@\ [@ (S H ] {( \’\/]

— w. HOOOO00 @019”7% S
] ’

EXT IN/OUT

Figure 9-18. TRIG_IN
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9.2.3.13 DIO OUTPUT ON/OFF (DIO_OUTPUT_ON/OFF)

The remote-control input for output ON/OFF operates with a logic signal. A logic-high signal, 2.7-
24 VDC TTL/CMOS, connected to Pin-20 (DIO_OUTPUT_ON/OFF) and Pin-17 (RTN), will
enable the output of the supply, while a logic-low signal will disable the output.

DIO_OUTPUT_ON/OFF

20

+

\ \
p AT = o
Bl e
\ \

17

RTN

EXT IN/OUT

Figure 9-19. DIO_OUTPUT_ON/OFF

9.2.3.14 DIGITAL IN1

Remote-control input with a logic signal.

Digital_IN-1
21
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Ve =0\ ) —— DC SOURCE
S ( QfA,J © QM ©IGI®IOIE) @1 Ll \ N -5V to 24V
,?\:'t. \Y[\ 18 5\ f‘)l\ ||(”T‘\\ /(‘) ‘JBQ. |f’) (’I) f ;J ﬁ/({\ﬁ)ﬂ
1—’l\L 26 . g U] I \ (:IJ/ . ©' |$j19 *‘ \\\:%//
R
\ ~— | | - e ’
26 RTN
Figure 9-20. Digital IN 1
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9.2.3.15 DIGITAL IN 2

Remote-control input with a logic signal
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Figure 9-21. Digital IN 2

9.2.3.16 DIGITAL IN 3

Remote-control input with a logic signal
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Figure 9-22. Digital IN 3

9.2.3.17

REMOTE INHIBIT ACTIVE VOLTAGE

For details related to the Remote Inhibit active voltage, refer to Section 9.2.2
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RTN

Remote_Inhibit_Active_Voltage

26 24

EXT IN/OUT

Figure 9-23. Remote Inhibit Active Voltage

9.2.3.18 REMOTE INHIBIT CONTACT CLOSURE

For details related to the Remote Inhibit contact closure, refer to Section 9.2.2.

RTN

+

Remote_Inhibit_Contact_Closure
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N2 Yl
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Figure 9-24. Remote Inhibit Contact Closure
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10
RS232/ETHERNET/ IEEE 488.2 GPIB
REGISTER COMMAND OPERATION

10.1 REGISTER DEFINITIONS

The Mi-BEAM Power Supply supports RS232, Ethernet, IEEE 488.2 GPIB and SCPI status
reporting data structures. These structures are comprised of status registers and status registers
enable mask pairs. The following sections describe these registeri mask pairs in detail.

10.1.1 PROTECTION CONDITION AND PROTECTION EVENT
STATUS REGISTER

Read the Raw Protection Condition Register by issuing the following command:

STATus:PROTection:CONDtion?

This command returns the current protection status of the power hardware (raw protection fault
or status bits, regardless of whether they are enabled in the mask). The data is not latched,
meaning it reflects only the present condition at the time of the query. Therefore, this register is
intended to be used as a polling register for realZime monitoring.

The query response is a 32it hexadecimal value.

In this value:

a A bit value of 016 indicates a fault conditior
b) A bit value of 00 &ault)codditctnat es a nor mal (no
Example:

STAT:PROT:COND?

#H0000042 /I Response for the above command
Which means two bits are set:

a) Constant voltage operation(0x02)
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b) Fold back mode operation(0x40)

10.1.11 STATUS PROTECTION EVENT REGISTER OR FAULT REGISTER

Read the Protection Event Status Register by issuing the following command:

STATus:PROTection:EVENt?

Clear the Protection Event Status Register by issuing a

*CLS

command or a

*RST

command.

Bits in the Protection Event Status Register will be set only when the corresponding bit in the
Protection Event Status Enable Register is enabled and the corresponding event occurs. This
relationship can be expressed as:

OwOU ™ 0 VYOV OO

Only conditions that are both active (COND) and enabled (ENAB mask) are reported as events.
This mechanism is typically used in interrupt or event systems.

The status is then latched and will remain in that state until it is read or cleared due to some
command action.

10.1.1.2 STATUS PROTECTION ENABLE REGISTER OR FAULT REGISTER

Set the Status Protection Enable Register with the following command;

STATus:PROTection:ENABIle <mask>

Read the Status Protection Enable Register with the following command;

STATus:PROTection:ENABIle?
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Protection Enable Register used to select what fault events could set a bit in the Fault Register.
Each enabled bit determines which protection conditions are allowed to generate events.

NOTE: Certain faults can still occur even if they are not enabled in the Protection Enable
Register, because the register only filters which events are allowed to affect the Fault Registerd
it does not control whether the fault conditions themselves can occur.

All events in the protection condition register cause the power supply to shut down. An exception
involves the Constant Voltage Operation, Constant Current Operation, Constant Power
Operation, and Foldback Mode Operation bits. If these bits are not enabled in the Protection
Enable Register, then mode changes will not cause a shutdown.

Figure 10-1 shows the implementation of the Protection Status Register, Protection Enable
Register and Protection Event Register. To configure the Power Supply to generate service
requests based on the Protection Event Status Register, program both the Protection Event
Status Enable Register and the Service Request Enable Register (*SRE). Refer to Section
10.1.2 and Chapter 12 for more details.

BIT HEX VALUE DESCRIPTION
0 0x00000001 Constant Voltage Operation
1 0x00000002 Constant Current Operation
2 0x00000004 Constant Power Operation
3 0x00000008 AC Input Lowline
4 0x00000010 AC Input Highline
5 0x00000020 Output Sense
6 0x00000040 RESERVED
7 0x00000080 RESERVED
8 0x00000100 Overvoltage Protection Fault
9 0x00000200 Overcurrent Protection Fault
10 0x00000400 Foldback Fault
11 0x00000800 External Shutdown
12 0x00001000 Modulel Fault
13 0x00002000 Module 2 Fault
14 0x00004000 Module 3 Fault
15 0x00008000 Module 1 Over Temperature Fault
16 0x00010000 Module 2 Over Temperature Fault

M587352-01 Rev B

10-77



Mi-BEAM Series RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

BIT HEX VALUE

DESCRIPTION

17 0x00020000

Module 3 Over Temperature Fault

18 0x00040000

Analog Remote Programming Error

19 0x00080000

AC Input Line Fault

20 0x00100000

Negative Polarity Fault

21 0x00200000 Fan Fault

22 0x00400000

Calibration Fault

23 0x00800000

Remote Sense Fault

24 0x01000000 RESERVED

25 0x02000000

Over power Protection Fault

26 0x04000000

Voltage Sense output Sync Fault

27 0x08000000 Startup Sequence

Fault

28 0x10000000

Chassis Hardware Overvoltage Protection Fault

29 0x20000000 RESERVED

30 0x40000000 RESERVED

31 0x80000000

Parallel System Fault

Table 10-1: Protection Condition and Event Status Registers

Protection Condition
Register — readable using
STAT: PROT: COND?

query command

!

The Protection Enable Register. Readable using the sTaT: PROT: ENAB? query
command. Writable using the sTaT: PROT:ENAE <value>command. Used to

)

0 to 31 Bit position

v

select what fault events could set a bit in the Fault Register. Certain faults can
occur even if they are not enabled. This is because the Protection Enable
Register merely filters which events are allowed to affect the Fault Register, not
whether those events can occur or not.

(

i

Description
Voltage Operalion
Current Operation
Power Operation

Hex Value
1x00000001

Constant
Constant
Constant
AC Input Lowline

AG Input Highline

Output Sense

Reserved

Reserved

Overvoltage Protection Fault
Overcurrent Protection Fault
Foldback Fault

External Shutdown

o1 Fault

e 2 Faull

o3 Fault

e 1 Over T

e 2 Over T

lodule 3 Over T

Analog Remote

AC Input Line Fault

00000002
00000004
x00000008
x00000010
1x00000020
1x00000040
1x00000080
00000100
| 0x00000200
00000400
x00000800
x00001000
x00002000
x00004000
1x00008000
00010000
00020000
x00040000
x00080000
x00100000
1x00200000

-

Fault Events - which
must be enabled by
the Protection Enable
Register before they
are recorded in the
fault register.

HERERE

ul
ul
ul
ul Fault
ul Fault
Fault
Error

Negative Polarity Fault
Fan Fault
Calibration Fault

[ 0x00800000
x01000000
[ 02000000
I

Remote Sense Faull
Reserved

Over power Protection
Voltage Sense output S
Starlup Sequence Faul
Hardware Overvoliage
Reserved

Reserved

Parallel System Faull

Fault
yne Fault

04000000
08000000
x10000000
x20000000

Protection Fault

1x80000000

4

e

Fault Register (also called the Protection
Event Register).
Readable using the sTAT: PROT : EVEN?

NOTE: All the events in the protection condition register causes shutdown to the power supply, an exception to this rule involves the Constant Voltage Operation, Gonstant Current Operation, Constant Power Operation, and

Foldback Operation bits.

Figure 10-1. Protection Condition and Protection Event Register
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10.1.2 STANDARD EVENT STATUS REGISTER (ESR)

Read the Standard Event Status Register (ESR) by issuing the

*ESR?

command. Refer for the Standard Event Status Register bit details. Reading this register or
issuing a

*CLS

command will clear the ESR. Use the

*ESE

to enable corresponding ESR bits to be summarized in the summary bit of the SCPI Status byte.
To configure the Power Supply to generate service requests based on the ESR, both the
Standard Event Status Enable Register, and the Service Request Enable Register must be
programmed. Refer to Figure 10-2 SCPI Status Implementation and Table 10-2 for Standard
Event Status Register.

BIT HEX VALUE DESCRIPTION
0 0x01 Operation Complete
1 0x02 Request Control - not used
2 0x04 Query Error
3 0x08 Device Dependent Error
4 0x10 Execution Error (e.g., range error)
5 0x20 Command Error (e.g., syntax error)
6 0x40 User Request - not used
7 0x80 Power ON

Table 10-2. Standard Event Status Register
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The SESER (Standard Event Status Enable Register). This
register is read using the *ESE2? SCPI query command. This
register is written to using the *ESE <valus> command. A1
in the appropriate bit location enables that corresponding bit from

the SESR to pass through to the input of the OR gate to be
included in the SESR summary bit (bit 5) in the SCPI Status Byte. m

Bit | Hex Value Description
0 0x01 Operation Complete
. 1 0x02 Reguest Control (Mot Used)
Events which 2| 0x04 | Query Eror (Not Used)
set the SESR 3 0x08 | Device Dependent Error )éé —
bits directly. 4 010 Execution Error (e.g., range error)
5 0x20 Command Error (e.g. syntax error)
i3 0x40 User Request (Mot Used)
7 0xa0 Power On
The SESR (Standard Event Service Register). Masking does not prevent events from \
setting bits in the SESR. This facilitates polling as a means of detecting these events, . P .
since the SESR can be polled (read) using the *ESR? command, irrespective of the bits E'i‘:;ﬁg::se logical AND
set or not set in the Standard Event Status Enable Register. P

Figure 10-2. Standard Event Status and Standard Event Status Enable Register

10.1.3 SCPI STATUS BYTE

The SCPI Status Byte registers the status of the instrument, in one of seven bits described in
Table 10-3. Read the SCPI Status Byte status register by issuing either the

*STB?

command. Clear the Status Byte status register by issuing the
*CLS

command.

The Power Supply can be configured to request service from any of the communication
interfaces, by setting the appropriate bits in the Service Request Enable Register (SRE), which

has the same bit pattern as the status byte. Service Request Enable Register (SRE) can be
modified by issuing the

*SRE <mask>

command. Service Request Enable Register (SRE) can be read by issuing

*SRE?

guery command, Refer to Figure 10-3.
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Example:

If the SREregister is set to 0x02 (Protection Event Flag), when the Power Supply has a fault
event, Status Byte register will contain 0x42 (RQS and Protection Event Flag) and the SRQ(SRQ
is supported only on GPIB) line will be asserted to indicate a request for service. Refer to Figure

10-3.
BIT HEX VALUE DESCRIPTION
0 0x01 Not used.
1 0x02 Protection Event Status flag. Indicates the selected protection event occurred.
2 0x04 Error/event queue message available. Set when any error/event is entered in
the System Error Queue. It is read using the
SYSTem:ERRor?
query.
3 0x08 Questionable Status flag. Indicates the quality of the current data being
acquired. This bit is not used.
4 0x10 Message available (MAV). Indicates a message is available to read (Only
applicable to GPIB Interface).
5 0x20 Standard Event Status Register (ESR). Summary bit for the ESR. Set when
any of the ESR bits are set and cleared when the ESR s read.
6 0x40 Request Service flag (RQS) for serial polling or Summary Status (SS) in
response to
*STB?
If service requests are enabled (with the
*SRE
command), this bit represents the RQS and will be sent in response to a serial
poll, then cleared. The SS bit indicates that the device has at least one reason
to request service. Even though the device sends the SS bit in response to a
status query
*STB?
it is not sent in response to a serial poll. It is not considered part of the IEEE-
488.1 Status Byte.
7 0x80 Operation Status flag. Indicates the current operational state of the unit. This

bit is not used.

Table 10-3: SCPI Status Byte
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The SCPI Status Byte. Read The Service Request Enable Reqgister (SRER).
Used to enable which Status Byte bits can affect the

using either the *3TB? - . t
service request bit. *SRE? reads. *SRE <value> writes.

command, or the GPIB serial
poll operation.

Bit | Hex Value Description
0 0x01 Not Used
From Protection—— 1 0x02 Protection Event Flag
Event Register 2 0x04 Error/Event Queue Message Avail. 3
3 0x08 Questionable Status (Not Used) b
4 0x10 IMessage Available ~
From Standard—— 5 0x20 Standard Event Status Register ]
Event Register 6 x40 RQS/SS Service Request Bit
7 0x80 Operation Status Flag (Not Used) )55
| Seven bit-wise logical AND
\g 1 operations
\

Figure 10-3. SCPI Status Byte and Service Request Enable Register

10.1.4 ERROR OR EVENT QUEUE

Errors that occur during operation from either the front panel or the remote digital interface will
result in error messages. Error messages are stored in memory allocated to the error message
gueue. The error messages in the queue can be read using the SCPI query command:

SYST:ERR?

The error queue has a finite depth; if more error messages are generated than can be held in
the queue, a queue overflow message will be put in the last queue location. To empty the queue,

read out the error queue until the message
NUMBER | MESSAGE STRING CAUSE ACTION TO BE TAKEN
000 No error No errors in the queue Normal operation
001 Self-test pending Self-test in progress Wait for the self-test to complete

The command might be | Check the Programming Manual to
Feature Not . . . . . :
008 Supported inconsistent with the ensure if the command is supported in

current device settings. current device setting.
System is busy
-101 System too Busy performing previously Wait for the operation to complete.
requested operation.
SCPI command syntax Correct command syntax, e.g.
incorrect, unrecognized misspelled or unsupported
command or data type commands.

-102 Syntax error

The command could not | Error occurred executing the

-200 Execution error
be executed command.
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NUMBER | MESSAGE STRING CAUSE ACTION TO BE TAKEN
The command is locked | Some commands are supported by
203 Command protected out the unlt. but are Igcked out for the
protection of settings and are not user
accessible until it is unlocked.
Requested setting Check settings: e.g., changing
. . conflicts with other regulation setting, CC/CV is not
-221 Settings conflict settings in effect allowed if the programming type is
voltage.
Parameter out of Parameter data outside Check the Programming Manual for
-222 range of the allowable range allowable parameter values.
. N ffici Del files f h [
250 Directory full o su |C|ept space to elete one or more files from the unit
save new files. to make room.
Unable to find the Reboot the unit, contact factory if the
-251 Directory not found | directory where the files | issue persists.
are stored
. Incorrect filename Check file (profile/list) name definition
-252 File name error
exceeds 29 characters.
. Unable to find the Ensure that the file is available in unit
-253 File not found ) .
selected file name. before selection.
Error while reading the Retry, if the issue persists, delete and
-254 File read error file (profile/list) data from | create a new file.
the unit.
Size declared and Ensure that the declared size and
Parameters count
) number of entered parameter count matches.
-255 not matching as per
. . parameters are not
configured size .
matching.
257 CRC value for file Saved file (profile/list) Retry, if the issue persists, delete and
contents changed data is corrupted. create a new file.
Battery confiquration Battery configuration file | Ensure that the battery configuration is
-258 y 9 (profile/list) is not loaded before turning ON the output.
not loaded
loaded.
Creating the file Ensure that the file (profile/list) name
-260 Name already exist | (profile/list) with a name | is not same as the previously saved
that already exists. file (profile/list).
Error occurred during Ensure that the operation requested
-331 System error performing the does not conflict the state system is in.
requested operation.
Read status using
SYST:ERR
-350 Queue overflow Message queue full
queryunt il 0; O6No Er

indicating queue empty.
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NUMBER | MESSAGE STRING CAUSE ACTION TO BE TAKEN
Trying to load a file Ensure that the data is saved
-351 Data not saved (profile/list) which is not
saved.
Model identification | Not execute command, Wait for the module identification to
-352 in progress, please | module identification in complete.
retry again progress.
Cannot execute file Ensure that the file (profile/list) is
353 File not selected (profile/list) operation sele(?teo! before sending any file
command. (profile/list) related commands such as
load or delete.
Data not initialized or Selected file (profile/list) | After selecting the file ensure it is
-354 is not loaded before loaded before turning ON the output.
loaded
output ON.
Command not Command not supported | Ensure that the command sent is
357 supported in in selected operating related to the selected operating
selected operating | mode. mode.
mode
Table 10-4: SCPI Error Codes
10.1.5 SERIAL POLL OPERATION

Performing a serial poll will not modify the SCPI Status Byte other than to clear the RQS (bit 6)
for a Mi-BEAM Power Supply requesting service. Queries affecting the Status Registers and
subsequent serial poll are described below.

*ESR?

clears the ESR and bit 5 of the SCPI Status Register

SYSTem:ERRor?

clears bit 2 of the SCPI Status Register if the queue is empty.

10.1.6

FAULT STATUS

Power Supply faults status can be identified by sending the following command.

SYSTEM:FAULT:STATUS?

M587352-01 Rev B
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This would return Hex value of the fault state value. The following fault states are supported by
the Mi-BEAM series power supply, refer to Table 10-5.

corresponding to Volt high or Volt low
or Power high or Power low is hit
during a Current control (CC)
operation occurs, then a foldback
fault is displayed. Similarly in CC/CV
mode of operation, Power high or
Power low is hit, then also a foldback
fault is triggered. It is to be noted that
in CC/CV mode if voltage high limit is
hit, then present regulation operation

NUMBER DESCRIPTION EXPLANATION ACTION TO BE TAKEN
Output voltage of MIi-BEAM has | a) Check sufficient margin
exceeded the programmed Over between set voltage
Voltage protection (OVP) limit. OVP and OVP limit.
is an instantaneous trip. Applying (or
generating) an output voltage close | b) Check if OVP is set
to OVP limit may trigger this fault. from external Analog

0x0000000 Overvoltage Hence, always program the OVP trip source and sufficient

1 Protection Fault | limit well above the set voltage and margin between set
applied output voltage. The OVP trip voltage and OVP limit.
limit ensures that unit voltage will
never exceed the programmed OVP
limit, thus protecting the connected
UUT from overvoltage failure.
Output Current exceeded Over | a) Check sufficient margin
Current trip limit. OCP is an between set voltage
instantaneous trip. Hence, supplying and OCP limit.
(or drawing) an output current close
to OCP limit may trigger this fault.
Hence, always program the OCP trip

OXOOgOOOO Prgt\:aecrt(i::rr]rle—igtult limit well above the set current z_an(_:i
load current. The OCP trip limit
ensures that unit current will never
exceed the programmed OCP limit,
thus protecting the connected UUT
from overcurrent failure.

Output trip is activated due to | a) Check the foldback
foldback operation setting. Foldback operation setting from
operation corresponds to the
regulation operation other than the OUTP:PROT:FOLD?
main regulation operation.
Query and modify as
Example: Assume that user has required.
selected CC mode as the regulation
setting. Then, both CV and CP | b) This is applicable for
0x0000000 modes are foldback regulation CC or CV or CP
4 Foldback Fault operation. If the protection limit regulation modes only

in all the programming
types.
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NUMBER DESCRIPTION EXPLANATION ACTION TO BE TAKEN
is changed from current control to
voltage control.
a) Make sure Pins are
connected for disabling
External Shutdown activated from External Shutdown.
0x0000000 External Shutdown External  Analog Programming b) Remote Inhibit i
8 Connector (contact closure or )
potential free contact
Vsource) .
and active voltage
source.

a) Restart the power
supply and it may go
away if it was caused
due to a sudden supply
input or an output load
transient.

Internal Module-1 Fault. Happens by T
0 understand what
0x0000001 Module 1 Fault w_hen module power stage parameter fault occurred, query
0 (like voltage current, power or
temperature) exceeds the limit. SYSTEM<CHASSNO>:
MODULE1:FAULT:ST
ATUS?
(any type of electrical
fault in the module).

a) Restart the power
supply and it may go
away if it was caused
due to a sudden supply
input or an output load
transient.

Internal Module-2 Fault. Happens
0x0000002 | 0o | When module power stage parameter b) ;I'ol understagd what
0 (ike voltage current, power or ault occurred, query
temperature) exceeds the limit.
perature) ex m SYSTEM<CHASSNO>:\
ODULE2:FAULT:STAT
us?
(any type of electrical
fault in the module).

a) Restart the power

Internal Module-3 Fault. It can supply and it may go
0x0000004 happen when module power stage away if it was caused
0 Module 3 Fault parameter (like voltage current, due to a sudden supply
power or temperature) exceeds the input or an output load

limit. transient.
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NUMBER DESCRIPTION EXPLANATION ACTION TO BE TAKEN
b) To wunderstand what
fault occurred, query
SYSTEM<CHASSNO>:
MODULE3:FAULT:STA
TUS?
(any type of electrical
fault in the module).
Internal Module 1 Over temperature | a) Restart the power
fault. This refers to an increased supply.
temperature more than the specified
limit in one of the power stages of | b) To understand what
module-1. The over-temperature fault occurred, query
fault would occur due to following
reasons; SYSTEM<n>:MODULE]
:TEMPERATURE:FAUL
a) Blockage of airflow in chassis air T:STATUS?
0x0000008 Module 1 Over vents.
0 temperature fault command to know
b) Fan not running at sufficient detailed temperature
speed. fault status.
c) The chassis is operated at an
elevated room temperature more
than that specified level
d) Due to hardware issue.
Internal Module 2 Over temperature | a) Restart the power
fault. This refers to an increased supply.
temperature more than the specified
limit in one of the power stages of | b) To understand what
module-2. The over-temperature fault occurred, query
fault would occur due to following
reasons; SYSTEM<n>:MODULE?Z
:TEMPERATURE:FAUL
a) Blockage of airflow in chassis air T:STATUS?
0x0000010 Module 2 Over vents.
0 temperature fault command to know
b) Fan not running at sufficient detailed temperature
speed. fault status.
c) The chassis is operated at an
elevated room temperature more
than that specified level
d) Due to hardware issue.
Internal Module 3 Over temperature | a) Restart the power
0x0000020 Module 3 Over fault. This refers to an increased supply.
0 temperature fault | temperature more than the specified

limit in one of the power stages of
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module-3. The over-temperature | b) To understand what
fault would occur due to following fault occurred, query
reasons;

SYSTEM<n>:MODULE3
a) Blockage of airflow in chassis air :TEMPERATURE:FAUL
vents. T:STATUS?
b) Fan not running at sufficient command to know
speed. detailed temperature
fault status.
¢) The chassis is operated at an
elevated room temperature more
than that specified level.
d) Due to hardware issue.
Remote programming Analog signal | a) Check the Analog
level is out of the specified range. reference value, check
Remote Analog Programming error the settings as per
can occur when the applied Reference mode set to
voltage/connected resistance in any Internal/External.
Remote Analog of the analog programming pins of
0X0080040 Programming 26-Pin Digital /O interface (e.g.:
Error VPRG_VOLT, VPRG_CURR,
IPRG_VOLT, IPRG_CURR, or
OVPRG_VOLT) has exceeded the
full-scale rated output voltage or is
lower than minimum limit specified.
AC input voltage to the power supply | @) Check if input voltage
is not in specified operating range. to the supply is within
This fault will be triggered if a unit specified range
configured as Low line and is (allowed input voltage
. . supplied with input  voltage ranges are,
0X0080080 AC 'Egﬂ}tl‘me corresponding to High line. The fault Low line: 180-264V,
will also be triggered if the input High line: 342-528V).
supply voltage goes out of limit due
to a voltage swell or sag during | b) Restart the power
operation. supply.
Negative voltage polarity is applied at | a) Check if voltage at the
the output of isolation relay. Since the load side of isolation
unit can have only positive voltage relay terminal is not
0x0000100 | Negative Polarity applied at the output, the isolation negative and is_ _With?n
0 Fault relay WI|| be _o_perated only Wh_en the range specified in
there is positive voltage at its datasheet.
terminal. Applying a negative voltage
at the load side of isolation relay
terminal will trigger this fault.
Fault from cooling Fan-1. This | a) Reset the fault or
0x0000200 condition is caused when Fan is not restart the power
Fanl Fault : ;
0 running at the required speed for supply.
cooling the unit.
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b) Contact factory if the
issue still persists.
a) Reset the fault or
Fault from cooling Fan-2. This restalrt the power
0x0000400 condition is caused when Fan is not Suppl-
Fan2 Fault . ;
0 running at the required speed for b) Contact factorv if the
cooling the unit. ) wontact vl
issue still persists.
a) Reset the fault or
restart the power
Fault from cooling Fan-3. This supply.
0x0000800 Fan3 Fault condition is caused when Fan is not
0 running at the required speed for | b) Contact factory if the
cooling the unit. issue still persists.
a) Restart the power
Calibration data is not within the supply.
0x0001000 Calibration Eault required range. Calibration data is
0 corrupted or EEPROM is not | b) Contact factory if the
working, or calibration data is invalid. issue still persists.
Remote voltage sense fault occurs if; | a) Check if the cable
connected to remote
a) The remote sense voltage is out voltage sense
of range from power supply connector at rear side
voltage specification. of the power supply is
intact and polarity is
0x0002000 Remote Sense b) There is a difference between correct.
0 Fault the sensed voltage at the output
terminal and the sensed voltage | b) Check the output cable
of the remote sense terminal. line voltage drop and
make sure line voltage
drop across cable is
not exceeding limit
specified in datasheet.
Module output currents or voltages | a) Check if the difference
are not equal. This fault is triggered in modules output
when there is a mismatch in the currents/voltages are
current sharing between the modules less than 10%.
in 600 V chassis or a mismatch in
module voltages in 1500/2000 V
chassis. The modules are expected
0x0004000 Module Output to share the output current/voltage
0 Mismatch Fault equally. However, during large output

transients or during a hardware fault,
the current/voltage sharing may not
be equal resulting in module output
mismatch fault. This fault protects the
individual module from
current/voltage overload.
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Output power of the wunit has | a) Check the unitis
exceeded the Overpower protection operated within the
(OPP) limit. OPP is an instantaneous model power limit.
trip and is not a programmable
feature. The OPP trip limit is kept
higher than the model power limit.

0x0008000 Over.Power The OPP trip limit ensures that unit

0 Protection Fault .
power will never e x ceed t |
power rating, even during output
transient conditions, thus protecting
the unit and the connected UUT from
overpower failure.
Not able to synchronize Mi-BEAM | a) Restart the power
output voltage with isolation relay supply.
output voltage. This fault is checked
only when lIsolation relay feature of | b) Contact factory if the
the unit is enabled. The fault occurs issue still persists.
0x0010000 Output V(_)Itage when the unit is not able to produce
0 Synchronization an output voltag_e eq_ual to the load
Fault side voltage of isolation relay when
the unit output is turned ON. This
would happen if the load side voltage
is either negative or is set more than
the model voltage limit.

a) Check if all the primary
module controller
firmware versions are
the same.

b) Check if all the
Secondary module

0x0020000 | Module Firmware | Firmware versions of the Module controller firmware

0 Mismatch Fault Controllers are not matching. versions are same.

¢) Restart the power
supply.

d) Contact factory if the
issue still persists.

a) Tryrestarting the power
supply.

0x0040000 Module Module present signal not matching

0 Enumeration fault | with Number of modules b) Contact factory if the
issue still persists.

a) Check if input voltage

Startup sequence of power modules 0 th_e. supply is With?n
0x0080000 | Startup Sequence | . leted within_stioulated specified range in
0 Fault IS not complete P datasheet;
time. -
Allowed input voltage
range:

M587352-01 Rev B

10-90



RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

Mi-BEAM Series

NUMBER

DESCRIPTION

EXPLANATION

ACTION TO BE TAKEN

b)

c)

Low line: 180-264 V,
High line: 342-528 V.

Restart the power
supply.

Contact factory if fault
persists.

0x0100000
0

Parallel Cable
Fault

a) Chassis

This fault occurs if:

Parallel

cables

PARALLEL IN/ PARALLEL OUT

cables are disconnected.

b) Enumeration does not complete

within the specified time during

bootup.

a)

b)

Reset the PARALLEL
IN/ PARALLEL OUT
cables as required and
power cycle the units
of parallel chassis
configuration.

Check if there is any
damage in the parallel
cable.

0x0200000
0

Paralleled System
Incompatible

Voltage and Power Model limits are
different in paralleled units. Parallel
operation is allowed only for units
with the same voltage rating, power
rating and firmware versions only.

a)

Check the Unit model
details of all the
paralleled system and
make sure all units are
of same Voltage model,
Power model and all
units are in same AC
input  line  setting
(Low/High).

0x0400000
0

Parallel System
Fault

Fault occurred in any one of the
parallel systems including leader

a)

b)

c)

Get the chassis
address of the parallel
units having fault using
SCPI command.

Query command

SYSTEM<LEADER
CHASSIS
ADDRESS>:FAULT:
CHASSIS?

will give you which
Parallel chassis has
detected fault.

Query

SYSTEM<Chassis
Address>:FAULT:ST
ATUS?

for individual unit faults
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d) Power cycle all the
units of Parallel chassis
configuration.

a) Power cycle all the
units of Parallel chassis
configuration.

Parallel chassis Any of the unitéos b) Check if there is

0x0800000 . . damage in the parallel
current sharing | margin from the current reference
0 cable.
fault value.

c) Recalibrate the
units(measurement
calibration).

0X1080000 RESERVED RESERVED RESERVED
0x2090090 | RESERVED RESERVED RESERVED
0X4080000 RESERVED RESERVED RESERVED

a) Restart the power
supply and set
appropriate OVP limit

0x8000000 Hardware OVP Output voltage exceeded more than
and operate.

0 Fault 2% of Voltage trip limit

b) Contact factory if the
issue still persists.

Table 10-5: Fault Status

10.2 SCPI CONFORMANCE INFORMATION

The syntax of all SCPI commands implemented by the Mi-BEAM power supplies, as documented
in this manual, consists of either SCPI-compliant commands or customized commands that are
not part of the SCPI standard. None of the commands implemented by the Mi-BEAM power
supplies fall under the category of SCPI-approved commands (i.e., commands approved by the
SCPI Consortium but not included in the SCPI version to which the Mi-BEAM power supplies
conform).

To indicate whether each commanddés syntax is SCPI ¢
| abeled ASCPI O in each command reference table.

aj A ACdo in the ASCPI O column indicates that the com
b) An ANO indicates that the command syntax is not p

10.2.1 PARAMETER DEFINITIONS

The following table describes the format of the command arguments, when applicable.
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PARAMETER DEFINITIONS

TYPE VALID ARGUMENTS

a) "nONo or 1
<boolean> b) AOFFo or 0.

The data format <NR1> is defined in IEEE 488.2 for integers.
<NR1> Zero, positive and negative integer numeric values are valid data.

The data format <NRf> is defined in IEEE 488.2 for flexible Numeric
<NRf> Representation. Zero, positive and negative floating point numeric values are
some examples of valid data.

<string> Characters enclosed by single or double quotes.

Table 10-6. Parameter Definitions

10.2.2 CONVENTIONS

SCPI uses the conventions where optional J&.ommart
Additionally, the shorthand version of a command is indicated by capital letters.

Example:

SOURce:VOLTage[:LEVel][:IMMediate][:AMPLitude] 120.0

can be written as

SOURce:VOLTage 120.0

OR

SOUR:VOLT120.0

10.2.3 QUERIES

The query syntax is identical to the command sy

Example:
To query the programmed voltage, send the string:
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SOURce:VOLTage?

A subsequent device read wil!/ return a val
a carriage return and line feed (Ox0OD 0x0A). When the power supply has nothing to report, its
output buffer will contain two ASCII characters: a carriage return and linefeed (in decimal the
values are: <13><10>).

10.3 IEEE 488.2 COMMON COMMAND SUBSYSTEM

The following commands are common to all SCPI instruments and declared mandatory by IEEE
488. 2. In the following table, the power

COMMAND DESCRIPTION

Clears all status reporting data structures including the Status Byte, Standard
Event Status Register, and Error Queue. The

*CLS STAT<n>PROT:ENAB

(protection event enable register) is cleared by this command; other enable
registers are not cleared by this command.

Sets the value of the Standard Event Status Enable Register that determines
*ESE <0+NR1> which bits can be set in the Standard Event Status Register. Refer Section
10.1.1.2 for valid values.

Returns the integer value of the Standard Event Status Enable Register Refer

*ESE? Section 10.1.1.2 for valid values.

Response: <0+NR1>

Returns the integer value of the Standard Event Status Register. The ESR and

*ESR? the Status Byte ESR bit are cleared. Refer Section 10.1.1.2 for valid values.

Response: <0+NR1>

Returns the device identification as an ASCII string.

Response: <Manufacturer>, <UUT model Configuration>, <serial number>,<SC
firmware version>, AIB firmware version>,<FPC firmware version>

*IDN?
a) SC - System Controller

b) AIB - Analog Interface Board
c) FPC - Front Panel Controller
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COMMAND DESCRIPTION
Returns the Channel identification as an ASCII string.
Response:  <Manufacturer>, <UUT Channel Configuration>, <serial
number>,<SC firmware version>, AIB firmware version>,<FPC firmware version>
*IDN<n>?

a) SC - System Controller
b) AIB - Analog Interface Board
c) FPC - Front Panel Controller

* Enables the Operation Complete bit of the Standard Event Status Register to be

OPC ; ! .
set when all pending operations are complete. Refer Section 10.1.1.2.
Resets the supply to its Power ON (PON) state.
Clears all status reporting data structures including the Status Byte, Standard
Event Status Register, and Error Queue. The

*RST

STAT<n>:PROT:ENAB
(protection event enable register) is cleared by this command; other enable
registers are not cleared by this command.
Resets the respected channel to its Power ON (PON) state.
Clears all status reporting data structures including the Status Byte, Standard
Event Status Register, and Error Queue. The
*RST<n>

STAT<n>:PROT:ENAB

(protection event enable register) is cleared by this command; other enable
registers are not cleared by this command.

*SRE <0+NR1>

Sets the value of the Service Request Enable Register, which determines which
bits in the Status Byte will cause a service request from the device. See section
on Status Byte for valid values.

Returns the integer value of the Service Request Enable Register. See section
on Status Byte for valid values. Values range from 0-63 or 128-191.

*SRE?
Response: <0+NR1>
Returns the integer value of the Status Byte with bit 6 representing the Summary
Status (SS) instead of RQS. The SS bit acts as a summary bit for the Status Byte
and indicates whether the device has at least one reason to request service based
*STB? on the MAV and the ESR bits.
Values range from 0-255.
Response: <0+NR1>
«TST Performs the self-test for the power supply and reserves the self-test status with

device.
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COMMAND DESCRIPTION
Returns the integer value of self-test status
*TST? Value ranges from 0-63.
Response: <0+NR1>
*TST<n> Performs the self-test for the power supply and reserves the self-test status with
device.
Returns the integer value of self-test status
(*TST<n>).
* 2
TST<n>* Value ranges from 0-63.
Response: <0+NR1>

Table 10-7. Common Command Subsystem

10.4 SOURCE SCPI COMMAND SYSTEM

This section presents a hierarchical tree summary of the Source SCPI commands, followed by a

detailed tabular description.

104.1 SOURCE SCPI COMMAND SUMMARY

SOURce
JANALOG
: :REMote
: :OUTPut <NRf>
i :OUTPut?
::CURRent <fval>
:CURRent
i :MAXimum?
:MINimum?
:NEGative
:LIMit
LIMit?
:LIMit
:MAXimum?
:MINimum?
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SOURce

:CURRent

:POSitive

:LIMit <NRF>

:LIMit?

:LIMit
:MAXimum?
:MINimum?

:PROGram

:FSC <fval>

:FSC?

:FSCR <NRF>

:FSCR?

:PROTection

:NEGative <NRF>

:NEGative?

:NEGative
:MAXimum?
:MINimum?

:POSitive <NRF>

:POSitive?

:POSitive
:MAXimum?
:MINimum?

‘RAMP <startvolt,endvolt,ramptime,HW/SWTrigger>
:RAMP

:ABORT

:SLEW

SLEW?

:RAMP?

SLEW
:MAXimum?
:MINimum?

SLEW?

:SLEW <Raising Slew, Falling Slew>

:SLEW

:MODE <0|1>
:MODE?
:TYPE <0|1>
‘TYPE?

:SOFT

:LIMit
‘HIGH <NRF>
HIGH?

LOW <NRF>
LOW?

:PROGram <val>

:PROGram
:SOURce <0|1>
:SOURce?

:PROGram?

‘CURRent?
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SOURce

:DIO

! :OUT1

- :0UT1?

i :0OUT2

‘ :0UT2?
:EXTernal

: :CONTROL

w ‘REL1

: ‘REL1?
: ‘REL2
w ‘REL2?
::POWer <fval>
:POWer
:MAXimum?
:MINimum?
:NEGative

:LIMit <fval>

:LIMit?

:LIMit
:MAXimum?
:MINimum ?

:POSitive

:LIMit <fval>

:LIMit?

:LIMit
:MAXimum?
:MINimum?

:SOFT

:LIMit

‘HIGH?

LOW?
SLEW
:MAXimum?
:MINimum?
SLEW?

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
. :SLEW
i :MODE <0|1>
: :MODE?
: :TYPE <0|1>
i TYPE?
::POWer?
:SERIES

‘ ‘RESistance  <NRF>

! :MAXimum?

: :MINimum?

i :RESistance?

‘HIGH <NRF>

LOW <NRF>

:SLEW <Raising Slew, Falling Slew>
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SOURce
:SINK
! :RESistance <NRF>
| ‘MAXimum?
i :MINimum?
‘ :RESistance?
:VOLTage <fval>
:VOLTage
i :HIGH

: :LIMit <NRF>

: :LIMit

i :MAXimum?

: :MINimum?

‘ :LIMit?

i LOW

! :LIMit <NRF>

| :LIMit?

i :MAXimum?

! :MINimum?

| :PROGram

i :FSC <fval>

‘ :FSC?

: :FSCR <NRf>

: :FSCR?

i :PROGram <val>

: :PROGram

: :SOURCce

i :SOURce?

‘ :PROGram?

.~ :PROTection <val>

i :PROTection?

! :PROTection

| :MAXimum?

i :MINimum?

! :PROGram <int>

: ‘PROGram

: :FSC <NRf>

‘ ‘FSC?

: :PROGram?

‘ :RAMP <startvolt,endvolt,ramptime,HW/SWTrigger>

i :RAMP

: :ABORT

: :SLEW <userdefined|max>

i :SLEW?

: :RAMP?
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SOURce
:VOLTage
i :SLEW
: :MAXimum?
‘ :MINimum?
i :SLEW?
‘ :SLEW <Raising Slew, Falling Slew>
.~ SLEW
‘ :MODE <0|1>
! :MODE3
: :TYPE <0|1>
i TYPE?
‘ SLEW?
: :SOFT
; :LIMit
i ‘HIGH <NRF>
: ‘HIGH?
‘ LOW <NRF>
i LOW?
VOLTage?
10.4.2 SOURCE SCPI COMMAND REFERENCE
The |l etter ACO in the ASCPI O column means that the
in the ASCPI 6 column means that the command synt ax
COMMAND DESCRIPTION SCPI
SOURce:ANALOG:REMote:OU | Enables or disables the remote output ON/OFF.
TPut <0| 1>
071 enable N
1 - disable
SOURce:ANALOG:REMote:OU i
TPU? Returns the setting of remote output ON/OFF. N
SOURce:CURRent <NRf> Sets the output current in amps. N
SOURce:CURRent? Returns the output current in amps. N
SOURce:CURRent:MAXimum? | Returns the maximum current device limit. N
SOURce:CURRent:MINimum? | Returns the minimum current device limit. N
Sets the negative current limit in amps.
SOURce:CURRent:NEGative Example: N
:LIMit <NRf> In CV/CC mode, the current limit value the user should
set, so that once the current reaches this value, the
output current regulates at this value.
SOURCce:CURRent:NEGative . - .
LIMit? Returns the negative current limit set in amps. N
SOURce:CURRent:NEGative Returns the maximum negative current limit the user
o IVt - . N
:LIMit: MAXimum? can set in amps.
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COMMAND DESCRIPTION SCPI
SOURce:CURRent:NEGative Returns the minimum negative current limit the user can N
:LIMit:MINimum? set, in amps.

Sets the positive current limit in amps.
SOURce:CURRent:POSitive Example: N
:LIMit <NRf> In CV/CC mode, the current limit value the user should

set, so that once the current reaches this value, the

output current regulates at this value.
SOURce:CURRent:POSitive . - .
LIMit? Returns the positive current limit set in amps. N
SOURce:CURRent:POSitive Returns the maximum positive current limit the user can N
:LIMit:MAXimum? set, in amps.
SOURce:CURRent:POSitive Returns the minimum positive current limit the user can N
:LIMit:MINimum? set, in amps.

Returns the current ramp status;

IDLE
SOURce'RAMP:STATUS? INITIALIZING,<progress in %> N

WAITING FOR TRIGGER

RUNNING, <progress in %>

ABORTED, <aborted at %>

COMPLETE

Sets the Full-Scale voltage, at which Rated Current will
SOURce:CURRent:PROGram: | be programmed in external Current programming Mode N
FSC <NR1> with voltage as programming source. Valid Range is

from5to 10 V.
SOURce:CURRent:PROGram: | Returns the Full-scale Voltage, at which Rated Current N
FSC? will be programmed.

Sets the Full-Scale resistance, at which Rated Current
SOURce:CURRent:PROGram: | will be programmed in external Current programming N
FSCR <NR1> Mode with Current as programming source. Valid

Range is from 5 to 10kOhm.
SOURce:CURRent:PROGram: | Returns the Full-scale Resistance, at which Rated N
FSCR? Current will be programmed.
SOURce:CURRent:PROTecti . .
on-NEGative? Returns the negative overcurrent protection value. N
SOURce:CURRent:PROTecti ) )
on:NEGative <NRf> Sets the negative overcurrent protection value. N
SOURce:CURRent:PROTecti Returns the maximum value of negative overcurrent N
on:NEGative:MAXimum? protection that can be set.
SOURce:CURRent:PROTecti Returns the minimum value of negative overcurrent

. A : . N
on:NEGative:MINimum? protection that can be set.
SOURce:CURRent:PROTecti . .
onPOSitive <NRf> Sets the positive overcurrent protection value. N
SOURce:CURRent:SLEW:MAX | Returns the maximum possible slew rate/time for the N
imum? current.
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SOURce:CURRent:PROTecti Returns the maximum value of positive overcurrent N
on:POSitive:MAXimum? protection that can be set.

SOURce:CURRent:PROTecti Returns the minimum value of positive overcurrent
POSiHvAMIN . N
on:POSitive:MINimum? protection that can be set.
SOURce:CURRent:PROTecti - .
. " Returns the set positive overcurrent protection value. N
on:POSitive  ?
Sets the current ramp parameters
<From Current>, <To Current>, <Duration>, <HW/SW
SOURce:CURRNt :RAMP Trigger> N
<NRf>,<NRf><NRf><0|1>
0 - SW Trigger
1 - HW Trigger
SOURce:CURRNt :RAMP:ABO ) )
RT Aborts ramping and clears trigger mode. N
SOURce:CURRNt :RAMP:SLE | Sets the ramp slew type value, rate at which the unit
W <Programmable current value reaches to the from current value of the N
slew/0|Max slew/1> ramp function.
SOURce:CURRent:RAMP:SLE | Returns the slew setting as 0 (Programmable slew) or N
W? 1(Max slew) used for ramp function
SOURce:CURRentRAMP? Returns the current rgmp parameters. <.From Current>, N
<To Current>, <Duration>, <HW/SW Trigger>
SOURce:CURRent:SLEW Sets the slew rate for the output current in A/ms or Sec. N
<NRf>,<NRf> <Raising Slew>, <Falling Slew>
SOURce:CURRent:SLEW:MAX . ,
imum? Returns the maximum possible slew rate for the current. N
SOURce:CURRent:SLEW:MIN . .
imum? Returns the minimum possible slew rate for the current. N
SOURce:CURRent:SLEW? Returns the slew rate set for current <Raising Slew>, N
<Falling Slew>.
SOURce:CURRent:SLEW:MOD | Sets the Current slew mode to Normal or Fast <0|1> N
E <NORMAL/O | FAST/1>
Returns the Current slew mode
SOURce:CURRent:SLEW:MOD
E? Normal/O N
Fast/1
Changes the Current Slew Type
SOURce:CURRent:SLEW:Typ | Valid arguments are;
E <RATE/O | TIME/1> N
RATE /O
TIME/ 1
SOURce:CURRent:SLEW:TYP
Eo Returns the selected Current Slew Type
SOURce:CURRent:SOFT:LIM . .. o
ittHIGH <NRf> Sets the higher limit for current set value (user limit). N
SOURce:CURRent:SOFT:LIM . . .
it HIGH? Returns the higher side of the soft limit for current. N

M587352-01 Rev B

10-102



RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

Mi-BEAM Series

COMMAND DESCRIPTION SCPI
SOURce:CURRent:SOFT:LIM Sets the | limit of th  set val limit N
it:LOW <NRf> ets the lower limit of the current set value (user limit).
SOURce:CURRent:SOFT:LIM ) .

. Returns the lower side of the soft limit for current. N
it:LOW?
Changes the Current programming mode of the supply.
SOURce:CURRent:PROGram | alid arguments are; \
<INT/O|EXT/1> .
INT/O (Internal SCPI Current programming)
EXT/1 (External analog Current programming).
Changes the source for the external analog current
programming.
SOURce:CURRentPROGram: | Valid arguments are; N
SOURce <0|1>
07 (voltage source)
17 (current source).
SOURce:CURRentPROGram: | Returns the selected source for the external analog N
SOURce? current programming.
SOURce:CURRent:PROGram? | Returns the Current programming mode of the supply. N
SOURce:DIO:0UT1 <0|1> Sets the st_atus of digital output 1 at the Remote Analog N
Programming connector.
SOURCce:DIO:0UT1? Returns the status. of digital output 1 at the Remote N
Analog Programming connector.
SOURCce:DIO:0UT2 <0[1> Sets the st_atus of digital output 2 at the Remote Analog N
Programming connector.
SOURce:DIO-0UT2? Returns the status_ of digital output 2 at the Remote N
Analog Programming connector.
SOURce:EXTernal: CONTROL | Changes the position of the external relay 1 if isolation N
‘REL1 <0]1> relay is enabled
SOURce:EXTernal: CONTROL .
) Returns the position of the external relay 1 N
:REL1?
SOURce:EXTernal: CONTROL ch h i fth ‘ | relay 2 N
'REL2 <0[1> anges the position of the external relay
SOURce:EXTernal: CONTROL .
. Returns the position of the external relay 2 N
‘REL2?
SOURce:POWer <NRf> Sets the maximum power limit. N
SOURce:POWer:MAXimum? Returns the Maximum power device limit. N
SOURce:POWer:MINimum? Returns the Minimum power device limit. N
Sets the negative power limit.
SOURce:POWer:NEGative:L E le- N
IMit <NRf> xample- _
In CC/CP mode, the maximum value that can be set for
the output power to regulate.
SOURce:POWer:NEGative:L _ .
IMit? Returns the negative power limit. N
SOURce:POWer:NEGative:L Returns the maximum value that the user can set for N
IMit:MAXimum? negative power limit.
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SOURce:POWer:NEGative:L Returns the minimum value that the user can set for N
IMit:MINimum? negative power limit.

Sets the positive power limit.
SOURce:POWer:POSitive:L e le- N
IMit <NRf> xample. ,
In CP/CC mode, the maximum value that can be set for
the output power to regulate.
SOURce:POWer:POSitive:L . o
IMit? Returns the positive power limit. N
SOURCce:POWer:POSitive:L Returns the maximum value that the user can set for N
IMit:MAXimum? positive power limit.
SOURce:POWer:POSitive:L Returns the minimum value that the user can set for N
IMit:MINimum? positive power limit.
SOURce:POWer:SOFT:LIMit Sets the higher side of soft limit for power set value N
:HIGH <NRf> (User Limit).
SOURce:POWer:SOFT:LIMit . . _
. Returns the higher side soft limit for power. N
‘HIGH ?
SOURCce:POWer:SOFT:LIMit Sets the lower side of soft limit for power set value
. o N
'LOW <NRf> (User Limit).
SOURce:POWer:SOFT:LIMit . e
. Returns the lower side of soft limit for power. N
LOW?
SOURce:POWerSLEW :ets the slew rate for the output Power in kW/ms or \
<NRf>,<NRf> ec. ,
<Raising Slew>, <Falling Slew>
SOURce:POWerSLEW:MAXim . )
um? Returns the maximum possible slew rate for the Power. N
SOURce:POWerSLEW:MINim . .
um? Returns the minimum possible slew rate for the Power. N
SOURce:POWerSLEW? Returns the slew rate set for Power <Raising Slew>, N
<Falling Slew>.
SOURce:POWerSLEW:MODE | Sets the Power slew mode to Normal or Fast <0|1> N
<NORMAL/O | FAST/1>
Returns the Power slew mode
SOURce:POWerSLEW:MODE? N
Normal/0
Fast/1
Changes the Power Slew Type
SOURce:POWer-SLEW-TYpg | Valid arguments are; .
<RATE/O | TIME/1>
RATE/O
TIME/ 1
SOURce:POWer:SLEW:TYPE? | Returns the selected Power Slew Type N
SOURce:POWer? Returns the power value set by the user. N
SOURCce:SERIES:RESistanc . .
Sets the value for series resistance. N
e <NRf>
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SOURce:SERIES:RESistanc Returns the maximum possible value for series N
e:MAXimum? resistance.

SOURce:SERIES:RESistanc Returns the minimum possible value for series N
e:MINimum? resistance.
SOURce:SERIES:RESistanc . .
02 Returns the value for series resistance. N
SOURce:SINK:RESistance . .
Sets the value for sink resistance. N
<NRf>
SOURce:SINK:RESistance Returns the maximum possible value for sink N
MAXimum? resistance.
SOURce:SINK:RESistance - . . .
MINImum? Returns the minimum possible value for sink resistance. N
SOURce:SINK:RESistance ? | Returns the value for sink resistance. N
SOURce:VOLTage <NRf> Sets the output voltage to be regulated. N
Sets the higher limit of voltage.
SOURce:VOLTage:HIGH:LIM
it <NRf> Example: . . N
In CC/CV mode, the higher side voltage to be regulated
once the output voltage reaches this value.
SOURce:VOLTage:HIGH:LIM Returns the maximum possible value for higher side of N
itt MAXimum? the output voltage.
SOURce:VOLTage:HIGH:LIM Returns the minimum possible value for higher side of N
it:MINimum? the output voltage.
SOURce:VOLTage:HIGH:LIM Returns the higher side voltage limit value set by the N
it? user.
Sets the lower limit of voltage.
SOURce:VOLTage:LOW:LIMi
t <NRf> Example: N
In CC/CV mode, the lower side voltage to be regulated
once the output voltage reaches this value.
SOURce:VOLTage:LOW:LIMi Returns the lower side voltage limit value set by the N
t? user.
SOURce:VOLTage:MAXimum? | Returns the maximum voltage of the unit. N
SOURce:VOLTage:MINimum? | Returns the minimum voltage of the unit. N
Sets the Full-scale voltage, at which Rated Voltage will
SOURce:VOLTage:PROGam: | be programmed in external Voltage programming Mode N
FSC <NRf> with voltage as programming source. Valid Range is
from 5 to 10V.
SOURce:VOLTage:PROGam: | Returns the Full-scale Voltage, at which Rated Voltage N
FSC? will be programmed.
Sets the Full-scale resistance, at which Rated Voltage
SOURce:VOLTage:PROGam: | will be programmed in external Voltage programming N
FSCR <NRf> Mode with Current as programming source. Valid
Range is from 5 to 10kOhm.
SOURce:VOLTage:PROGam: | Returns the Full-scale Resistance, at which Rated
. N
FSCR? Voltage will be programmed.
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Changes the Voltage programming mode of the supply.
SOURce:VOLTage:PROGam | Yalid arguments are;
<0]1> . N
INT/O (Internal SCPI Voltage programming)
EXT/1 (External analog Voltage programming).
Changes the source for the external analog voltage
programming.
SOURce:VOLTage:PROGram: | Valid arguments are; N
SOURce <0|1>
01 (voltage source)
17 (Current source).
SOURce:VOLTage:PROGram: | Returns the selected source for the external analog N
SOURce? voltage programming.
SOURce:VOLTage:PROGam? | Returns the setting of Voltage programming mode. N
SOURce:VOLTage:PROTecti : . L
on <NRf> Sets the overvoltage protection trip point in volts. N
SOURce:VOLTage:PROTecti . . o
on? Returns the set overvoltage protection trip point in volts. N
SOURce:VOLTage:PROTecti Returns the maximum possible value for setting N
on:MAXimum? overvoltage protection limit.
SOURce:VOLTage:PROTecti Returns the minimum possible value for setting N
on:MINimum? overvoltage protection limit.
Changes the Overvoltage programming mode of the
SOURce:VOLTage:PROTecti supply. Valid arguments are;
on:PROGram N
<0/int|1/ext> INT/0 (Internal Digital Voltage programming)
EXT/1 (External analog Voltage programming).
SOURce:VOLTage:PROTecti _ .
on:PROGram? Returns the setting of Overvoltage programming mode. N
Sets the Full-scale voltage, at which Rated Overvoltage
SOURce:VOLTage:PROTecti will be programmed in external Overvoltage
. . . . . N
on:PROGram:FSC <NRf> programming Mode with voltage as programming
source. Valid Range is from 5 to 10V.
SOURce:VOLTage:PROTecti Returns the Full-scale Voltage, at which Rated
. . : N
on:PROGram:FSC? Overvoltage will be programmed.
SOURCce:VOLTage:PROTecti . .
on:PROGram? Returns the setting of Overvoltage programming mode. N
Sets the voltage ramp parameters
<From Voltage>, <To Voltage>, <Duration>, <HW/SW
SOURce:VOLTage:RAMP Trigger> N
<NRf> <NRf><NRf><0|1>
0 - SW Trigger
1 - HW Trigger
SOURce:VOLTage:RAMP:ABO . .
RT Aborts ramping and clears trigger mode. N
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Changes the Ramp slew configuration, Valid arguments
SOURce:VOLTage:RAMP:SLE | are;
W<Programmable N
slew/0|Max slew/1> 0 - Programmable slew
1 - Max slew
SOURce:VOLTage:RAMP:SLE , ,
W2 Returns the Ramp Slew configuration N
Returns voltage ramp configuration parameters:
SOURce:VOLTage:RAMP? <From Voltage>, <To Voltage>, <Duration>, <HW/SW N
Trigger>
SOURce:VOLTage:SLEW Sets the slew rate for the output voltage in V/ms (first N
<NRf><NRf> argument) or seconds (second argument).
SOURce:VOLTage:SLEW:MAX | Returns the maximum slew rate possible for output N
imum? voltage.
SOURce:VOLTage:SLEW:MIN | Returns the minimum slew rate possible for output N
imum? voltage.
SOURce:VOLTage:SLEW? Returns the slew rate for the output voltage. N
SOURce:VOLTage:SLEW:MOD | Sets the Voltage slew mode to Normal or Fast <0|1> N
E <NORMAL/O | FAST/1>
Returns the Voltage slew mode
SOURce:VOLTage:SLEW:MOD
E? Normal/O N
Fast/1
Changes the Voltage Slew Type
SOURce:VOLTage:SLEW:Typ | Valid arguments are;
E <RATE/O | TIME/L> N
RATE /O
TIME/ 1
SOURce:VOLTage:SLEW:TYP
Eo Returns the selected Voltage Slew Type N
SOURce:VOLTage:SOFT.LIM | Sets the maximum soft limit for the output voltage (user N
ittHIGH <NRf> limit).
SOURCce:VOLTage:SOFT:LIM ) .
. Returns the maximum soft limit for the output voltage. N
itHIGH?
SOURce:VOLTage:SOFT.LIM | Sets the minimum soft limit for the output voltage (user N
it: LOW <NRf> limit).
SOURCce:VOLTage:SOFT:LIM . .
. Returns the minimum soft limit for the output voltage. N
it:LOW?
SOURce:VOLTage? Returns the set voltage value. N
Table 10-8. Source SCPI Command Reference
10.5 PVSIM SCPI COMMAND SYSTEM

This section first presents a hierarchical tree summary of the PVSIM SCPI commands, followed
by a detailed tabular description.
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10.5.1 PVSIM SCPI COMMAND SUMMARY

SASimulator
IIM <NRF>
JIM?
VM <NRF>
VM?
CURVe
:ADD

:DATA

:CATalogue?

:CURRent <NRf><NRf>,...,<NRf>
:CURRent?
:'VOLTage <NRf><NRf>,...,<NRf>
'VOLTage?
INDEX <NR1>
INDEX?

:DELete

:-TYPE <SNL/O|JEN50530/1|Userdefined VI points/2>

- TYPE?

‘EN50530
:COEFFicients

:ALPHA <NRf>
:ALPHA
:MAXimum?
:MINimum?
:ALPHA?
:BETA <NRf>
:BETA
:MAXimum?
:MINimum?
:BETA?
:CG <NRf>
:CG
:MAXimum?
:MINimum?
:CG?
:CR <NRf>
:CR
:MAXimum?
:MINimum?
:CR?
: CV <NRf>
:CV
:MAXimum?
:MINimum?
:CV?
:DEFaults
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SASimulator
:CURVe
: :EN50530
i :COEFFicients
: :FFl <NRf>
‘ :FFI
i :MAXimum?
: :MINimum?
‘ :FFI?
i ‘FFU <NRf>
: ‘FFU
‘ :MAXimum?
i :MINimum?
! :FFU?
: ‘VL2H <NRf>
i :'VL2H
‘ :MAXimum?
| ‘MINimum?
: :VL2H?
i :MPPparams
: :PMP <NRf>
: PMP
i :MAXimum?
: :MINimum?
‘ PMP?
i VMP <NRf>
! ‘VMP
| :MAXimum?
i :MINimum?
! VMP?
| :SIMtype
| :TECHnology <CSI/O|ThinFlim/1>
‘ :TECHnology?
| ‘-TESTtype <Static/0|Dynamic/1>
i ‘TESTtype?
\ :SAVE
| :SELect <string>
: :SELect?
i :SNL
: :BETAparams
‘ P <NRF>
I P
: :MAXimum?
| :MINimum?
i P?
! 'V <NRF>
! V
: :MAXimum?
‘ :MINimum?
: V/?
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SASimulator

ICURVe

: :SNL
: FILLfactor <0/1>
i :MAXimum?
: :MINimum?
‘ :STATe
i :STATe?
: :FILLfactor?
‘ :Kfactor
i :IRRadiance <NRF>
: :IRRadiance
‘ :MAXimum?
i :MINimum?
! :IRRadiance?
| :VOLTage <NRF>
i :VOLTage
‘ :MAXimum?
| ‘MINimum?
i 'VOLTage?
w :MPPparams
: IMP <NRF>
: IMP
i :MAXimum?
: :MINimum?
‘ AIMP?
i ‘VMP <NRF>
‘ VMP
| :MAXimum?
i :MINimum?
! VMP?
| :VIparams
i ISC <NRF>
‘ ISC
: ‘MAXimum?
‘ :MINimum?
i JASC?
: 'VOC <NRF>
‘ :VOC
i :MAXimum?
: :MINimum?
‘ VOC?

‘OPERating

~ :MODE <Standard/0|Array/1>

i :MODE?
! :TYPE <Steadystate/O| Profiles/1>
- TYPE?
PMP?
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SASimulator
:SOURce
! :EN50530
| :POWer <NRF>
‘ :POWer
! :MAXimum?
| :MINimum?
i :POWer?
w :SIMtype
| :TECHnology <CSI/0|ThinFlim/1>
: :TECHnology?
w ‘TESTtype <Static/0|Dynamic/1>
: ‘TESTtype?
: :VOLTage <NRF>
‘ :VOLTage
: :MAXimum?
| :MINimum?
i 'VOLTage?
! :IRRadiance <NRF>
~ :IRRadiance
i :MAXimum?
! :MINimum?
| :IRRadiance?
‘ :TEMPerature <NRF>
w :TEMPerature
: :MAXimum?
‘ :MINimum?
w :TEMPerature?
::LOAD <Unload/ O|Load/ 1>
:LOAD?
‘STATUS?
' CLIPPED?

10.5.2 PVSIM SCPI COMMAND REFERENCE

The letter ACO in the ASCPI O column means that
in the ASCPI O column means that the command syn

COMMAND DESCRIPTION SCPI
SASimulator:VM <NRf> Sets the Voltage Multiplier. N
SASimulator:VM? Returns the Voltage Multiplier. N
SASimulator:IM <NRf> Sets the Current Multiplier. N
SASimulator:IM? Returns the Current Multiplier. N

Creates the curve with provided file
name in the selected curve type and

SASimulator:CURVe:ADD <string> ) . N
operation type, mode, alphanumeric
string

SASimulator:CURVe:CATalog? Returns the curves present in selected N

SAS configuration

M587352-01 Rev B 10-111



Mi-BEAM Series RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

Ficients:CG <NRf>

EN50530 Curve

COMMAND DESCRIPTION SCPI
SASimulator:CURVe:DATA:VOLTage Selts E[hz Il\(/)zé' Voltgg; poLIJnts OEf) tt;e q N
<NRf> <NRf>.....<NRf> selecte ' urve in the User Define

curve type in volts
SASimulator:CURVe:DATA:VOLTage | Returns the 1024 Voltage points of
” Selected IV Curve in the User Defined N
' curve type in volts
SASimulator: CURVe:DATA:CURRent Selts thz |1\5)2(;1 C“rfe”thpoL'J”t Oféhf. . N
<NRf> <NRf>.....<NRf> selecte ' urve in the User Define

Curve type in amps
SASimulator:CURVe:DATA:CURRent | REturns the 1024 current points of the
5 selected IV Curve in the User Defined N
' Curve type in amps
SASimulator:CURVe:DATA:INDEX Sets the Index value to get the next 25 N
<NR1> points of IV Curve
SASimulator:CURVe:DATA:INDEX? Returns the Index value to get the next N

25 points of IV Curve
SASimulator:CURVe:DELete Deletes the selected IV Curve N
SASimulator:CURVe: TYPE Sets the O ting C ¢ f the PV
<SNL/O|EN50530/1|Userdefined S,e S | te perating Lurve type ot the N
VI points/2> imutator

Returns the Selected curve type of PV

Simulator
SASimulator:CURVe: TYPE? . N

07 SNL

17 EN50530

21 User Defined Curve
SASimulator:CURVe:EN50530:COEF Sets the ALPHA value in the EN50530 N
Ficients:ALPha <NRf> Curve
SASimulator:CURVe:EN50530:COEF Returns the maximum ALPHA value N
Ficients:ALPha:MAXimum? that can be set
SASimulator:CURVe:EN50530:COEF Returns the minimum APLPA value that N
Ficients:ALPha:MINimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the ALPHA Value of the N
Ficients:ALPha? EN50530 Curve
SASimulator:CURVe:EN50530:COEF Sets the BETA value in the EN50530 N
Ficients:BETa <NRf> Curve
SASimulator:CURVe:EN50530:COEF Returns the maximum BETA value that N
Ficients:BETa:MAXimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the minimum BETA value that N
Ficients:BETa:MINimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the BETA Value of the N
Ficients:BETa? EN50530 Curve
SASimulator:CURVe:EN50530:COEF Sets the CG value in the selected N
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SASimulator:CURVe:EN50530:COEF Returns the CV Value of the EN50530 N
Ficients:CG? Curve
SASimulator:CURVe:EN50530:COEF Returns the maximum CG value that N
Ficients:CG:MAXimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the minimum CG value that can N
Ficients:CG:MINimum? be set
SASimulator:CURVe:EN50530:COEF Sets the CR value in the EN50530 N
Ficients:CR <NRf> Curve
SASimulator:CURVe:EN50530:COEF Returns the maximum CR value that N
Ficients:CR:MAXimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the minimum CR value that can N
Ficients:CR:MINimum? be set
SASimulator:CURVe:EN50530: COEF Returns the CR Value of the EN50530 N
Ficients:CR? Curve
SASimulator:CURVe:EN50530: COEF Sets the CV value in the EN50530 N
Ficients:CV <NRf> Curve
SASimulator:CURVe:EN50530:COEF Returns the maximum CV value that N
Ficients:CV:MAXimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the minimum CV value that can N
Ficients:CV:MINimum? be set
SASimulator:CURVe:EN50530:COEF Returns the CV Value of the EN50530 N
Ficients:CVv? Curve
SASimulator:CURVe:EN50530:COEF | S°tS the default values to the
Ficients: DEEaults coefficients with respect to the N

technology type in EN50530 Curve

SASimulator:CURVe:EN50530:COEF Sets the FFI value in the EN50530 N
Ficients:FFI <NRf> Curve

SASimulator:CURVe:EN50530:COEF Returns the maximum FFI value that N
Ficients:FFI:MAXimum? can be set

SASimulator:CURVe:EN50530:COEF Returns the minimum FFI value that can N
Ficients:FFI:MINimum? be set

SASimulator:CURVe:EN50530:COEF Returns the FFI Value of the EN50530 N
Ficients:FFI? Curve

SASimulator:CURVe:EN50530:COEF Sets the FFU value in the EN50530 N
Ficients:FFU <NRf> Curve

SASimulator:CURVe:EN50530:COEF Returns the maximum FFU value that N
Ficients:FFU:MAXimum? can be set

SASimulator:CURVe:EN50530:COEF Returns the minimum FFU value that N
Ficients:FFU:MINimum? can be set

SASimulator:CURVe:EN50530:COEF Returns the FFU Value of the EN50530 N
Ficients:FFU? Curve

SASimulator:CURVe:EN50530:COEF Sets the VL2H value in the EN50530 N
Ficients:VL2H <NRf> Curve

SASimulator:CURVe:EN50530:COEF Returns the maximum VL2H value that N

Ficients:VL2H:MAXimum?

can be set

M587352-01 Rev B

10-113



Mi-BEAM Series RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

COMMAND DESCRIPTION SCPI
SASimulator:CURVe:EN50530:COEF Returns the minimum VL2H value that N
Ficients:VL2H:MINimum? can be set
SASimulator:CURVe:EN50530:COEF Returns the VL2H Value of the N
Ficients:VL2H? EN50530 Curve
SASimulator:CURVe:EN50530:MPPp Sets the Power at maximum power N
arams:Pmp <NRf> point of EN50530 Curve in kW
SASimulator:CURVe:EN50530:Mppp | Returns the iy Vakl)“e O'; . N
arams:Pmp:MAXimum? maximum power point that can be set in

kW
SASimulator:CURVe:EN50530:Mppp | REtUrns the minimum power value of -

) ] . maximum power point that can be set in N
arams:Pmp:MINimum? KW
SASimulator:CURVe:EN50530:MPPp Returns the Power at maximum power N
arams:Pmp? point of EN50530 Curve in kW
SASimulator:CURVe:EN50530:MPPp Sets the Voltage at maximum power N
arams:Vmp <NRf> point of EN50530 Curve in kW
SASimulator:CURVe:EN50530:MPPp Retums the maximum Voltage value of
) ) . maximum power point that can be set in N

arams:Vmp:MAXimum?

volts
SASimulator: CURVe:EN50530:MPPp Returns the m'”'m“mt\t/r?'tfge Vg'”e ‘:f, N
arams:Vmp:MINimum? \r;:)?gmum power point that can be set in
SASimulator:CURVe:EN50530:MPPp Returns the Voltage at maximum power N
arams:Vmp? point of EN50530 Curve in volts
SASimulator:CURVe:EN50530:SIMt Sets the Technol ;  th
ype: TECHnology EZEOSEO echnology type ot the N
<CSI/0|ThinFlim/1> curve

Returns the technology type of the
SASimulator:CURVe:EN50530:SIMt ENS0530 Curve N

e:TECHnology?

yp ay 0i CSi

17 Thin Film
SASimulator:CURVe:EN50530:SIMt

. Sets the test type of the EN50530

ype: TESTtype c N
<Static/0|Dynamic/1> urve

Returns the Test type of the EN50530
SASimulator:CURVe:EN50530:SIMt Curve N

e:TESTtype?

yp yp 07 Static

17 Dynamic
SASimulator:CURVe:SAVE Saves the selected IV Curve N
SASimulator:CURVe:SELect Selects the curve with provided file N
<string> name.
SASimulator: CURVe:SELect? Returns the File name of the selected IV N

Curve
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SASimulator:CURVe:SNL:BETApara Sets the BETA P Value to Selected SNL N
ms:P <NRf> Curve
SASimulator:CURVe:SNL:BETApara Returns the maximum BETA P Value

. N
ms:P:MAXimum? that can be set
SASimulator:CURVe:SNL:BETApara Returns the minimum BETA P Value N
ms:P:MINimum? that can be set
SASimulator:CURVe:SNL:BETApara Returns the BETA P of the Selected N
ms:P? SNL Curve
SASimulator:CURVe:SNL:BETApara Sets the BETA V Value to Selected SNL N
ms:V <NRf> Curve
SASimulator:CURVe:SNL:BETApara Returns the maximum BETA V Value N
ms:V:MAXimum? that can be set
SASimulator:CURVe:SNL:BETApara Returns the minimum BETA V Value N
ms:V:MINimum? that can be set
SASimulator:CURVe:SNL:BETApara Returns the BETA V Value of the N
ms:V? Selected SNL Curve
SASimulator:CURVe:SNL:FILLfact Sets the Fill Factor Value to Selected N
or <NRf> SNL Curve
SASimulator:CURVe:SNL:FILLfact Returns the maximum Fill Factor Value N
or:MAXimum? that can be set
SASimulator:CURVe:SNL:FILLfact Returns the minimum Fill Factor Value N
or:MINimum? that can be set

Sets the state of the Fill Factor to the

SNL Curve
SASimulator:CURVe:SNL:FILLfact 0 - Fill Factor Value provided is not N
or:STATe <Boolean> .

considered

17 Fill Factor Value provided is

considered
SASimulator:CURVe:SNL:FILLfact Returns the State of the Fill Factor in N
or:STATe? the Selected SNL Curve. <0|1>
SASimulator:CURVe:SNL:FILLfact Returns the Fill Factor Value of the N
or? Selected SNL Curve
SASimulator:CURVe:SNL:Kfactor: Sets the KFactor Irradiance Value to N
IRRadiance <NRf> Selected SNL Curve
SASimulator:CURVe:SNL:Kfactor: Returns the maximum KFactor N
IRRadiance:MAXimum? Irradiance Value that can be set
SASimulator:CURVe:SNL:Kfactor: Returns the minimum KFactor N
IRRadiance:MINimum? Irradiance Value that can be set
SASimulator:CURVe:SNL:Kfactor: Returns the KFactor Irradiance Value of N
IRRadiance? the Selected SNL Curve
SASimulator:CURVe:SNL:Kfactor: Sets the KFactor Voltage Value to N
VOLTage <NRf> Selected SNL Curve
SASimulator:CURVe:SNL:Kfactor: Returns the maximum KFactor Voltage N
VOLTage:MAXimum? Value that can be set in
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COMMAND DESCRIPTION SCPI
SASimulator:CURVe:SNL:Kfactor: Returns the minimum KFactor Voltage N
VOLTage:MINimum? Value that can be set
SASimulator:CURVe:SNL:Kfactor: Returns the KFactor Voltage Value of N
VOLTage? the Selected SNL Curve
SASimulator:CURVe:SNL:MPPparam Sets the Current at Maximum power N
s:Imp <NRf> point to Selected SNL Curve
SASimulator:CURVe:SNL:MPPparam | Returns the Max'm“,mt C“trhrerg’:f'ge at N
s:Imp:MAXimum? maximum power p0|.n in the urve

type that can be set in amps
SASimulator:CURVe:SNL:MPPparam Retu_rns the M|n|mum (?urrent Value at

] ) . maximum power point in the SNL Curve N

s:Imp:MINimum? .

type that can be set in amps
SASimulator:CURVe:SNL:MPPparam Returns the Current at Maximum power N
s:Imp? point of Selected SNL Curve in amps
SASimulator:CURVe:SNL:MPPparam Sets the Voltage at Maximum power N
s:Vmp <NRf> point to Selected SNL Curve in volts
SASimulator:CURVe:SNL:MPPparam Retu_rns the MaX|mu_m _Voltage Value at

i ) . maximum power point in the SNL Curve N

s:Vmp:MAXimum? )

type that can be set in volts
SASimulator:CURVe:SNL:MPPparam Retu'rns the MlnlmuthoI::gEJS\N/iltjce at N
s:Vmp:MINimum? maximum power p0|.n in the urve

type that can be set in volts
SASimulator:CURVe:SNL:MPPparam Returns the Voltage at Maximum power N
s:Vmp? point of Selected SNL Curve in volts
SASimulator:CURVe:SNL:VIparams Sets the Short Circuit Current to N
:Isc <NRf> Selected SNL Curve in amps
SASimulator:CURVe:SNL:VIparams Eeturnf ,th?hMZ):\llTl::m Sh(zrt CI:EUE: N
lse:MAXimum? urren. in the urve type that can

be set in amps
SASimulator:CURVe:SNL:Viparams Returns the Minimum Short Circuit
o . current in the SNL Curve type that can N
Isc:MINimum? .

be set in amps
SASimulator:CURVe:SNL:VIparams Returns the Short Circuit Current of N
:Isc? Selected SNL Curve in amps
SASimulator:CURVe:SNL:VIparams Sets the Open Circuit Voltage Selected N
:Voc <NRf> SNL Curve in volts
SASimulator:CURVe:SNL:Viparams \Fjelturns j[hethxl\llTqu Open C|rﬁun N
Voo MAXImum? o tagg in the urve type that can

be set in volts
SASimulator:CURVe:SNL:Viparams Rel'iurns_thteh Mgl\lnlw_u(r:n Opetn CI;EUI: N
Voc:MINimum? voltage in the urve type that can

be set in volts
SASimulator:CURVe:SNL:VIparams Returns the Open Circuit Voltage of N
:Voc? Selected SNL Curve in volts
SASimulator:-MPP? Returns the MPPT Tracking efficiency N
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COMMAND DESCRIPTION SCPI
SASimulator:OPERATING:MODE Sets the Operating mode of the Curve
N
<Standard/O|Array/1> type
Returns the Selected operating mode of
the curve type
SASimulator:OPERATING:MODE? N
01 Standard
17 Array
SASimulator:OPERATING:TYPE gets ”:_e Oper:t'r:g tz’g‘\a/cg_thelste'e‘:ted N
<Steadystate/O|profiles/1> perating mode tha imutator
operates
SASimulator:OPERATING: TYPE? Retums the operating type of the N
Selected Operating mode
Returns the Calculated Maximum power
SASimulator:PMP? at Maximum power point of Selected IV N
Curve in kW
SASimulator:SOURce:EN50530:POW Sets the Rated Power of Selected N
er <NRf> EN50530 Curve in kW
SASimulator:SOURce:EN50530:POW \Fjelt“mtshtrt‘e Ma;'m“r:. Rf;edEﬁl%V;:;O N
erMAXimum? alue : at can be set in the
Curve in kW
SASimulator:SOURce:EN50530:POW Retums the Minimum Rated Power
] . Value that can be sets in the EN50530 N
er:MINimum? )
Curve in kW
SASimulator:SOURce:EN50530:POW Returns the Rated Power Value of the N
er? selected EN50530 Curve in kW
SASimulator:SOURce:EN50530:SIM
. Sets the Technology of the Selected
type: TECHnology EN50530 C N
<CSI/0|ThinFlim/1> urve
Returns the Technology type of the
SASimulator: SOURce:EN50530:SIM ENS0530 curve N
type:TECHnology?
yP gy 07 CSI Type
17 Thin Film type
SASimulator:SOURce:EN50530:SIM
. Sets the Test Type of the EN50530
type:TESTtype c N
<Static/0|Dynamic/1> urve
Returns the Test type of the EN50530
SASimulator:SOURce:EN50530:SIM Curve N
e:TESTtype?
P P 071 Static
17 Dynamic
SASimulator:SOURce:EN50530:VOL Sets the Rated Voltage Value of the N

Tage<NRf>

EN50530 Curve in volts
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37 RUNNING
517 ABORTED
61 PAUSED
7 - TRIPPED

COMMAND DESCRIPTION SCPI
SASimulator: SOURce:EN50530:VOL Selt“mtsht:‘e Mag"m“rt“, RfJEdE\KI‘;";%% N
Tage:MAXimum? alue : at can be set in the
Curve in volts
SASimulator:SOURce:EN50530:VOL Returns the Minimum Rated Voltage
) . Value that can be sets in the EN50530 N
Tage:MINimum? .
Curve in volts
SASimulator:SOURce:EN50530:VOL Returns the Rated Voltage value of the N
Tage? selected EN50530 Curve in volts
SASimulator:SOURce:IRRadiance Sets the Irradiance of the Selected IV
N
<NRf> Curve
SASimulator:SOURce:IRRadiance: Returns the Maximum Irradiance Value N
MAXimum? that can be set to the Curve
SASimulator:SOURce:IRRadiance: Returns the Minimum Irradiance Value N
MINimum? that can be set to the curve
SASimulator:SOURce:IRRadiance? Returns the Irradiance value of the N
selected Curve
SASimulator:SOURce: TEMPerature Sets the Temperature of the Selected IV
N
<NRf> Curve
SASimulator:SOURce: TEMPerature Returns the Maximum Temperature N
:MAXimum? Value that can be set to the Curve
SASimulator:SOURce: TEMPerature Returns the Minimum Temperature
. - N
:MINimum? Value that can be set to the curve
SASimulator:SOURce: TEMPerature Returns the Temperature value of the N
? selected Curve
Loads the Selected IV Curve to PV
SASimulator:LOAD <0|1> Slfnulator N
07 Unloads the IV Curve
17 Loads the Selected IV Curve
Returns the load status of the selected
IV Curve to the PV Simulator
SASimulator:LOAD? N
071 Not Loaded
17 Loaded
Returns the status of the PV Simulator
071 IDLE
17 INITIALIZING
SASimulator:STATUS? 271 INITIALIZED N
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Curve is Not Clipped

COMMAND DESCRIPTION SCPI
Return IV Curve status as CLIPPED i
SASimulator:CLIPPED? Curve is clipped, NOT CLIPPED i N

Table 10-9: PVSIM SCPI Command reference

10.6

BATSIM SCPI COMMAND SYSTEM

This section first presents a hierarchical tree summary of the Battery Simulator SCPI commands,
followed by a detailed tabular description.

10.6.1

BATTery
‘SIMulation
: :CAPacity <NRF>
i :CAPacity
w :MAXimum?
: :MINimum?
: :CAPacity?
i : SOC <NRF>
: : SOC
: ‘MAXimum?
i :MINimum?
: : SO
~ :CHARge
i : CURRent <NRF>
! :CURRent
| :MAXimum?
i :MINimum?
‘ :CURRenNt?
: :CURRent
‘ :MINimum?
i :MINimum?
: :CUTOFF
‘ :CAPacity
w :HIGH <NRF>
: :HIGH
‘ ‘MAXimum?
i :MINimum?
: HIGH?
| :LOW <NRF>
i LOW
! :MAXimum?
| ‘MINimum?
i LOW?

BATSIM SCPI COMMAND SUMMARY
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BATTery
:SIMulation
| :CUTOFF

i :SOC

‘ ‘HIGH <NRF>

1 ‘HIGH

i :MAXimum?

! :MINimum?

: ‘HIGH?

i :SOC

i :LOW <NRF>

1 LOW

i :MAXimum?

' :MINimum?

| LOW?

: :DISCHarge

i :CURRent <NRF>

: :CURRent

: :MAXimum?

i :MINimum?

‘ :CURRent?

.~ :EMPTYVOLT <NRF>

i :EMPTYVOLT?

i :FULLVOLT <NRF>

: :FULLVOLT?

i :INITial

! :SOC <NRF>

| :SOC?

: :VOLTage <NRF>

! :VOLTage?

: :PARALLEL <NRF>

‘ ‘PARALLEL

i :MAXimum?

: :MINimum?

: :PARALLEL?

i :PROFile

i :ADD <string>

} :SAVE

i :SELect <string>

! :SELect?

: :-TYPE <Battery Model/O|Table Model/1>

i - TYPE?

! :CATALOG?

: :DELete

: :DELete

. :ALL

% :LOAD <Unload/O|Load/1>

i :LOAD?
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BATTery
::SIMuIation
:TABLE
:DEFine
:OCV
:POINTS <NRf><NRf>,...,.<NRf>
:POINTS?
:RESistance
:POINTS <NRf>,<NRf>,...,<NRf>
POINTS?
:SOC
:POINTS <NRf>,<NRf>,...,<NRf>
POINTS?
:POINTS
SIZE
SIZE?
:SERIies
:RESistance <NRF>
:MAXimum?
:MINimum?
:RESistance?
:SERies <NRF>

:MAXimum?
:MINimum?
:SERies?
:SOC
:MAXimum?
:MINimum?

:STATe <Abort/0|RUN/1|PAUSE/2|RESUME/3|TRIPPED/4|IDLE/5|INIT/6>

STATe?

:STATUS?

:TIME
:ELAPSED?

:TOTAL
:CAPacity?
:EMPTYVOLT?
:ESR?
:FULLVOLT?

:VOLTage
:MAXimum?

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
. :SERies
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
| ‘MINimum?
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10.6.2 BATTSIM SCPI COMMAND REFERENCE
The letter ACO0O in the ASCPI O column means that the
in the ASCPI 06 column means that the command synt ax
COMMAND DESCRIPTION SCPI
BATTery:SIMulation:CAPacity Sets the Capacity of the Battery in Ah to the N
<NRf> Selected Battery Configuration profile
BATTery:SIMulation:CAPacity:MAXi Returns the Maximum value of the capacity N
mum? can be set for the Battery simulation in Ah
BATTery:SIMulation:CAPacity:MINi Returns the Minimum value of the capacity N
mum? can be set for the Battery simulation in Ah
BATTery:SIMulation:CAPacity? Returns the Capacity value of the Selected N
Battery configuration profile in Ah
BATTery:SIMulation: SOC <NRf> Sets the SOC of the Battery in % to the N
Selected Battery Configuration profile
BATTery:SIMulation: SOCMAXimum? | Returns the Maximum value of the SOC can N
be set for the Battery simulation in %
BATTery:SIMulation: SOCMINIimum? | Returns the Minimum value of the SOC can N
be set for the Battery simulation in %
BATTery:SIMulation: SOo@ Returns the SOC value of the Selected N
Battery configuration profile in %
BATTery: SIMulation :CHARge:CURRen| Sets the charging current of the Selected N
t <NRf> battery configurating in Amps
BATTery: SIMulation :CHARge:CURRen Returns the maximum charging current of N
t:MAXimum? the battery configuration in Amps
BATTery:SIMulation:CHARge:CURRen Returns the minimum charging current of N
t:MINimum? the battery configuration in Amps
BATTery:SIMulation:CHAR  ge:CURRen| Returns the charging current of the battery N
t? configuration in Amps
BATTery:SIM ulation :CURRent:Maxim | Returns the Maximum current that can be N
um? set to the battery simulator in Amps
BATTery:SIM ulation :CURRent:MINim | Returns the Minimum Current that can be N
um? set to the battery simulator in Amps
BATTery:SIMulation: CUTOFF:CAPaci Sets Capacity High cut off condition value N
ty:HIGH <NRf> at which battery turns off the output in Ah
BATTery:SIMulation:CUTOFF:CAPaci Returns the Maximum capacity cutoff N
ty:HIGH:MAXimum? condition value of battery simulator in Ah
BATTery:SIMulation:CUTOFF:CAPaci Returns the minimum capacity high cut off N
ty:HIGH:MINimum? condition value of battery simulator in Ah
BATTery:SIMulation:CUTOFF:CAPaci Returns the capacity High Cut off condition N
ty:HIGH? value of battery simulator in Ah
BATTery:SIMulation:CUTOFF:CAPaci Sets the Capacity Low cut off condition N
ty:LOW <NR1> value of battery simulator in Ah
BATTery:SIMulation:CUTOFF:CAPaci Returns the maximum capacity low of the
. . ; . . N
ty:LOW:MAXimum? battery simulator in Ah
BATTery:SIMulation:CUTOFF:CAPaci Returns the minimum capacity low cut off N
ty:LOW:MINimum? that can be set to the battery simulator in Ah
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COMMAND DESCRIPTION SCPI
BATTery:SIMulation:CUTOFF:CAPaci Returns the capacity Low Cut off value of N
ty:LOW? the battery simulator in Ah
BATTery:SIMulation:CUTOFF:SOC:HI Sets the SOC High Cut Off value to the N
GH <NRf> battery simulator in Ah
BATTery:SIMulation:CUTOFF:SOC:HI Returns the maximum SOC High Cut off N
GH:MAXimum? Value that can be set to Battery simulator
BATTery:SIMulation:CUTOFF:SOC:HI Returns the minimum SOC High Cut off N
GH:MINimum? Value that can be set to Battery simulator
BATTery:SIMulation:CUTOFF:SOC:HI Returns the SOC High Cut off Value of the N
GH? Battery simulator
BATTery:SIMulation:CUTOFF:SOC:LO Sets the SOC Low Cut Off value to the N
W <NRf> battery simulator
BATTery:SIMulation:CUTOFF:SOC:LO Returns the maximum SOC Low Cut off N
W:MAXimum? Value that can be set to Battery simulator
BATTery:SIMulation:CUTOFF:SOC:LO Returns the minimum SOC Low Cut off N
W:MINimum? Value that can be set to Battery simulator
BATTery:SIMulation:CUTOFF:SOC:LO Returns the SOC Low Cut off Value of the N
W? Battery simulator
BATTery:SIMulation:DISCH arge :CUR| Sets the Discharge current to the Selected N
Rent <NRf> battery profile in Amps
BATTery:SIMulation:DISCHarge:CUR Returns the maximum Discharge current N
Rent:MAXimum? that can be set to battery simulator in Amps
BATTery:SIMulation:DISCHarge:CUR Returns the minimum Discharge Current
Rent:MINimum? that can be set to the battery simulator in N

Amps
BATTery:SIMulation:DISCH arge :CUR| Returns the Discharge Current of the N
Rent? Selected Battery configuration in Amps
BATTery:SIMulation:EMPTYVOLT Sets the Empty Volt value to the selected N
<NRf> battery configuration in Volts
BATTery:SIMulation:EMPTYVOLT? Returns the Empty Volt Value of the N
selected battery configuration in Volts
BATTery:SIMulation:FULLVOLT Sets the Full Volt value to the selected N
<NRf> battery configuration in Volts
BATTery:SIMulation:FULLVOLT? Returns the Full Volt Value of the selected N
battery configuration in Volts
BATTery:SIMulation:INITial:SOC Sets the Initial SOC value to the selected N
<NRf> battery configuration
BATTery:SIMulation:INITial:SOC? Returns the Initial SOC Value of the N
selected battery configuration
BATTery:SIMulation:INITial: VOLTY Sets the Initial voltage value to the selected N
ge <NRf> battery configuration
BATTery:SIMulation:INITial: VOLTH Returns the Initial voltage Value of the N
ge? selected battery configuration
BATTery:SIMulation:PARALLEL Sets the Number of batteries connected in
<NR1> parallel in battery pack of the selected N
battery configuration
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BATTery:SIMulation:PARALLEL:MAXi Returns the maximum Number of batteries
mum? connected in parallel in battery pack to the N
selected battery configuration
BATTery:SIMulation:PARALLEL:MINi Returns the minimum Number of batteries
mum? connected in parallel in battery pack of the N
selected battery configuration
BATTery:SIMulation:PARALLEL? Returns the Number of batteries connected
in parallel in battery pack of the selected N
battery configuration
BATTery:SIMulation:PROF  ile :ADD | Creates the profile with file name in N
<string> selected battery configuration
BATTery:SIMulation:PROF  ile :SAVE | Saves the Selected battery profiles to N
device
BATTery:SIMulation:PROF  ile :SEL ec| Sets the battery profile file name to be N
t <string> selected
BATTery:SIMulation:PROF  ile :SEL ec| Returns the battery profile selected in the N
t? battery type configuration
BATTery:SIMulation:PROF  ile :TYPE [ Sets the Battery configuration type to the N
<Battery Model/O|Table Model/1> battery simulator
BATTery:SIMulation:PROF  ile :TYPE?| Returns the Selected battery configuration
of battery simulator
N
07 Battery Model
17 Table Model
BATTery:SIMulation:PROF  ile :CATal | Returns all the file names of battery profiles N
0g? presentin the selected battery configuration
BATTery:SIMulation:PROF  ile :DEL Deletes the provided battery profile file in N
<string> the selected battery configuration
BATTery:SIMulation:PROF  ile :DEL:A [ Deletes all the profiles present in the N
LL selected battery configuration
BATTery:SIMulation:PROF  ile :LOAD | Loads the selected battery profile to the N
<UNLOADED/O|LOADED/1> battery simulator
BATTery:SIMulation:PROF ile :LOAD?| Returns the Load status of the battery
simulator
N
07 UNLOADED
17 LOADED
BATTery:SIMulation ~ :PROFile :TABLE| Sets the Open circuit voltage points of the
:DEF:OCV:POINTS battery to the selected battery profile in
. . N
<NRf><NRf>,...,<NRf> Volts. Number of points provided to be
same as provided table size
BATTery:SIMulation ~ :PROFile :TABLE| Returns the opens circuit voltage points of N
:DEF:OCV:POINTS? the selected battery profile in Volts
BATTery:SIMulation ~ :PROFile :TABLE| Sets the table size to the selected battery N
:DEF:POINTS:SIZE <NR1> profile in the table mode
M587352-01 Rev B 10-124



RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

Mi-BEAM Series

COMMAND DESCRIPTION SCPI
BATTery:SIMulation ~ :PROFile :TABLE| Returns the table size of the selected
:DEF:POINTS:SIZE ? battery profile in the table mode
BATTery:SIMulation ~ :PROFile :TABLE| Sets the Series resistance points in ohms to
:DEF:RESistance:POINTS selected battery profile in the table mode N
<NRf> <NRf>,...,.<NRf> Configuration
BATTery:SIMulation ~ :PROFile :TABLE| Return the series resistance points in ohms
:DEF:RESistance :POINTS? of the selected battery profile in the table N
mode configuration

BATTery:SIMulation ‘PROFile :TABLE| Sets the State of Charge points of the

:DEF:SOC:POINTS battery to selected battery profile. 15t point N

<NRf>,<NRf>,...,<NRf> of the table must be
table must be fA1000.

BATTery:SIMulation ~ :PROFile :TABLE| Returns the State of Charge points of the N

‘DEF:SOC:POINTS? selected battery profile

BATTery:SIMulation:SER ies :RESist | Sets the Series resistance of the battery to

ance <NRf> the selected battery profile in the Battery N
model type in ohms

BATTery:SIMulation:SERies:RESist Returns the Maximum Series resistance of

ance:MAXimum? the battery that can be set in the Battery N
model type in ohms

BATTery:SIMulation:SERies:RESist Returns the Minimum Series resistance of

ance:MINimum? the battery that can be set in the Battery N
model type in ohms

BATTery:SIMulation:SER ies :RESist | Returns the Series resistance of the battery

ance ? to the selected battery profile in the Battery N
model type in ohms

BATTery:SIMulation:SER  ies <NR1> | Sets the number of batteries connected in
series in the battery pack to the selected N
Battery profile

BATTery:SIMulation:SER ies :MAXimu| Returns the Maximum number of batteries

m? connected in series in the battery pack that N
can be set to battery simulator

BATTery:SIMulation:SER  ies :MINimu | Returns the Minimum number of batteries

m? connected in series in the battery pack that N
can be set to battery simulator

BATTery:SIMulation:SER ies ? Returns the number of batteries connected
in series in the battery pack to the selected N
Battery profile

BATTery: SIMulation :SOC:MAXimum? | Returns maximum state of charge of the N
battery that can be set

BATTery: SIMulation :SOC:MINimum? | Returns minimum state of charge of the N
battery that can be set

BATTery:SIMulation:STATE Sets the operation state of the battery

<Abort/0|RUN/1|PAUSE/2|RESUME/3| simulator N

TRIPPED/4|IDLE/5|INIT/6>
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can be set in the battery simulator in volts

COMMAND DESCRIPTION SCPI

BATTery:SIMulation:STATE? )

Returns the operation state of the battery

simulator

071 Abort (Simulation Aborted)

17 RUN (Simulation Running) N

21 PAUSE (Simulation paused)

31 RESUME (Simulation resumed)

471 TRIPPED

571 IDLE

61 INIT (Simulation Initialized)
BATTery:SIMulation:STATUS?

Returns the Status of the Battery simulator

07 IDLE

17 INITIALIZING

27 INITIALIZED N

37 RUNNING

57 ABORTED

61 PAUSED

71 TRIPPED
BATTery:SIMulation: TIME:ELAPSED? Returns the time elapsed in the RUN state N

of battery simulator in seconds
BATTery:SIMulation:TOTAL:CAPACIT Returns the Total Calculated capacity of the N
Y? battery pack in Ah
BATTery:SIMulation:TOTAL:EMPTYVO Returns the Total Empty Voltage of the N
LT? battery pack in volts
BATTery:SIMulation:TOTAL:FULLVOL Returns the Total Full Voltage of battery N
T? pack in volts
BATTery:SIMulation: TOTAL:ESR? Returns the Total series resistance of the N

battery pack in Ohms
BATTery:SIMulation:VOLTage:MAXim Returns the maximum voltage value that N
um? can be set in the battery simulator in volts
BATTery:SIMulation:VOLTage:MINim
um? Returns the minimum voltage value that N

Table 10-10: BATSIM SCPI Command reference

10.7

BATTEST SCPI COMMAND SYSTEM

This section first presents a hierarchical tree summary of the Battery Test SCPI commands,
followed by a detailed tabular description.
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10.7.1

BATTery
:TEST
:CHARge

BATTEST SCPI COMMAND SUMMARY

:CURRent <NRf>

:CURRent?

:STOP
:CAPacity  <NRf>
:CAPacity?
'VOLTage <NRf>
'VOLTage?

:TYPE <CC/0| (CC/CV)/1>

‘TYPE?

:VOLTage
LIMit  <NRf>
:LIMit?

:CONFigure

:ADD <String>
:CAPacity
LIMit  <NRf>
:LIMit?
:CATalogue?

:CAPacity

:MAXimum?
:MINimum?
:CHARge
:CURRent
: LIMit  <NRf>
: LIMit ?
:DELete <String>
:DISCHARge
:CURRent
:LIMit <NRf>
:LIMit?
:LOAD <UNLOADD| LOAD/1>
:LOAD?
:SAVE
:SELect <String>
:SELect?
:VOLTage
:MAXimum <NRf>
:MAXimum?
:MINimum <NRf>
:MINimum?

:DISCHARge

:CURRent <NRf>
:CURRent?
:STOP
:CAPacity  <NRf>
:CAPacity?
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BATTery
‘TEST
: :DISCHARge
I :STOP
: :'VOLTage <NRf>
‘ 'VOLTage?
‘ :VOLTage
: LIMit  <NRf>
| :LIMit?
‘ INITIAL
! :CAPacity  <NRf>
: :CAPacity?
i :MODE <Steady State/0|Sequence/1>
! :MODE?
| :OPERATION
: :TYPE <Char ging/0|Discharging/1>
w - TYPE?
: :STATe <Abort/0|JRUN/1|PAUSE/2|RESUME/3|TRIPPED/4|IDLE/5>
‘ STATe?
‘ :STATUS?
‘ :STOP
| TIME
‘ :MAXimum?
! :MINimum?
| ‘TIME?
‘ :TERMination
! :CURRent <NRf>
| :CURRent?
i - TIME
w ‘ELAPSED?
| :PROFile
‘ :TYPE <Charge /0 |Discharge /1 >
w : TYPE?
: :CATalogue?
: :ADD <string>
i :SAVE
: :SEL ect <string>
} :SELect?
i :DELete <string>
! : DATA
| : COUNT <NRF>
‘ : COUNT?
! :CHARge
: :TYPE <CC/0|(CC/CV)/1>
i - TYPE?
w :VOLTage
: : LIMIT <NRF>
: LIMIT?
‘ :CURRent
: ‘POINTS <NRf><NRf>,...,.<NRf>
:POINTS?
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BATTery
TEST
~ :PROFile
:CHARge
:STOP

:CAPacity <NRF>
:CAPacity?
:TIME <NRF>
- TIME?
: VOLTage

:POINTS?
:DISCHARge
:VOLTage
LIMIT <NRF>
LIMIT?
:STOP
:CAPacity <NRF>
:CAPacity?
:STOP
:TIME <NRF>
:TIME?
:VOLTage

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

: :POINTS?
: :TERMination

w :CURRent <NRF>
: :CURRent?

: :CURRent

‘ ‘ENABLE <0|1>
: ‘ENABLE?

~ :SEQuence

‘ :CATalogue?

! :ADD <string>

; :SAVE

i :SELect <string>

w :SELect?

| :DELete <string>

i :CLEAR

w :LOAD <UNLOAD/O|LOAD/1>
| :LOAD?

‘ " TOTAL

‘ :STEP?

: : STEP? <NRF>

‘ : COMPLETE

‘ :STEP? <NRF>

‘ :ADD

| :CHARge

‘ :STEP < string >
! :DISCHARge

| 'STEP < string >
|

POINTS <NRf><NRf>,....<NRf>

POINTS <NRf><NRf>,....<NRf>

M587352-01 Rev B

10-129



Mi-BEAM Series RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

10.7.2 BATTEST SCPI COMMAND REFERENCE

The |l etter ACO0O in the ASCPI O column means

in the ASCPIO column means that the command

COMMAND DESCRIPTION SCPI

BATTery:TEST:CHAR ge:CURRent <NRf> Sets the Charging Current value to battery N
tester in Amps

BATTery:TEST :CHARge:CURRent? Returns the Charging Current value of N
battery tester in amps

BATTery:TEST :CHARge:TYPE <0|1> Sets the Charging type value to the N
Selected Battey tester profile

BATTery:TEST :CHARge:TYPE? Returns the Charging type in the selected
battery tester profile

N

07 CC
17 CC/CV

BATTery:TEST :CHARge:STOP:CAPacity Sets the Stop Capacity Value to the battery

<NRf> tester at which System turns the Output N
OFF in Ah

BATTery:TEST :CHARge:STOP:CAPacity? | Returns the Stop Capacity Value of the N
battery tester in Ah

BATTery:TEST :CHARge:STOP:VOLTage Sets the Stop Voltage Value in volts to the

<NRf> battery tester at which System turns the N
Output OFF

BATTery:TEST :CHARge:STOP:VOLTage? | Returns the Stop Voltage Value of the N
battery tester in volts

BATTery:TEST :CHARge:VOLTage:LIM it Sets the Charging Voltage Limit value to N

<NRf> the Selected Battery tester profile in volts

BATTery.:TEST :CHARge:VOLTage:LIM it ?| Returns the Charging Voltage Limit value N
of the selected battery tester profile in volts

BATTery:TEST :CONFIGure :ADD Creates the Battery tester profile with N

<String> provided file name

BATTery:TEST :CONFIGure :CAPacity:LlI Sets the Capacity Limit Value that the user

Mt <NRf> can set to Selected battery tester profile in N
Ah

BATTery:TEST :CONFIGure :CAPacity:LlI Returns the Capacity Limit Value set in the N

Mt ? selected battery tester profile in Ah

BATTery:TEST :CONFIGure :CATalog ? Returns all profile file names present in the N
selected Battery tester operating type

BATTery : TEST.CONFIGure : CAPacity : MA Returns the maximum capacity that can be N

Ximum? set to the battery tester in Ah

BATTery : TEST.CONFIGure : CAPacity : Ml Returns the minimum capacity that can be N

Nimumn? set to the battery tester in Ah

BATTery:TEST :CONFIGure :CHARge:CURR Sets the charging current limit that can be

ent: LIMit <NRf> set to selected battery tester profile in N
amps
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COMMAND DESCRIPTION SCPI

BATTery:TEST :CONFIGure :CHARge:CURR Returns the charging current limit of the N

ent: LIMit ? selected battery tester profile in amps

BATTery:TEST :CONFIGure :DELete Deletes the profile with the provided file

<String> name from the Selected battery tester N
operation type

BATTery:TEST :CONFIGure :DISCH arge :C| Sets the Discharging current limit to the N

URRent:LIMit <NRf> selected battery tester profile in amps

BATTery:TEST :CONFIGure :DISCH arge :C| Returns the Discharging Current limit value

URRent;LIMit? from the selected battery tester profile in N
amps

ECL-[?;X; /%i‘l;)f&lFlGure 'LOAD Loads the selected battery profile N

BATTery:TEST :CONFIGure :LOAD? Returns the load status of the battery tester

. N

07 UNLOADED
17 LOADED

BATTery:TEST :CONFIGure :SAVE Saves the Selected Battery tester profile N

BATTery:TEST :CONFIGure :SELect Selects the battery tester profile with the N

<string> provided file name

BATTery:TEST :CONFIGure :SELect? Returns the Selected battery tester profile N

BATTery:TEST :CONFIGure :VOLTage:MAX| Sets the Maximum Voltage that can be set N

imum <NRf> by the user in volts

BATTery:TEST :CONFIGure :VOLTage:MAX| Returns the Maximum Voltage Value that

imum? can be set by the user in the battery tester N
in volts

BATTery:TEST :CONFIGure :VOLTage:MIN | Sets the Minimum Voltage value that can N

imum <NRf> be set by the user in Battery tester in volts

BATTery.TEST :CONFIGure :VOLTage:MIN | Returns the Minimum Voltage value that

imum? can be set by the user in Battery tester in N
volts

BATTery:TEST :DISCHarge :CURRent Sets the Discharging current Value to N

<NRf> battery tester in amps

BATTery:TEST :DISCHarge :CURRent? Returns the Discharging Current Value to N
battery tester in amps

BATTery:TEST :DISCHarge :STOP:CAPaci | Sets the Stop Capacity value in Ah at

ty <NRf> which the system stops the discharging by N
turning the system off

BATTery:TEST :DISCHarge :STOP:CAPaci | Returns the stop Capacity value of the N

ty? discharging operation type in Ah

BATTery:TEST :DISCHarge :STOP:VOLTag| Sets the Stop Voltage value in volts, at

e <NRf> which the system stops the discharging by N
turning the system off

BATTery:TEST :DISCHarge :STOP:VOLTag | Returns the Stop Voltage Value of the N

e? discharging operation type in volts

BATTery:TEST :DISCHarge :VOLTage:LIM | Sets the Discharging voltage limit value to N

it <NRf> the selected battery tester profile.
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COMMAND DESCRIPTION SCPI
BATTery:TEST :DISCHarge :VOLTage:LIM | Returns the Discharging voltage limit value
it ? from the selected battery tester profile in N
volts
BATTery:TEST:INIT ial :CAPacity Sets the Initial Capacity of the battery to N
<NRf> the selected battery tester profile in Ah
BATTery:TEST:INIT ial :CAPacity ? Returns the Initial Capacity of the battery to N
the selected battery tester profile in Ah
BATTery:TEST:MODE <0|1> Sets the Operation Mode of the battery N
tester
BATTery:TEST:MODE? Returns the operation Mode of the battery
tester
N
01 Steady State
171 Sequence
BATTery:TEST:OPERATION:TYPE <0|1> Sets the Operation type of the battery N
tester
BATTery:TEST:OPERATION:TYPE? Returns the operation type of the battery
tester
N
071 Charging
17 Discharging
BATTery:TEST:STATe
<Abort/O|RUN/1{PAUSE/2|RESUME/3|TR Sets the State of the battery tester N
IPPED/4|IDLE/5>
BATTery:TEST:STATe? Returns the state of the Battery tester
071 Abort
17 RUN N
27 PAUSE
37 RESUME
47 IDLE
57 INIT
BATTery:TEST:STATUS? Returns the status of the battery tester
07 IDLE
17 INITIALIZING
27 INITIALIZED N
37 RUNNING
5 - ABORTED
617 PAUSED
77 TRIPPED
BATTery:TEST:STOP:TIME <NR1> Sets the stop time in seconds, the system
will turns output off after the provided N
period of seconds
BATTery: TEST:STOP:TIME:MAXimum? Returns the maximum stop time in seconds N
that can be set by the user
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COMMAND DESCRIPTION SCPI
BATTery:TEST:STOP:TIME:MINimum? Returns the minimum stop time in seconds N
that can be set by the user
BATTery:TEST:STOP:TIME? Returns the stop time in seconds N
BATTery:TEST:TERMination:CURRent Sets the termination current in amps to the
<NRf> battery tester profile. The Output of the N
system will turn off when the charging
current reaches the termination current
BATTery: TEST:TERMination:CURRent? Returns the termination current from the N
selected battery tester profile
BATTery:TEST:TIME:ELAPSED? Returns the elapsed run time in seconds N
BATTery:TEST: PROFile : TYPE ,
<Charge /0 |Discharge /1 > Sets the Profile type of the battery tester. N
BATTery:TEST: PROFile :TYPE? Returns the Profile type of the battery
tester
N
01 Charge
17 Discharge
BATTery:TEST : PROFile :CATalog ? Returns all profile file names present in the N
selected Battery tester Profile type
BATTery:TEST :PROFile :ADD <String> Creates the Battery tester profile with N
provided file name
BATTery:TEST : PROFile :SAVE Saves the Selected Battery tester profile N
BATTery:TEST : PROFile :SELect Selects the battery tester profile with the N
<string> provided file name
BATTery:TEST : PROFile :SELect? Returns the Selected battery tester profile N
BATTery:TEST : PROFile :DELete Deletes the profile with the provided file
<String> name from the Selected battery tester N
Profile type
BATTery:TEST: PROFile : DATA:COUNT Sets the Data Count for the selected profile N
<NRF> of the battery tester.
BATTery:TEST: PROFile : DATA:COUNT? | Returns the Data Count for the selected N
profile of the battery tester.
BATTery:TEST :PROFile:CHARge :TYPE Sets the Charging type value to the N
<0|1> Selected Battey tester profile
BATTery:TEST :PROFile:CHARge :TYPE? | Returns the Charging type in the selected
battery tester profile
N
07 CC
17 CC/cV
BATTery:TEST :PROFile:CHARge :VOLTag| Sets the Charging Voltage Limit value to N
elLIM it <NRf> the Selected Battery tester profile in volts
BATTery:TEST :PROFile:CHARge :VOLTag | Returns the Charging Voltage Limit value N
elLIM it ? of the selected battery tester profile in volts
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COMMAND DESCRIPTION SCPI
BATTery: TEST.PROFile : CHARge CURRel Sets the current points of the battery to the N
t :POINTS <NRf><NRf>,....<NRf> selected battery profile in amps. Number of
points provided to be same as provided
profile data count.
BATTery: TEST.PROFile : CHARge:CURRel Returns the current points of the selected N
t :POINTS? battery profile in amps.
BATTery:TEST :PROFile:CHARge :STOP:C| Sets the Stop Capacity Value to the battery
APacity <NRf> tester at which System turns the Output N
OFF in Ah
BATTery:TEST :PROFile:CHARge :STOP:C| Returns the Stop Capacity Value of the N
APacity? battery tester in Ah
BATTery:TEST : PROFile: CHARgeSTOP: T| Sets the Stop Time Value in seconds to the
IME <NRf> battery tester at which System turns the N
Output OFF
BATTery:TEST : PROFile: CHARgeSTOP: T| Returns the Stop Time Value of the battery N
IME? tester in seconds
BATTery: TEST:PROFile : CHARgeSTOP:V | Sets the voltage points of the battery to the N
OLTage:POINTS selected battery profile in volts. Number of
<NRf><NRf>,...,.<NRf> points provided to be same as provided
profile data count.
BATTery: TEST:PROFile : CHARgeSTOP:V | Returns the voltage points of the selected N
OLTage:POINTS? battery profile in volt.
BATTery:TEST :PROFile:DISCHARge :VOL| Sets the Discharging Voltage Limit value to N
TagelLIM it <NRf> the Selected Battery tester profile in volts
BATTery:TEST :PROFile:DISCHARge :VOL| Returns the Discharging Voltage Limit
Tage:LIM it ? value of the selected battery tester profile N
in volts
BATTery:TEST :PROFile:DISCHARge :STO| Sets the Stop Capacity Value to the battery
P:CAPacity <NRf> tester at which System turns the Output N
OFF in Ah
BATTery:TEST :PROFile:DISCHARge :STO| Returns the Stop Capacity Value of the N
P:CAPacity? battery tester in Ah
BATTery:TEST :PROFile:DISCHARge :STO| Sets the Stop Time Value in seconds to the
P: TIME <NRf> battery tester at which System turns the N
Output OFF
BATTery:TEST :PROFile:DISCHARge :STO| Returns the Stop Time Value of the battery N
P: TIME? tester in seconds
BATTery: TEST:PROFile : DISCHARQe:STQ Sets the voltage points of the battery to the N
P:VOLTage :POINTS selected battery profile in volts. Number of
<NRf><NRf>,...,.<NRf> points provided to be same as provided
profile data count.
BATTery: TEST:PROFile : DISCHARge:STQ Returns the voltage points of the selected N
P:VOLTage :POINTS? battery profile in volt.
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COMMAND DESCRIPTION SCPI
BATTery:TEST: PROFile: TERMination:C | Sets the termination current in amps to the
URRent <NRf> battery tester profile. The Output of the N
system will turn off when the charging
current reaches the termination current
BATTery:TEST: PROFile: TERMination:C | Returns the termination current from the N
URRent? selected battery tester profile
BATTery:TEST :PROFile: TERMination:C | Sets the Profile Termination Current enable
URRent:ENABLE <0|1> or disable to the Selected Battey tester N
profile
BATTery:TEST :PROFile: TERMination:C | Returns Profile Termination Current enable
URRent:ENABLE? or disable in the selected battery tester
profile N
07 DISABLE
17 ENABLE
BATTery:TEST :SEQuence :CATalog ? Returns all sequence file names present in N
the selected Battery tester
BATTery:TEST : SEQuence:ADD <String> Creates the Battery tester sequence with N
provided file name
BATTery:TEST : SEQuence:SAVE Saves the Selected Battery tester N
sequence
BATTery:TEST : SEQuence:SELect Selects the battery tester sequence with N
<string> the provided file name
BATTery:TEST : SEQuence:SELect? Returns the Selected battery tester N
sequence
BATTery:TEST : SEQuence:DELete Deletes the sequence with the provided file N
<String> name from the Selected battery tester
BATTery:TEST :SEQuence : CLEAR Clears all the profiles present under the N
selected sequence
BATTery:TEST :SEQuence :LOAD
<UNLOAD/O|LOAD/1> Loads the selected battery sequence N
BATTery:TEST :SEQuence :LOAD? Returns the load status of the battery tester
. N
07 UNLOADED
17 LOADED
BATTery:TEST :SEQuence : TOTAL:STEP? | Returns the total steps in the selected N
sequence
BATTery:TEST :SEQuence:STEP ? <NRF> | Returns the profile data of the selected
step in the selected sequence. N
<Step Number, Profile Type, Profile Name>
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COMMAND DESCRIPTION SCPI
BATTery.:TEST :SEQuence:. COMPLETESTE Returns the complete profile data of the
P? <NRF> selected step in the selected sequence.

Charge Response:

< Profile Step Number, Profile Type, Profile
Name, Profile Size, Charge Voltage Limit,
Charge Current, Stop Voltage, Termination
Current, Termination Current Enable, Stop N
Capacity, Stop Time >

Discharge Response:

<Profile Step Number, Profile Type, Profile
Name, Profile Size, Discharge Voltage
Limit, Discharge Current, Stop Voltage,
Stop Capacity, Stop Time>
BATTery:TEST :SEQuence:ADD:CHARge:S | It adds selected Charge profile to the

TEP <NRF> sequence N
BATTery:TEST :SEQuence:ADD:DISCHAR( | It adds selected Discharge profile to the

. N
e:STEP <NRF> sequence

Table 10-11: BATTEST SCPI Command reference

10.8 CALIBRATION INIT AND PONS SCPI
COMMAND SUBSYSTEM

This section first presents a hierarchical tree summary of the Calibration INIT and PONS SCPI
commands, followed by a detailed tabular description.

10.8.1 CALIBRATION INIT AND PONS SCPI COMMAND SUMMARY

CALibrate
(INITial
: ‘AC
} JINPUT
‘ :CONFigure <O/High Line|1/Low Line>
! :CONFigure?
~ ICHASSIS
i :ADDRESS <NR1>
! :ADDRESS?
| :CURRent <fval>
‘ :CURRent
w :MAXimum?
| :MINimum?
‘ ‘NEGative
w LIMit  <NRF>
: :LIMit?
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CAlLibrate
INITial
: :CURRent
‘ ‘NEGative
| LIMit <NRF>
! :MAXimum?
| :MINimum?
i :POSitive
| LIMit <NRF>
: :LIMit?
: :LIMit
w :MAXimum?
: :MINimum?
‘ :PROGram <NR1>
i :FSC <NRf>
: :FSC?
‘ :FSCR <NRf>
i :FSCR?
: :SOURce <0/Voltage|1l/Current>
‘ :SOURce?
i :PROGram?
! :SLEW
: :MODE <NORMAL/0Q| FAST/1>
i :MODE?
‘ :TYPE <0|1>
: TYPE?
: : MAXimum?
w :MINimum?
: SLEW?
‘ :SOFT

i :LIMit

: ‘HIGH <NRF>

‘ HIGH?

i LOW

: LOW?

. :CURRent

i :PROTection

! :NEGative <fval>

: ‘NEGative

i :MAXimum?

i :MINimum?

: ‘NEGative?

; :POSitive <fval>

w :POSitive

: :MAXimum?

‘ :MINimum?

i :POSitive?

: :CURRenNt?

.~ :MEAS

i :CURRent

: :AVERAGE <NR1>

| :AVERAGE?
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CAlLibrate
:INITial
- :MEAS

‘ :VOLTage

‘ :AVERAGE <NR1>

: :AVERAGE?

i :OPERating

w :MODE <SOUR|ELOAD|DTEST|BATSIM|PVSIM|BATTEST>

: :MODE?

: :OUTPut

i :ISOLation?

: :PROGram

: ‘TYPE <ival>

i - TYPE?

: :PROTection

‘ :DELAY

i :DELAY?

! :FOLD <ival>

| :FOLD?

i :SENSE <0/LOCAL|1/REMOTE>

‘ :SENSE?

: :PONS

‘ :DEFAULT

w :POWer <fval>

: :POWER

‘ :MAXimum?

i :MINimum?

: :POWer

‘ :NEGative

i LIMit <NRF>

: :LIMit?

| : MAXimum?

i :MINimum?

! :POSitive

} LIMit ~ <NRF>

i :LIMit?

! :LIMit

: ‘MAXimum?

; :MINimum?

w :PROTection

: :NEGative <fval>

‘ :NEGative?

i :NEGative

: :MAXimum?

: ‘MINimum?

i :POSitive <fval>

: :POSitive?

| :POSitive

i :MAXimum?

: :MINimum?

|

|
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CALibrate
AINITial
~ :POWer
‘ :SLEW
! :MODE <NORMAL/0| FAST/1>
| :MODE?
‘ :TYPE <O0|1>
! ‘TYPE?
| :MAXimum?
‘ :MINimum?
w :SLEW?
: :SOFT
‘ :LIMit
w ‘HIGH <NRF>
| ‘HIGH?
‘ ‘LOW <NRF>
\ LOW?
' :POWer?
~ :REMote
‘ INHIBIT
! (INPUT
: :STATe <O0/OFF|1/ON>
‘ :STATe?
w :TYPE <O0/Contact Closure|1/Active Source>
: - TYPE?
i :MODE <0/OFF|1/Live|2/Latching>
w :MODE?
: :SERIES
: :RESistance = <NRF>
w :RESistance
: :MAXimum?
‘ :MINimum?
‘ :RESistance?
' :SINK
: ‘RESistance ~ <NRF>
‘ :RESistance
! :MAXimum?
| :MINimum?
i :RESistance?
' :VOLTage <fval>
~ :VOLTage?
. :VOLTage
w ‘HIGH
: LIMit  <NRF>
‘ :LIMit?
‘ LOW
: LIMit  <NRF>
‘ LIMit?
‘ :MAXimum?
: :MINimum?
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CAlLibrate
INITial
~ :VOLTage
: :PROGram <0/1 >
w :PROGram
: :FSC <NRf>
: :FSC?
w :FSCR <NRf>
: :FSCR?
: :SOUR <0|1>
i :SOUR?
: :PROGram?
: :PROTection <fval>
i :PROTection?
! :PROTection
| :FSC <NRF>
i :FSC?
‘ :PROGram <0/1>
| :PROGram?
‘ :SLEW
w : MODE<NORMAL/O| FAST/1>
: :MODE?
i -TYPE <0|1>
w TYPE?
: :MAXimum?
‘ :MINimum?
i :SLEW?
: :SOFT
| :LIMit
i : HIGH <NRF>
! : HIGH?
: :LIMit
i : LOW<NRF>
i : LOW
|

10.8.2 CALIBRATION INIT AND PONS SCPI COMMAND

REFERENCE
The |l etter ACO in the ASCPI 0O column means that the
in the ASCPI O column means that the command synt ax
COMMAND DESCRIPTION SCPI

Changes the power-on AC input settings. Valid

CALibrate:INITial:AC:INPUT:CO arguments are,

NFigure <0|1> o : . .
01 High Line (3801 480 V Nominal)

17 Low Line (2007 240 V Nominal).
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COMMAND DESCRIPTION SCPI
CALibrate:INITial:AC:INPUT:CO , .
NFigure? Returns the AC input settings. N
CALibrate:INITial:CHASSIS:ADD .
RESS <NR1> Sets the power-on default chassis address. N
CALibrate:INITial:CHASSIS:ADD :
RESS? Returns the power-on default chassis address. N
CALibrate:INITial: CURRent Sets the power-on value of current. N
<NRf>
CALibrate:INITial:CURRent? Returns the value of power-on current. N
CALibrate:INITial: CURRent:MAX Returns the power-on value of maximum current N
imum? that can be set.
CALibrate:INITial: CURRent:MIN Returns the power-on value of minimum current N
imum? that can be set.
CALibrate:INITial: CURRent:NEG Sets the power-on default value for negative N
ative:LIMit <NRf> current limit.
CALibrate:INITial: CURRent:NEG Returns the power-on default value for negative N
ative:LIMit? current limit.
CALibrate:INITial: CURRent:NEG Returns the power-on default value for maximum
ative:LIMit:MAXimum? level of negative current limit.
CALibrate:INITial: CURRent:NEG Returns the power-on default value for minimum N
ative:LIMit: MINimum? level of negative current limit.
CALibrate:INITial: CURRent:POS Sets the power-on default value for positive N
itivve:LIMit <NRf> current limit.
CALibrate:INITial: CURRent:POS Returns the power-on default value for positive N
itive:LIMit? current limit.
CALibrate:INITial: CURRent:POS Returns the power-on default value for maximum N
itive:LIMit: MAXimum? level of positive current limit.
CALibrate:INITial: CURRent:POS Returns the power-on default value for minimum N
itive:LIMit:MINimum? level of positive current limit.
Changes the power-on default current reference
CALibrate:INITial: CURRent:PR of External Analog Current Programming. Valid
OGram <0|1> arguments are; N
O7 INT
17 EXT
CALibrate:INITial: CURRent:PR
OGram? Returns the power-on default curr(_ant reference of N
external analog current programming.
CALibrate:INITial-CURRent:PRO Sets the power-on default full-scale voltage value
Gram:ESC <NRf> for rateo_l current from external analog N
programming.
CALibrate:INITial: CURRent:PRO Returns the power-on default full scale voltage
Gram:ESC? value for. rated current from external analog N
programming.
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CALibrate:INITial: CURRent:PRO Sets the power-on default full-scale resistance
Gram'ESCR <NRf> value for. rated current from external analog N

programming.
CALibrate:INITial: CURRent:PRO Returns the power-on default full scale resistance
Gram:ESCR? value for. rated current from external analog N
programming.
Changes the power-on default current reference
source of External Analog Current Programming.
CALibrate:INITial: CURRent:PRO Valid arguments are;
Gram:SOUR <0|1>
01 Voltage
17 Current
CALibrate:INITial: CURRent:PRO Returns the power-on default current reference
Gram:SOUR? source of external analog current programming.
CALibrate:INITial:CURRent:SLE
W <NRf> <NRf> Sets the power-on default slew rate for current. N
CALibrate:INITial:CURRent:SLE Sets the Power-on default current slew mode to N
W:MODE<NORMALO| FAST/1> Normal or Fast <0|1>
Returns the Power-on default Current slew mode
CALibrate:INITial:CURRent:SLE
W:MODE? Normal/O N
Fast/1
Changes the power-on default slew type for
CALibrate:INITial: CURRent:SLE current. Valid arguments are;
W:TYPE <0|1> . ) N
01 Slewin A/ms
17 Slew in seconds.
CALibrate:INITial:CURRent:SLE Returns the power-on default slew type for N
W:TYPE? current.
CALibrate:INITial:CURRent:SLE
W2 Returns the power-on default slew rate for current. N
CALibrate:INITial: CURRent:SLE Returns the power-on default minimum possible N
WMIN i mun? slew rate/time for the current that can be set.
CALibrate:INITial: CURRent:SLE Returns the power-on default maximum possible N
WMAXimum? slew rate/time for the current that can be set.
CALibrate:INITial: CURRent:SOF Sets the power-on default value for maximum soft- N
T:LIMit:HIGH <NRf> limit of current.
CALibrate:INITial: CURRent:SOF Returns the power-on default value for maximum N
T:LIMit:HIGH? soft-limit of current.
CALibrate:INITial: CURRent:SOF Sets the power-on default value for minimum soft- N
T:LIMit:LOW <NRf> limit of current.
CALibrate:INITial: CURRent:SOF Returns the power-on default value for minimum N
T:LIMit:LOW? soft-limit of current.
CALibrate:INITial:CURRent
<NRf> Sets the power-on default value of current. N
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CALibrate:INITial: CURRENT:PRO Sets the power-on default overcurrent protection N
Tection:NEGative <NRf> limit for negative current.

CALibrate:INITial: CURRENT:PRO Returns the power-on default overcurrent N
Tection:NEGative? protection limit for negative current.
CALibrate:INITial: CURRENT:PRO Returns the power-on default maximum value of N
Tection:NEGative:MAXimum? negative overcurrent protection that can be set.
CALibrate:INITial: CURRENT:PRO Returns the power-on default minimum value of N
Tection:NEGative:MINimum? negative overcurrent protection that can be set.
CALibrate:INITial: CURRENT:PRO Sets the power-on default positive overcurrent N
Tection:POSitive <NRf> protection value.
CALibrate:INITial: CURRENT:PRO Returns the power-on default maximum value of N
Tection:POSitive:MAXimum? positive overcurrent protection that can be set.
CALibrate:INITial: CURRENT:PRO Returns the power-on default minimum value of N
Tection:POSitive:MINimum? positive overcurrent protection that can be set.
CALibrate:INITial: CURRENT:PRO Returns the power-on default power-on default N
Tection:POSitive? positive overcurrent protection value.
Sets the number of readings to average together
when returning the current value with the
CALibrate:INITia:MEAS:CURRen S
t:AVERAGE <NR1> . . N
command to reduce noise in the readback
readings. Enter a value of 3 to 9, with the value of
3 (factory default) providing the fastest response
time in the readings, but less rejection of noise.
CALibrate:INITial- MEAS:CURRenN Returns_ the number 3 to 9 to indicate the nu_mber
t AVERAGE? of readlngs_to average together when taking a N
current reading.
Sets the number of readings to average together
when returning the voltage value with the
MEAS:VOLT?
CALibrate:INITial:MEAS:VOLTag
e:AVERAGE <NR1> command to reduce noise in the readback N
readings. Enter a value of 1 to 10, with the value
of 1 (factory default) providing the fastest
response time in the readings, but less rejection of
noise.
CALibrate:INITial:MEAS:VOLTag Returns_ the number 1 to 10 to indicate the nu.mber
o AVERAGE? of readlngs.to average together when taking a N
current reading.
CALibrate:INITial:OPERating:M
ODE .
<SOUR|ELOAD|BIDIR|BATSIM|PVSI Changes the power-on default operating mode. N
M|BATTEST>
CALibrate:INITial:OPERating:M i
ODE? Returns the power-on default operating mode. N
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CALibrate:INITial:OUTPut:ISOL Changes the power-on default state for output N
ation <0|1> isolation relays.

CALibrate:INITial:OUTPut:ISOL Returns the power-on default state for output N
ation? isolation relays.
Changes the Output Programming type, Valid
CALibrate:INITial:OUTPut:PROG arguments are;
ram:TYPE <0|1> . . N
01 Voltage Programming type
17 Current Programming type
CALibrate:INITial:OUTPut:PROG .
ram-TYPE? Returns the Output Programming type N
CALibrate:INITial:OUTPut:PROT Sets the power-on default delay time for the N
ection:DELAY <NRf> protection.
CALibrate:INITial:OUTPut:PROT Returns the power-on default delay time for the N
ection:DELAY? protection.
Sets the power-on default foldback protection
CALibrate:INITial:OUTPut:PROT setting. Valid arguments are same as for N
ection:FOLD <NR1> OUTP:PROT:FOLD.
CALibrate:INITial:OUTPut:PROT Returns the power-on default setting of foldback N
ection:FOLD? protection.
Changes the power-on default method for
CALibrate:INITial: OUTPUt: SENS sensing. Valid arguments are;
E <O/LOCAL|L/REMOTE> ) N
071 Local sense
17 Remote sense.
CALibrate:INITial: OUTPut:SENS )
E0 Returns the power-on default method for sensing. N
CALibrate:INITial:PONS:DEFAUL
T Sets all the values to factory default. N
CALibrate:INITial :POWer <NRf> | Sets the power-on default value of Power
CALibrate:INITial: POWER:MAXim Returns the power-on defqult_Maximum power
um? that can be programmed with given Input voltage N
conditions.
CALibrate:INITial: POWER:MINim Returns the power-on default Minimum power that
um? can be programmed with given Input voltage N
conditions.
CALibrate:INITial:POWer:NEGat . o
ive:LIMit <NRf> Sets the power-on default negative power limit. N
CALibrate:INITial:POWer:NEGat . -
ive:LIMit? Returns the power-on default negative power limit. N
CALibrate:INITial:POWer:NEGat Returns the power-on default maximum value that N
ive:LIMit:MAXimum? the user can set for negative power limit.
CALibrate:INITial:POWer:NEGat Returns the power-on default minimum value that N
ive:LIMit: MINimum? the user can set for negative power limit.
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CALibrate:INITial:POWer:POSit . -
ive:LIMit <NRf> Sets the power-on default positive power limit N
CALibrate:INITial:POWer:POSit . -
ive:LIMit? Returns the power-on default positive power limit. N
CALibrate:INITial:POWer:POSit Returns the power-on default maximum value that N
ive:LIMit: MAXimum? the user can set for positive power limit.
CALibrate:INITial:POWer:POSit Returns the power-on default minimum value that N
ive:LIMit:MINimum? the user can set for positive power limit.
CALibrate:INITial:POWer:PROTe Sets the power-on default negative overpower N
ction:NEGative <NRf> protection limit.
CALibrate:INITial:POWer:PROTe Returns the power-on default negative overpower N
ction:NEGative? protection limit.
CALibrate:INITial:POWer:PROTe Returns the power-on default maximum possible N
ction:NEGative:MAXimum? value for the negative overpower protection limit.
CALibrate:INITial:POWer:PROTe Returns the power-on default minimum possible N
ction:NEGative:MINimum? value for the negative overpower protection limit.
CALibrate:INITial:POWer:PROTe Sets the power-on default positive overpower N
ction:POSitive <NRf> protection limit.
CALibrate:INITial:POWer:PROTe Returns the power-on default positive overpower N
ction:POSitive? protection limit.
CALibrate:INITial:POWer:PROTe Returns the power-on default maximum possible N
ction:POSitive:MAXimum? value for the positive overpower protection limit.
CALibrate:INITial:POWer:PROTe Returns the power-on default minimum possible N
ction:POSitive:MINimum? value for the positive overpower protection limit.
CALibrate:INITial-POWer-SLEW Sets th.e power-on default.slew rate for the Qutpgt
<NRf>.<NRf> power in terms of W/ms (first argument) or time in N
s (second argument).
CALibrate:INITial: POWeISLEW: | Sets the Power-on default power slew mode to N
MODE<NORMALD| FAST/1> Normal or Fast <0|1>
Returns the Power-on default Power slew mode
CALibrate:INITial: POWerSLEW:
MODE? Normal/O N
Fast/1
CALibrate:INITial:POWer:SLEW:
TYPE <0[1> Sets the power-on default slew type for power. N
CALibrate:INITial:POWer:SLEW:
TYPE? Returns the power-on default slew type for power. N
CALibrate:INITial:POWer:SLEW? Returns the slew rate set for the output power. N
CALibrate:INITial:POWer:SLEW Returns the power-on default minimum possible N
MINimum? slew rate/time for the power that can be set.
CALibrate:INITial:POWer:SLEW Returns the power-on default maximum possible
, _ N
MAXmum? slew rate/time for the power that can be set.
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Sets the power-on default higher power limit.
CALibrate:INITial:POWer:SOFT: Example: N
LIMit:HIGH <NRf> In CV/CP mode, the value set for the higher power
to regulate once the output power reaches this
value.
EI,:\AI_ilE);TéeI;:’?IIT|aI.POWer.SOFT. Returns the power-on default higher power limit. N
Sets the power-on default soft limit for lower
power.
CALibrate:INITial:POWer:SOFT:
LIMit:LOW <NRf> Example: N
In CP/CC mode, the maximum value that can be
set for the output power to regulate.
CALibrate:INITial:POWer:SOFT: Returns the power-on default soft limit for lower
LIMit:LOW? power. N
CALibrate:INITial:POWer? Returns the power-on default power set to N
regulate.
Sets the power-on default state for remote inhibit.
CALibrate:INITial:REMote:INHI Valid arguments are;
BIT:INPUT:STATE <0/OFF|1/ON> N
0 - OFF
1-ON.
CALibrate:INITial:REMote:INHI Returns the power-on default state for remote N
BIT:INPUT:STATE? inhibit.
Sets the power-on default type for remote inhibit.
CALibrate:INITial:REMote:INHI Valid arguments are;
BIT:INPUT:TYPE <0/Contact N
Closure|1/Active SOurve> 0 - Contact Closure
1 - Active Source.
CALibrate:INITial:REMote:INHI Returns the power-on default type for remote N
BIT:INPUT:TYPE? inhibit.
Sets the power-on default mode for remote inhibit.
CALibrate:INITial:REMote:INHI Valid arguments are;
BIT:MODE N
O/OFF|1/LIVE|2/LATCHING> 0-OFF
1-LIVE
2 - LATCH.
CALibrate:INITial:REMote:INHI Returns the power-on default mode for remote N
BIT:MODE? inhibit.
CALibrate:INITial: SERIES:RESI . ]
STANCE <NRf> Sets the power-on default series resistance. N
CALibrate:INITial: SERIES:RESI Returns the power-on default maximum possible N
STANCE:MAXimum? value for series resistance.
CALibrate:INITial: SERIES:RESI Returns the power-on default minimum possible N
STANCE:MINimum? value for series resistance.
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CALibrate:INITial:SERIES:RESI Returns the power-on default value for series N
STANCE? resistance.

CALibrate:INITial'SINK-RESIST Set's the powgr—on default sink resistancg \{alue for
ANCE <NRf> Whlch the unit behaves as constant resistive load N
(in eLoad Mode).
CALibrate:INITial:SINK:RESIST Returns the power-on default value of maximum N
ANCE:MAXimum? sink resistance possible.
CALibrate:INITial:SINK:RESIST Returns the power-on default value of minimum N
ANCE:MINimum? sink resistance possible.
CALibrate:INITial:SINK:RESIST Returns the power-on default sink resistance
N
ANCE? value.
CALibrate:INITial:VOLTage Sets the power-on default output voltage to be N
<NRf> regulated.
CALibrate:INITial:VOLTage? Returns the power-on default output voltage to be N
regulated.
Sets the power-on default higher limit of voltage.
CALibrate:INITial:VOLTage:HIG Example: N
H:LIMit <NRf> In CC/CV mode, the higher side voltage to be
regulated once the output voltage reaches this
value.
CALibrate:INITial:VOLTage:HIG Returns the power-on default higher limit of N
H:LIMit? voltage
Sets the power-on default lower limit of voltage.
CALibrate:INITial:VOLTage:LOW Example: N
:LIMit <NRf> In CC/CV mode, the lower side voltage to be
regulated once the output voltage reaches this
value.
CALibrate:INITial:VOLTage:LOW Returns the power-on default lower side voltage N
:LIMit? limit value set by the user.
CALibrate:INITial:VOLTage:MAX Returns the power-on default maximum voltage of N
imum? the unit.
CALibrate:INITial:VOLTage:MIN Returns the power-on default minimum voltage of N
imum? the unit.
Sets the power-on default Full-scale voltage, at
CALibrate:INITial:VOLTage:PRO which Rated Voltage WiII_ be progra_lmmed in
Gram:ESC <NRf> external Volta.ge programmlr-]g Mode vylth voltage N
as programming source. Valid Range is from 5 to
10 V.
CALibrate:INITial:VOLTage:PRO Returns the power-on default Full-scale Voltage, N
Gram:FSC? at which Rated Voltage will be programmed.
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Sets the power-on default Full-scale resistance, at
CALibrate:INITial:VOLTage:PRO which Rated Voltage wiII. be progrgmmed in
Gram'ESCR <NRf> exter_nal Voltage programmlng Mode with Currel_qt N
(Resistance) as programming source. Valid
Range is from 5 to 10 kOhm.
CALibrate:INITial:VOLTage:PRO Retums the —power-on default  Full-scale
Gram:ESCR? Resistance, at which Rated Voltage will be N
programmed.
Changes the power-on default source for the
external analog voltage programming.
CALibrate:INITial:VOLTage:PRO Valid arguments are; N
Gram:SOUR <0|1>
0 - voltage source
1 - Resistance source.
CALibrate:INITial:VOLTage:PRO Returns the power-on default selected source for N
Gram:SOUR? the external analog voltage programming.
Changes the power-on default Voltage
programming mode of the supply. Valid
CALibrate:INITial:VOLTage:PRO arguments are; N
Gram <0/INT[|1/EXT>
INT/O - Internal Digital Voltage programming
EXT/1 - External analog Voltage programming.
CALibrate:INITial:VOLTage:PRO Returns the power-on default setting of Voltage N
Gram? programming mode.
CALibrate:INITial:VOLTage:PRO Sets the power-on default overvoltage protection N
Tection <NRf> trip point in volts.
CALibrate:INITial:VOLTage:PRO Returns the power-on default set overvoltage N
Tection? protection trip point in volts.
Sets the power-on default Full-scale voltage, at
CALibrate:INITial:VOLTage:PRO which Rated Overvoltage will be .programmed_in
Tection'ESC <NRf> external Overvoltage_ programming _Mode W|t_h N
voltage as programming source. Valid Range is
from 5 to 10V.
CALibrate:INITial:VOLTage:PRO Returns the power-on default Full-scale Voltage, N
Tection:FSC? at which Rated Overvoltage will be programmed.
Changes the power-on default Overvoltage
CALibrate:INITial:VOLTage:PRO programming - mode  of the  supply. Valid
Tection:PROGram < O/INT|L/EXT> arguments are; _ N
INT/O - Internal Digital Voltage programming
EXT/1 - External analog Voltage programming.
CALibrate:INITial:VOLTage:PRO Returns the power-on default setting of N
Tection:PROGram? Overvoltage programming mode.
CALibrate:INITial:VOLTage:SLE Sets the power-on dgfault slew rate for the output
W <NRf> <NRf> voltage in V/ms (first argument) or seconds N
(second argument).
CALibrate:INITial: VOLTage:SLE | Sets the power-on default voltage slew mode to N
W:MODE<NORMALOD| FAST/1> Normal or Fast <0|1>
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CALibrate:INITial- VOLTage:SLE Returns the power-on default voltage slew mode
W:MODE? Normal/O N

Fast/1

Sets the power-on default type of slew rate for the
CALibrate:INITial:VOLTage:SLE output voltage. N
W:TYPE <0|1> 0- V/ms

1 - second.
CALibrate:INITial:VOLTage:SLE Returns the power-on default type of slew rate for N
W:TYPE? the output voltage.
CALibrate:INITial:VOLTage:SLE Returns the power-on default slew rate for the N
wW? output voltage.
CALibrate:INITial: VOLTage:SLE | Returns the power-on default minimum possible N
WMIN imum? slew rate/time for the voltage that can be set.
CALibrate:INITial: VOLTage:SLE | Returns the power-on default maximum possible N
WMAXimum? slew rate/time for the voltage that can be set.

Sets the power-on default maximum soft limit for

the output voltage.
CALlibrate:INITial:VOLTage:SOF
T:LIMit:HIGH <NRf> Example: N

In CV mode, the maximum possible voltage that

can be set.
CALibrate:INITial:VOLTage:SOF Returns the power-on default maximum soft limit N
T:LIMit: HIGH? for the output voltage.

Sets the power-on default minimum soft limit for

the output voltage.
CALibrate:INITial:VOLTage:SOF
T:LIMit:  LOW<NRf> Example: N

In CV mode, the maximum possible voltage that

can be set.
CALibrate:INITial:VOLTage:SOF Returns the power-on default minimum soft limit N
T:LIMit:  LOV® for the output voltage.

Table 10-12. Cal INIT and PONS SCPI Command Reference

10.9

CALIBRATION SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the Calibration SCPI commands, followed

by a detailed tabular description.

10.9.1

CALibrate
:CURRent
:CALCulate
:ISOLation
:VOLTage
:SENSE

CALIBRATION SCPI COMMAND SUMMARY
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CALibrate

JISOLation

: :-VOLTage

‘ :SENSE

w :CALCulate

| :FIVEPOINT?

‘ :FIVEPOINT1 fval

‘ :FIVEPOINT2 fval

: :FIVEPOINTS3 fval

| :FIVEPOINT4 fval

‘ :FIVEPOINTS5 fval

! :GAIN

| :GAIN?

‘ :OFFSet

‘ :OFFSet?

.LOCK

:MODule

w :CONFigure

| :CONFigure?

‘ :COUNT

! :CONFigure

: :CONFigure?

‘ :CURRent

‘ :LIMit

: LIMit?

.~ :LASTCALDATE?

‘ :MOD

: :SNUM?

| :POWer

i :DERating <fval>

‘ :DERating?

| :POWER

‘ :LIMit

w :LIMit?

: :SNUM

: :VOLTage

i :LIMit

: :LIMit?

:MODule

‘ :CURRent?

: :NEXTCALDATE?

.~ :VOLTages

‘ :PROTection?

! :VOLTage?

:OUTPut

:CURRent

EXTI

: GAIN
: GAIN?
:OFFSet
:OFFSet ?

Mi-BEAM Series RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation
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CALibrate
:OUTPut

: :CURRent

| EXTV

‘ : GAIN

‘ : GAIN?

| EXTV

i :OFFSet

w :OFFSet ?

| :POINT1

‘ :POINT2

w :POINTS?

: :FIVEPOINT1 fval

‘ :FIVEPOINT2 fval

‘ :FIVEPOINTS3 fval

: :FIVEPOINT4 fval

| :FIVEPOINTS fval

‘ :FIVEPOINT5?

: :GAIN

| :GAIN?

‘ :MONitor

! ‘FSC

| :FSC?

i :OFFSet

w :OFFSet?

: :OFFSet

‘ :OFFSet?

i :PERcentage <NR1>

: :PERcentage?

‘ :PROTection

‘ :NEGative

: :PERcentage

| :PERcentage <NR1>

‘ :POSitive

! :PERcentage

} :PERcentage <NR1>

. :OVERVOLTage

! EXTV

: :FSC

i :GAIN?

w :OFFSet

| :OFFSet?

: :VOLTage

w EXTI

| :‘FSC

‘ :GAIN?

‘ :OFFSet

: :OFFSet?

} EXTV

i :FSC <NRf>

! :GAIN? fval

‘ ‘OFFSet
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CALibrate
‘OUTPut
: :-VOLTage
‘ EXTV
w :OFFSet?
| :FIVEPOINT1 fval
‘ :FIVEPOINT2 fval
\ :FIVEPOINTS fval
‘ :FIVEPOINT4 fval
| :FIVEPOINTS fval
‘ :FIVEPOINTS?
! :GAIN
| :GAIN?
‘ :MONitor
! ‘FSC
| :FSC?
i :OFFS
w :OFFS?
| :OFFSet
‘ :OFFSet?
‘REMOTE
: :OUTPut
‘ 'VOLTage
‘ :GAIN
‘ :GAIN?
| :OFFSet
‘ :OFFSet?

‘VOLTage
‘ :CALCulate

10.9.2 CALIBRATION SCPI COMMAND REFERENCE

The |l etter ACO in the ASCPI O column means that the
in the ASCPI O column means that the command synt ax
COMMAND DESCRIPTION SCPI
CALibrate:CURRent:CAL Culate Calculates the value of gain and offset for the N
Current sense
CALibrate:ISOLATION:VOLTage Calculates the value of the gain and offset for N
:SENSE:CALCulate isolated voltage sense.
CALibrate:ISOLATION:VOLTage Returns the entered values for 5-point calibration for N
:SENSE:FIVEPOINT? isolated voltage sense.
CALibrate:ISOLATION:VOLTage Sets isolated voltage value for calibration point 1 N
:SENSE:FIVEPOINT1 <NRf>
CALibrate:ISOLATION:VOLTage Sets isolated voltage value for calibration point 2 N
:SENSE:FIVEPOINT2 <NRf>
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CALibrate:ISOLATION:VOLTage Sets isolated voltage value for calibration point 3 N
:SENSE:FIVEPOINT3 <NRf>
CALibrate:ISOLATION:VOLTage Sets isolated voltage value for calibration point 4 N
:SENSE:FIVEPOINT4 <NRf>
CALibrate:ISOLATION:VOLTage Sets isolated voltage value for calibration point 5 N
:SENSE:FIVEPOINT5 <NRf>
CALibrate:ISOLATION:VOLTage Sets the value of the gain for the isolated voltage N
:SENSE:GAIN <NRf> sense
CALibrate:ISOLATION:VOLTage Returns the value of the gain for the isolated voltage N
:SENSE:GAIN? sense
CAlLibrate:ISOLATION:VOLTage Sets the value of the offset for the isolated voltage N
:SENSE:OFFSET <NRf> sense.

CALibrate:ISOLATION:VOLTage Returns the value of the offset for the isolated N
:SENSE:OFFSET? voltage sense.
Disables access to the non-volatiie memory.
Prevents attempts to store calibration values. (Issue
after
CAL:UNLock
CALibrate:LOCK N
and
CAL:STORe
commands).
Configures the modules inside the chassis as
CALibrate:MODule:CONFigure parallel or series. Valid arguments are;
<0[1> N
0 - Parallel
1 - Series.
CALibrate:MODule:CONFigure? Returns the module configuration. N
CALibrate:MODule:COUNT:CONF | Sets the number of modules present in the chassis N
IGure <NR1> (Maximum of 3).
CALibrate:MODule:COUNT:CONF | Returns the number of modules present in the N
IGure? chassis.
CALibra te :MODule:CURRent:LI Sets the rated current limit of the modules. N
Mit <NRf>
CALibra te :MODule:CURRent:LI Returns the rated current limit of the modules. N
Mit?
CALibrate:MODule:LASTCALDAT | Returns the last calibration date. N
E?
CALibrate:MOD ule :SNUM? Returns the serial number of the module. N
CALibrate:MODule:POWer-DERa Set§ the power dergting factor_ for the LOW_LIN.E
ting <NRf> AC input. For Low Line operation, output power is N
derated by 0.5.
CALibrate:MODule:POWer.DERa Returns the power derating factor. N
ting?
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CALibrate:MODule:POWER:LIMi Sets the rated power limit of the modules. N
t <NRf>
CALibrate:MODule:POWER:LIMi Returns the rated power limit of the modules. N
t?
CALibrate:MOD ule :SNUM Assigns the serial number of the module. N
<string>
CALibrate:MODule:VOLTage:LlI Sets the rated voltage limit of the modules. N
Mit <NRf>
CALibrate:MODule:VOLTage:LlI Returns the rated voltage limit of the modules. N
Mit?
CALibrate:MODule:CURRent? Returns the maximum current of the module. N
CALibrate:MODule:NEXTCAL DAT| Returns the date next calibration is required. N
E?
CALibrate:MODule:VOLTage:PR Returns the maximum rated voltage of the module. N
OTection?
CALibrate:MODule:VOLTage? Sets the maximum rated voltage of the module. N
CALibrate:OUTPut:CURRent:EX Sets the calibration full-scale point for current N
TI:GAIN  <NRf> programming from external resistance source.
CAlLibrate:OUTPut: CURRent:EX Returns the calibration full-scale point for current N
TI: GAIN? programming from external resistance source.
CALibrate:OUTPut: CURRent:EX Sets the calibration Offset point for current N
TI:OFFSet <NRf> programming from external resistance source.
CALibrate:OUTPut:CURRent:EX Returns the calibration Offset point for current N
TI:OFFSet? programming from external resistance source.
CALibrate:OUTPut: CURRent:EX Sets the calibration Gain point for current

. N
TV: GAIN <NRf> programming from external voltage source.
CALibrate:OUTPut:CURRent:EX Returns the calibration full-scale point for current N
TV: GAIN? programming from external voltage source.
CALibrate:OUTPut:CURRent:EX Sets the calibration Gain point for current

. N
TV: OFFSet <NRf> programming from external voltage source.
CALibrate:OUTPut: CURRent:EX Returns the calibration Offset point for current N
TV: OFFSet? programming from external voltage source.
CALibrate:OUTPut: CURRent:EX Sets the external voltage value-1 for current N
TV:POINT1 <NRf> calibration.
CALibrate:OUTPut: CURRent:EX Sets the external voltage value-2 for current N
TV:POINT2 <NRf> calibration.
CALibrate:OUTPut: CURRent:EX Returns the external voltage value-1 for current N
TV:POINT S? calibration.
CALibrate:OUTPut: CURRent:FI Sets output current value for calibration point 1. N
VEPOINT1 <NRf>
CALibrate:OUTPut:CURRent:Fl Sets output current value for calibration point 2. N
VEPOINT2 <NRf>
CALibrate:OUTPut:CURRent:Fl Sets output current value for calibration point 3. N
VEPOINT3 <NRf>
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CALibrate:OUTPut: CURRent:FI Sets output current value for calibration point 4. N
VEPOINT4 <NRf>
CALibrate:OUTPut: CURRent:Fl Sets output current value for calibration point 5. N
VEPOINT5 <NRf>
CALibrate:OUTPut:CURRent:FI Returns the entered values for 5-point calibration for N
VEPOINT? current sense.

CALibrate:OUTPut:CURRent:GA Sets the value of the gain for the output current N
IN <NRf> sense.

CALibrate:OUTPut: CURRent:GA Returns the value of the gain for the output current N
IN? sense.

CALibrate:OUTPut: CURRent:MO Sets the calibration full-scale point for current N
Nitor:FSC <NRf> monitor signal.

CALibrate:OUTPut: CURRent:MO Returns the calibration full-scale point for current N
Nitor:FSC? monitor signal.

CALibrate:OUTPut:CURRent:MO Sets the calibration Offset point for current monitor N
Nitor:OFFSet <NRf> signal.

CALibrate:OUTPut: CURRent:MO Returns the calibration Offset point for current N
Nitor:OFFSet? monitor signal.

CALibrate:OUTPut: CURRent:OF Sets the calibration Offset point for output current. N
FSet <NRf>

CALibrate:OUTPut: CURRent:OF Returns the calibration Offset point for output N
FSet? current.

CALibrate:OUTPut:CURRent:PE Sets the percentage of output current set for N
Rcentage <NR1> calibration.

CALibrate:OUTPut:CURRent:PE Returns the percentage of output current set for N
Rcentage? calibration.

CALibrate:OUTPut: CURRent:PR Returns the negative current protection limit in
OTection:NEGative:PERcentag percentage during calibration. N
e?

CALibrate:OUTPut: CURRent:PR Sets the negative current protection limit in
OTection:NEGative:PERcentag percentage during calibration. N
e <NR1>

CALibrate:OUTPut: CURRent:PR Returns the positive current protection limit in
OTection:POSitive:PERcentag percentage during calibration. N
e?

CALibrate:OUTPut: CURRent:PR Sets the positive current protection limit in
OTection:POSitive:PERcentag percentage during calibration. N
e <NR1>

CALibrate:OUTPut:OVERVOLTag | Sets the calibration full-scale point for overvoltage N
e:EXTV:FSC <NRf> programming from external voltage source.
CALibrate:OUTPut:OVERVOLTag | Returns the gain for overvoltage programming from N
e:EXTV:GAIN? external voltage source.

CALibrate:OUTPut:OVERVOLTag | Sets the offset for overvoltage programming from N
e:EXTV:OFFSet <NRf> external voltage source.

CALibrate:OUTPut:OVERVOLTag | Returns the offset for overvoltage programming N
e:EXTV:OFFSet? from external voltage source.
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COMMAND DESCRIPTION SCPI
CALibrate:OUTPut:VOLTage:EX Sets the calibration full-scale point for voltage N
TI:FSC <NRf> programming from external resistance source.
CALibrate:OUTPut:VOLTage:EX Returns the gain for voltage programming from N
TI:GAIN? external resistance source.
CALibrate:OUTPut:VOLTage:EX Sets the calibration full-scale point for voltage N
TI:OFFSet <NRf> programming from external resistance source.
CALibrate:OUTPut:VOLTage:EX Returns the gain for voltage programming from N
TI:GAIN? external resistance source.
CALibrate:OUTPut:VOLTage:EX Sets the calibration full-scale point for voltage N
TV:FSC <NRf> programming from external voltage source.
CALibrate:OUTPut:VOLTage:EX Returns the gain for voltage programming from N
TV:GAIN? external voltage source.
CALibrate:OUTPut:VOLTage:EX Sets the calibration full-scale point for voltage N
TV:OFFSet <NRf> programming from external voltage source.
CALibrate:OUTPut:VOLTage:EX Returns the gain for voltage programming from N
TV.OFFSet? external voltage source.
CALibrate:OUTPut:VOLTage:Fl Sets output voltage value for calibration point 1. N
VEPOINT1 <NRf>
CALibrate:OUTPut:VOLTage:FI Sets output voltage value for calibration point 2. N
VEPOINT2 <NRf>
CALibrate:OUTPut:VOLTage:FI Sets output voltage value for calibration point 3. N
VEPOINT3 <NRf>
CALibrate:OUTPut:VOLTage:Fl Sets output voltage value for calibration point 4. N
VEPOINT4 <NRf>
CALibrate:OUTPut:VOLTage:Fl Sets output voltage value for calibration point 5. N
VEPOINT5 <NRf>
CALibrate:OUTPut: ~ VOLTage:Fl | Returns the entered values for 5-point calibration for

N

VEPOINT? voltage sense.
CALibrate:OUTPut:VOLTage:GA Sets the value of the gain for the output voltage N
IN <NRf> sense.
CAlLibrate:OUTPut:VOLTage:GA Returns the value of the gain for the output voltage N
IN? sense.
CALibrate:OUTPut:VOLTage:MO Sets the calibration full-scale point for voltage N
Nitor:FSC <NRf> monitor signal.
CALibrate:OUTPut:VOLTage:MO Returns the calibration full-scale point for voltage N
Nitor:FSC? monitor signal.
CALibrate:OUTPut:VOLTage:MO Sets the calibration Offset point for voltage monitor

. . N
Nitor:OFFS <NRf> signal.
CALibrate:OUTPut:VOLTage:MO Returns the calibration Offset point for voltage N
Nitor:OFFS? monitor signal.
CALibrat e:OUTPut:VOLTage:OF | Sets the calibration Offset point for output voltage. N
FSet <NRf>
CALibrat e:OUTPut:VOLTage:OF | Returns the calibration Offset point for output N
FSet? voltage.
CALibrate:REMOTE:OUTPut:VOL | Sets the value of the gain for the output voltage at N
Tage:GAIN <NRf> remote sense terminal.
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COMMAND DESCRIPTION SCPI
CALibrate:REMOTE:OUTPut:VOL | Returns the value of the gain for the output voltage N
Tage:GAIN? at remote sense terminal.
CALibrate:REMOTE:OUTPut:VOL | Sets the value of the offset for the output voltage at N
Tage:OFFSet <NRf> remote sense terminal.

CALibrate:REMOTE:OUTPut:VOL Returns the value of the offset for the output voltage N

Tage:OFFSet? at remote sense terminal.

CALibrate:STORe Stores the calibration constants in non-volatile N
memory.

CALibrate:UNLock <string> Sets the non-volqtlle memory available to store_ N
calibration constants.

CALibrate:VOL Tage:CALCulate SC:rII(;l;Iates the gain and offset for the voltage N

Table 10-13. Calibration SCPI Command Reference

10.10 LIST SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the List SCPI commands, followed by a
detailed tabular description.

10.10.1 LIST SCPI COMMAND SUMMARY

LIST

"ADD <"filename - max29char">

iICATalog?

ICOUNT

:COUNT?

‘CURRent

‘CURRent

: :POINTS?

:DELete <"filename - max29char">

‘ ‘ALL

::DWELI

: :POINTS?

‘DWELI <NRf+>

::LINK

‘ :POINTS?

iPOINTS

‘ :COUNT

‘ :COUNT?

‘REPeat

! :POINTS?

:SAVE

SELECT <""filename29char"">"
LIST !

'SELECT?

STATE

ISTATE?

M587352-01 Rev B 10-157



Mi-BEAM Series RS232/ETHERNET/ IEEE 488.2 GPIB Register Command Operation

LIST

'STATUS?

:STEP

STEP?

"TRIGGER

| TYPE

‘ TYPE?

TTLTRG

: ‘POINTS?

:VOLTage

'VOLTage
:POINTS?

10.10.2 LIST SCPI COMMAND REFERENCE

The |l etter ACO in the ASCPIO column means
in the ASCPI O column means that the command
COMMAND DESCRIPTION SCPI

Creates the list with provided file name, file

LIST:ADD <string> name can be alphanumeric up to 29 N
characters

LIST:CATalog? Returns all the _I|st file names pre_sent in the N
selected regulation and programming type
Sets the count value, i.e. Number of the times
the selected list to be executed, Maximum

LIST:COUNT <NR 1> value that can be entered is 65535, if the N
count value is -1, the list will be executed
indefinite times

LIST:COUNT? Returns the List count value

LIST:CURRent <NRf><NRf>,.. <NRf> is]tssthe values to the List Current points in

LIST:CURR ent :POINTS? :ritggns the values of list current points in N

LIST:DEL ete <String> Delgtes the provided list file name from the N
device

LIST:DEL ete ‘ALL Deletes aII.the profiles present in the selected N
programming and output type

LIST:DWELI <NRf> <NRf>,.. <NRf> Sets the values to dwell points of the list in N
seconds

LIST-DWELI:POINTS? Ret_urns the dwell points of the selected list N
file in seconds

LIST:LINK <NR1><NR1>,.. <NR1> Sets the \{alu_es to link points of the list in the N
selected list file

LIST:LINK:POINTS? Returns the link points of the selected list file N
Sets the value to number of points in the list

LIST:POINTS:COUNT <NR1> file, maximum number of link points that can N
be set by the user are 50

LIST:POINTS:COUNT ? Returns t_he yalue of points count from the N
selected list file

LIST:REPeat <NR1> <NR1>...<NR1> §§it:tthe values to the repeat count of each N
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COMMAND

DESCRIPTION

SCPI

LIST:REPeat:POINTS?

Returns the values of the repeat count point
of the selected list file

N

LIST:SAVE

Saves the selected list file to device

LIST:SELECT

<string>

Selects the list file with provided file name

LIST:SELECT?

Returns the file name of the selected list file

Z|1Z|Z2

LIST:STATE

<IDLE/O|LOAD/1|RUN/3|Abort/4>

Sets the value to list state, RUN can be set
only after the list file has been loaded and
validated

Z

LIST:STATE ?

Returns the value of the list state

07 Idle,
17 Load,
31 Run,
4 - Abort

LIST:STATUS?

Returns the status of the list.

07 Idle,

1- Initializing,

21 waiting for trigger,
31 running,

47 complete,

51 Abort

LIST:STEP <0|1>

Sets the value to List step in the selected list
file

07 Auto Trigger
171 Once Trigger

LIST:STEP?

Returns the value of the list step in the
selected list file

LIST:TRIGGER

‘TYPE <0|1>

Sets the value to trigger type of the list in the
selected list file

01 Software trigger
17 Hardware trigger

LIST:TRIGGER

TYP E?

Returns the value of the type of trigger in the
selected list file

LIST:-TTLTRG

<0]1>,<0|1>,,,<0] 1>

Sets the values to the output trigger points for
each list data point.

01 Trigger out disabled for the data point
17 Trigger Out enabled for the data point

LIST:-TTLTRG:POINTS?

Returns the values of the output trigger of
each data in the selected list file

LIST:VOLTage

<NRf>,<NRf>,..,<NRf>

Sets the value to the voltage points of
selected list file in volts

LIST:VOLTage:

POINTS?

Returns the Values of the voltage points in
the selected list file in volts

Table 10-14. List SCPI Command Reference
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10.11 MEASURE SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the Measure SCPI commands, followed
by a detailed tabular description.

10.11.1 MEASURE SCPI COMMAND SUMMARY

MEASure<n>

{AHO?

{ALL’?

iCURRent
:average <val>
.average?
:PROGram?
:TOTAL?
f‘CURRent?
:POWer
| :PROGram?
: " TOTAL?
:POWer?
1ISOC?
{VOLTage
| :average <val>

: :average?

! :PROGram?

| ‘PROTection

i :PROGram?
IVOLTage?

‘WHO?

10.11.2 MEASURE SCPI COMMAND REFERENCE

The I etter ACO0 in the ASCPIO column means that the
in the ASCPI O column means that the command synt ax
COMMAND DESCRIPTION SCPI

MEASure:AHO? Returns the floating value of Capacity in Ah N
MEASure:ALL? Returns Output Voltage in Volts, Output Current in

Amps, Output Power in kW, MPPT Efficiency, N

Present SOC of the battery, Present Capacity of the

battery in Ah, Energy in Wh
MEASure:CURRent:average Sets the number of readings to average together
<NR1> when returning the current value with the

MEASure:CURRent?

command to reduce noise in the readback readings. N

Enter a value of 1 to 10, with the value of 1 (factory

default) providing the fastest response time in the

readings, but less rejection of noise.
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COMMAND DESCRIPTION SCPI

MEASure:CURRent:average? Returns the number 1 to 10 to indicate the number
of readings to average together when taking a N
current reading.

MEASure:CURRent:PROGram? Returns the programmed output current from N
external Analog current programming feature.

MEASure:CURRent:TOTAL? Returns the sum of all currents when multiple N
chassis are connected in parallel in amps

MEASure:POWer:PROGram? Returns the programmed output power from N
external Analog current programming feature.

MEASure:POWer:TOTAL? Returns the sum of power from individual chassis
when multiple chassis are connected in parallel in N
amps

MEASure:CURRent? Returns the floating-point value of the DC output C
current in amps.

MEASure:POWer? Returns the floating-point value of the measured c
output power in kilowatts.

MEASure:SOC? Returns the floating-point value of state of charge of N
the battery

MEASure:VOLTage:average Sets the number of readings to average together

<NR1> when returning the voltage value with the

MEASure:Voltage?

command to reduce noise in the readback readings. N

Enter a value of 1 to 10, with the value of 1 (factory
default) providing the fastest response time in the
readings, but less rejection of noise.

MEASure:VOLTage:average? Returns the number 1 to 10 to indicate the number
of readings to average together when taking a N
current reading.

MEASure:VOLTage:PROGram? Returns the programmed output voltage from N
external Analog current programming feature.

MEASure:VOLTage:PROTection:P Returns the programmed Over voltage trip point

ROGram? from external Analog over voltage programming N
feature.

MEASure:VOLTage? Returns the floating-point value of the DC output c
voltage in volts.

MEASure:WHQO? Returns the floating-point value of the energy in N
watt-hour

Table 10-15. Measure SCPI Command Reference

10.12 OUTPUT SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the Output SCPI commands, followed by
a detailed tabular description.

10.12.1 OUTPUT SCPI COMMAND SUMMARY
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OUTP
:ISOLation <0| 1>
ISOLation?
:PROGram
i :TYPE <O0|1>
w TYPE?
:PROTection
‘ :CLEAR

w :DELAY fval

| :DELAY?

: :FOLD <ival>

‘ :FOLD?

‘REMote

~ CINHIBIT

‘ INPUT

: :STATe <0|1>

| :STATe?

‘ :TYPE <0|1>

! TYPE?

| :MODE <0|1]|2>

i :MODE?

'SENSe <remote /O|local/1>

:SENSe?

:STATe?

'STATe bval

TRIP?

10.12.2 OUTPUT SCPI COMMAND REFERENCE

The | etter ACO in the ASCPI O column means that the
in the ASCPI O column means that the command synt ax
COMMAND DESCRIPTION SCPI
OUTRit :ISOLation Sets the rear panel isolation relay control signal ON
<OPEN/O|CLOSED/1> or OFF. Valid arguments are;
N
1/ON
0/OFF.
OUTRit :ISOLation? Returns the state of the rear panel isolation relay
control signal are;
N
07 OFF
17 ON
OUTPut:PROGram:TYPE Sets the Output programming type. Valid
<VOLT/0|CURR/1> arguments are;
N
1/Current
0/Voltage
OUTPut:PROGram:TYPE? Returns the output programming type:
N
<VOLT|CURR>
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COMMAND DESCRIPTION SCPI
OUTPut:PROTection:CLEAR Clears the faults occurred due to protection settings | N
OUTPut:PROTection:DELay <NRf> Sets the programmable time delay executed by the

supply before reporting output protection conditions N
after a new output voltage or current is specified.
OUTPut:PROTection:DELay? Returns the time delay to be executed by the
supply..
OUTPut:PROTection:FOLD <NR1> Sets the Foldback setting of the supply, valid N
arguments are 0 to 12
OUTPut:PROTection:FOLD? Returns the Foldback setting of the supply N
OUTPut:REMote:INHIBIT:INPUT:STA Sets the input state of the remote inhibit, valid N
TE <0|]1> arguments are 0(Open) or 1(Close)
OUTPut:REMote:INHIBIT:INPUT:STA Returns the input state of the remote inhibit:
TE?
<Open|Close> N
OUTPut:REMote:INHIBIT:INPUT:TYP Sets the input type of the remote inhibit, valid
E <0|1> arguments are 0(Contact Closure) or 1(Active N
Source)
OUTPut:REMote:INHIBIT:INPUT:TYP Returns the input state of the remote inhibit:
E?
<Contact Closure| Active Source> N
OUTPut:REMote:INHIBIT:MODE Sets the mode of the remote inhibit. Valid
<OFF/O|LIVE/1|LATCHING/2> Arguments are;
071 OFF, N
17 LIVE,
27 LATCHING
OUTPut:REMote:INHIBIT:MODE? Returns the mode of remote inhibit. N
OUTPut:SENSe <REMOTE/O|LOCAL/1> | Sets the output voltage sense signal setting. Valid
arguments are;
1/REMOTE or O/LOCAL.
N
When REMOTE option is selected, voltage sense
signal must be connected at RVS connector at the
rear side of power supply.
OUTPut:SENSe? Returns the setting of the output voltage sense N
signal.
OUTPut:STATe <Boolean> Sets the output to zero or the programmed value;
opens or closes the isolation relay. Valid arguments c
are 1/ON or O/OFF. *RST state value is ON.
OUTPUt:STATe? Returns the state of the output:
1-ON C
0 - OFF
OUTPUt:TRIP? Returns the integer value
1 - TRIPPED or N
0 - UNTRIPPED state of the output.
Table 10-16. Output SCPI Command Reference
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10.13 TRIG GER SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the Trigger SCPI commands, followed by
a detailed tabular description.

10.13.1 TRIG GER SCPI COMMAND SUMMARY

TRIGger<n>
:ABORT
:SOFT
‘RAMP
:INITialize

10.13.2 TRIG GER SCPI COMMAND REFERENCE

The | etter ACO in the ASCPI O column means that the
in the ASCPI 6 column means that the command synt ax
COMMAND DESCRIPTION SCPI
TRIGger :SOFT Sets the Software trigger for LIST function. N
TRIGger :ABORT Stops the Ramp and List function, sets the output
voltage or current to present value based on the output N
regulation type.
TRIGger : RAMP:INITialize Initializes the ramp execution. N
TRIGger : RAMP Sets the Software trigger for RAMP function. N

Table 10-17. Trigger SCPI Command Reference

10.14 STATUS SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the Status SCPI commands, followed by a
detailed tabular description.

10.14.1 STATUS SCPI COMMAND SUMMARY

STATUS<n>
:FAULT
:CHASSIS?
:STATUS?
:MODule<n>
:FAULT?

10.14.2 STATUS SCPI COMMAND REFERENCE

ACO in the ASCPIO® column means that the

The ter
i ASCPlI 0 column means that the command synt ax

| e
in the
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COMMAND DESCRIPTION SCPI

STATUS:FAULT:CHASSIS? Returns the fault status of all chassis connected
in parallel, each bit represents the fault status of N
each individual chassis.

STATUS:FAULT:STATUS? Returns the System faults. N

STATUS:MODULE<1|2|3>:FAULT? Returns the status of faults of the specified N
module.

STATUS:MODULE<1|2|3>: TEMPerature | Returns the module temperature fault status in N

: FAULT.STATus ? hex.

Table 10-18. Status SCPI Command Reference

10.15 SYSTEM SCPI COMMAND SUBSYSTEM

This section presents a hierarchical tree summary of the System SCPI commands, followed by

a detailed tabular description.

10.15.1 SYSTEM SCPI COMMAND SUMMARY

SYSTem<n>
:CHASSIS
. : ADDRESS
:ENUM
~ :COUN?
:FAULT
. :STATUS?
:‘MODULE
~ :COUNT?
:MODULE<n>
:STATUS?
:-TEMPerature

|
: :FAULT
! :STATUS?

::OPERATING

i :MODE

w :MODE?
::OUTPut

: :REGULATION
w :FAULT?
::REV?

:ERRor?

iLOCAL <boolean>
LOCAL?

‘NET

i :AUTOIP <boolean>
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SYSTem<n>
INET
‘ :AUTOIP?

‘ : DESC <string>
: :DESC?
:DHCPMODE <boolean>
:DHCPMODE?

IDNS <string>

.DNS?

:GATE <string>
IGATE?

:HOST <string>
:HOST?

IP <string>

1P?

::LANLED <boolean>
'LANLED?

‘MAC?

‘MASK <string>
:MASK?
INETBUTTON <string>
:PORT <NRf>

:PORT?

SYSTem<n>
NET
i :TERM <NRf>
w :TERM?

10.15.2 SYSTEM SCPI COMMAND REFERENCE

The | etter AC0O in the ASCPI 0O column means
in the ASCPI O column means that the command
COMMAND DESCRIPTION SCPI
SYSTem:CHASSIS:ADDRESS? Returns the chassis address N
SYSTem:ENUM:COUNT? Returns number of chassis connected in parallel N
SYSTem:FAULT:STATUS? Returns the system fault status N
SYSTem:MODULE:COUNT? Returns the number of modules present inside
the chassis
SYSTem:MODULE<1|2|3>:TEMPeratu Returns the temperature fault status of specified N
re:FAULT:STAT US? module
SYSTem:OPERATING:MODE
<SOUR|ELOADIBIDIR|BATSIM|PVSIM | Sets the operating mode of the system N
|IBATTEST>
SYSTem:OPERATING:MODE? Returns the operating mode of the system:
:<0/SOUR|1/BIDIR|2/ELOAD|3/BATSIM|4 N
/PVSIM|5/BATTEST>
SYSTem:OUTPut:REGULATION:FAULT
5 Returns the foldback faults of the system N
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COMMAND DESCRIPTION SCPI
SYSTem:RE\sion ? Returns the firmware revision number of the all N
the controller

SYSTem:ERRor? Queries Error Queue for next error/event entry
(first in, first out). Entries contain an error
number and descriptive text. A O-return value
indicates no error occurred; negative numbers c
are reserved by SCPI. The maximum return
string length is 255 characters. The queue holds
up to 10 error/entries. All entries are cleared by
the *CLS command.

SYSTem:LOCAL <boolean> Forces the supply to local or remote state.
<ON> or <1> sets operation to local mode. N
<OFF> or <0> sets the operation to remote
mode.

SYSTem:LOCAL? Returns ON or 1 if in local mode. N
Returns OFF or 0 if in remote mode.

SYSTemNET:AUTOIP <boolean> Sets the network Auto IP mode in the Primary
configuration without affecting the Secondary
configuration. N
0 - disable AutolP;

1 - enable AutolP

SYSTemNET:AUTOIP? Returns 1 if AutolP is enabled in the Primary
configuration. N
Returns O if AutolP is disabled in the Primary
configuration.

SYSTemNET:DESC <string> Set the network Description, a 36-character
alphanumeric string N

SYSTemNET:DESC? Returns the network Description. N

SYSTemNET:DHCPMODE <boolean> Sets the network DHCP Mode in the Primary
configuration without affecting the Secondary
configuration. N
0 - disable DHCP;

1 - enable DHCP

SYSTemNET:DHCPMODE? Returns 1 if DHCP Mode is enabled in the
Primary configuration. N
Returns 0 if DHCP mode is disabled in the
Primary configuration.

SYSTemNET:DNS <string> Sets the network DNS IP address for the device.
String i s in the form N
where ANNNO = 0 throug

SYSTemNET:DNS? Returns the network DNS address for the N
device.

SYSTemNET:GATE <string> Sets the network gateway IP address for the
device. String is in the format N
ANNN. NNN. NNN. NNNO wh e
through 255, inclusive.
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COMMAND DESCRIPTION SCPI
SYSTemNET:GATE? Returns the network gateway IP address for the N
device.
SYSTemNET:HOST <string> Set the network Host Name, a 15-character
(maximum) alphanumeric string. N
(Must be limited to 15 characters for LXI
compliance)
SYSTemNET:HOST? Returns the network Host Name N
SYSTemNET:IP <string> Sets the Primary configuration to STATICIP
mode and sets the network IP address for the
device. N
String is in the form
where ANNNO = 0 throug
SYSTemNET:IP? Returns two IP addresses:
The first is the IP address set to be used when
the system boots up;
The second is the IP address presently in use by N
the power supply.
NOTE: The first address will either be 0.0.0.0. if
the Primary configuration is DHCP or
DHCP+AUTOIP, or it will be the static IP last
specified.
SYSTemNET:LANLED:BLINK ON changes front panel screen to device
<string> identify. N
OFF changes to dashboard screen.
SYSTemNET:MAC? Returns the network MAC  address. N
XXXXXXXX:XX:XX (Hexadecimal digit pairs)
SYSTemNET:MASK <string> Set the network Subnet Mask for the device.
String i s in the form N
where ANNNO = 0 throug
SYSTemNET:MASK? Returns the network Subnet Mask for the device. N
SYSTemNET:NETBUTTON <string> Returns configuration parameters to factory
default. (Software equivalent of pressing the
Reset switch on the rear panel of the power N
supply). You must cycle the power to effect the
change.
The access string is i
SYSTemNET:PORT <NRf> Set the network TCP/IP socket listening port. N
Valid values are 1025 to 65535.
SYSTemNET:PORT? Returns the network TCP/IP socket listening N
port.
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COMMAND

DESCRIPTION

SCPI

SYSTemNET:TERM <NRf>

Sets the incoming string termination character to
be used by the device. Factory set to 3. The
valid range is 1-4. Values indicate the following
terminator(s):

1 - 0x0d only (CR),

2 - Ox0a only (LF),

3 - 0x0d Ox0a (CR LF),

4 - 0x0a 0x0d (LF CR)

SYSTemNET:TERM?

Returns the string terminators to be used by the
device.

Table 10-19. System SCPI Command Reference
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11
CALIBRATION

This chapter provides the procedures required to calibrate the Mi-Beam power supply. It is
recommended that calibration should be performed at 12-month intervals, or following service if
subassemblies are replaced. The procedures are performed using SCPI commands through the
remote digital interface using either the Virtual Panels GUI program or another suitable
communication program.

11.1 CALIBRATION PROCEDURES

11.1.1 PREPARATION FOR CALIBRATION

WARNING !

Hazardous voltages exist at the rear side of the power supply; avoid contact
with the AC input and AC/DC output terminals and be aware that filter
capacitors store potentially dangerous energy for some time after power is
removed.

TECHNICIAN SYMBOL
/@ Only qualified personnel should perform maintenance or service tasks.

The calibration procedures require precision instrumentation to measure voltage and current;
when substituting for the recommended test equipment, ensure that the accuracy is adequate so
that excessive error is not incurred, compared to the specifications of the parameters that are to
be calibrated. To set up the alignment procedures, perform the following initial steps:

a) Disconnect the Unit (Mi-BEAM) AC input power.

b) Disconnect all loads fromthe Unit s out put ter mi nal s.
¢) Connect the Unit sense lines to the output terminals.

d) Connect the DVM to the Unit output terminals.

e) Reconnect the AC input power.

f)  Turn the unit ON and allow the unit to warm up for at least 30 minutes.

g) Set up the Ethernet communication by connecting the Ethernet cable to the rear panel of
the Unit.

11.1.2 LOCAL SENSE VOLTAGE PROGRAMMING CALIBRATION

a) Perform the calibration in no load condition.
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b)

c)

d)

f)

9)

h)

Configure the Unit to Voltage programming type and regulation into CV by sending the
command:

OUTP:PROG:TYPE VOLT
OUTP:PROT:FOLD CV

Set the current and over voltage protection value to 100%, and sense to local by sending
the SCPI commands:

OUTP:SENS 0
CAL:OUTP:CURR:PROT:POS:PER 100
CAL:OUTP:CURR:PROT:NEG:PER 100
CAL:OUTP:VOLT:PROT:PER 100

Enable the Output of the Unit:

OUTP:STAT 1

Set the calibration voltage value to 5% by sending the SCPI command:

CAL:OUTP:VOLT:PER 5

Measure the output voltage using a DMM. It should be approximately 5% of the rated output
voltage. Set the 1% point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 1 <data>

NOTE:wher e O6<data>06 is the measured output

Set the calibration voltage value to 25% by sending the SCPI command:

CAL:OUTP:VOLT:PER 25

Measure the output voltage using a DMM. It should be approximately 25% of the rated output
voltage. Set the 2" point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 2 <data>

NOTE:wher e O06<data>06 is the measured output
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)

k)

Set the calibration voltage value to 50% by sending the SCPI command:

CAL:OUTP:VOLT:PER 50

Measure the output voltage using a DMM. It should be approximately 50% of the rated output
voltage. Set the 3 point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 3 <data>

NOTE:wher e O0<data>06 is the measured output

Set the calibration voltage value to 75% by sending the SCPI command:

CAL:OUTP:VOLT:PER 75

Measure the output voltage using a DMM. It should be approximately 75% of the rated output
voltage. Set the 4™ point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 4 <data>

NOTE:where O6<data>06 is the measured outoput

Set the calibration voltage value to 90% by sending the SCPI command:

CAL:OUTP:VOLT:PER 90

Measure the output voltage using a DMM. It should be approximately 100% of the rated
output voltage. Set the 5" point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 5 <data>

NOTE:wher e O6<data>06 is the measured output

Set the calibration voltage value to zero and store the calibrated value by sending the
following SCPI commands:
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CAL:OUTP:VOLT:PER O
CAL:OUTP:VOLT:FIVEPOINT?
OUTP:STAT O
CAL:OUTP:VOLT:CALC

CAL: UNLOCK 168670
CAL:STORE

CAL:LOCK

p) Program the DC bidirectional power supply output voltage to 0 V and disable the output.

11.1.3 REMOTE SENSE VOLTAGE PROGRAMMING CALIBRATION

a) Perform the calibration in no load condition.

b) Configure the Unit to Voltage programming type and regulation into CV by sending the
commands:

OUTP:PROG:TYPE VOLT
OUTP:PROT:FOLD CV

c) Set the current and over voltage protection value to 100%, and sense to remote by sending
the SCPI commands:

OUTP:SENS 1
CAL:OUTP:CURR:PROT:POS:PER100
CAL:OUTP:CURR:PROT:NEG:PER100
CAL:OUTP:VOLT:PROT:PER 100

d) Enable the Output of the Unit:

OUTP:STAT 1

e) Set the calibration voltage value to 5% by sending the SCPI command:

CAL:OUTP:VOLT:PER 5

f) Measure the output voltage using a DMM. It should be approximately 5% of the rated output
voltage. Set the 1% point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 1 <data>

NOTE:wher e O0<data>06 is the measured output voltage

g) Set the calibration voltage value to 25% by sending the SCPI command:
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CAL:OUTP:VOLT:PER 25

h) Measure the output voltage using a DMM. It should be approximately 25% of the rated output
voltage. Set the 2" point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 2 <data>

NOTE:where O6<data>6 is the measured outoput

i) Set the calibration voltage value to 50% by sending the SCPI command:

CAL:OUTP:VOLT:PER 50

i) Measure the output voltage using a DMM. It should be approximately 50% of the rated output
voltage. Set the 3 point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 3 <data>

NOTE:where O6<data>06 is the measured outoput

k) Set the calibration voltage value to 75% by sending the SCPI command:

CAL:OUTP:VOLT:PER 75

I) Measure the output voltage using a DMM. It should be approximately 75% of the rated output
voltage. Set the 4™ point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 4 <data>

NOTE:where O6<data>6 is the measured output

m) Set the calibration voltage value to 90% by sending the SCPI command:

CAL:OUTP:VOLT:PER 90
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n) Measure the output voltage using a DMM. It should be approximately 100% of the rated
output voltage. Set the 5" point of the calibration by sending the command:

CAL:OUTP:VOLT:FIVEPOINT 5 <data>

NOTE:wher e O0<data>06 is the measured output voltage

0) Setthe calibration voltage value to 0 and store the calibrated value by sending following SCPI
commands:

CAL:OUTP:VOLT:PER O
CAL:OUTP:VOLT:FIVEPOINT?
OUTP:STAT O
CAL:OUTP:VOLT:CALC

CAL: UNLOCK 1168670
CAL:STORE

CAL:LOCK

p) Program the DC bidirectional power supply output voltage to 0 V and disable the output.

11.1.4 CURRENT PROGRAMMING CALIBRATION

a) Connectthe DC bidirectional power supply as load to the output of the Unit and Current Shunt
in series.

b) Connect the DMM to the sense terminals of the Current Shunt.

c) Configure the DC bidirectional power supply to voltage priority and set Positive current limit,
Negative current limit, and voltage as follows:

9 Set Current positive Limit= 101% FSC of the Unit
9 Set Current negative Limit= - 101% FSC of the Unit
I Set Voltage = 30% of the Unit rated

d) Configure the Unit programming type into Current and regulation settings into CC/CV.

OUTP:PROG:TYPE CURR
OUTP:PROT:FOLD CCCV

e) Set the calibration over voltage value to 35% of the rated voltage, enable the output of the
Unit by sending the SCPI commands:

CAL:OUTP:VOLT:PROT:PER 35
CAL:OUTP:CURR:PROT:POS:PER 100
CAL:OUTP:CURR:PROT:NEG:PER 100
OUTP:STAT 1
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f)

9)

h)

)

k)

Set the output current to -90% for the 1% Point, by sending SCPI command:

CAL:OUTP:CURR:PER - 90

Measure the output voltage of the shunt using the DMM and calculate output current, Set the
1 point of the calibration by sending the command:

CAL:OUTP:CURR:FIVEPOINT 1 <data>

NOTE: where 6 < d a is the>calculated output current from DMM value.

Set the output current to -40% for the 2nd Point, by sending SCPI command:

CAL:OUTP:CURR:PER - 40

Measure the output voltage of the shunt using the DMM and calculate output current, Set the
2" point of the calibration by sending the command:

CAL:OUTP:CURRFIVEPOINT 2 <data>

NOTE: where 6 < d a is the>célculated output current from DMM value.

Set the resistance for the 3" Point and current DAC value to 0%, by sending SCPI command:

CAL:OUTP:CURR:PER 0

Measure the output voltage of the shunt using the DMM and calculate output current, Set the
3rd point of the calibration by sending the command:

CAL:OUTP:CURRFIVEPOINT 3 <data>

NOTE: where 6 < d a is the>célculated output current from DMM value.

Set the calibration current value to 40%, by sending SCPI command:

CAL:OUTP:CURR:PER 40
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m) Measure the output voltage of the shunt using the DMM and calculate output current, Set the
4" point of the calibration by sending the command:

CAL:OUTP:CURR:FIVEPOINT 4 <data>

NOTE:wher e O0<data>06 is t hefromBNVMMvalleat ed out put curren

n) Set the calibration current value to 90%, by sending SCPI command:

CAL:OUTP:CURR:PER 90

0) Measure the output voltage of the shunt using the DMM and calculate output current, Set the
5" point of the calibration by sending the command:

CAL:OUTP:CURR:FIVEPOINT 5 <data>

NOTE:wher e O6<data>06 is t hefromBVMMvalleat ed out put curren

p) Set the calibration current value to zero and store the calibrated value by sending the
following SCPI commands:

CAL:OUTP:CURR:PER 0
CAL:OUTP:CURR:CALC
CAL:OUTP:CURR:FIVEPOINT?
OUTP:STAT O

CAL: UNLOCK 1168670
CAL:STORE

CAL:LOCK

g) Program the DC bidirectional power supply output voltage to OV and disable the output

11.1.5 ANALOG PROGRAM ADJUSTMENT

Analog programming ports can be calibrated with set of commands as described in below
section. For detailed Pin description of the Analog programming connector and connection
diagram, Refer to Section 9.2.
a) Preparation:

1 Power down the unit and remove the input power for safety.

1 Allow 5 minutes for the energy in the output to bleed down to a safe level.

1 Locate the Analog Programming connector at the rear end of the power supply.
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Connect a DC voltage source to the required pin numbers for the calibration procedure or connect
a 10 kg resistor.

11.15.1 VOLTAGE PROGRAMMING 17 10 V RANGE VOLTAGE SOURCE
CALIBRATION

a) Configure the voltage programming mode to internal, the reference source to voltage, and
the FSC to 10 V by sending the following SCPI

OUTP:STAT OFF
SOUR:VOLT:PROG INT

SOUR:VOLT:PROG:SOUR VOLT
SOUR:VOLT:PROG:FSC 10

b) Set the initial gain to 1 and the offset to 0, then store the values by sending the following
commands:
CAL:UNLOCK "6867"
CALL1L:OUTP:VOLT:EXTV:SET:FSC 1
CALL1:OUTP:VOLT:EXTV:SET:OFFSET 0
CAL:STORE

c) Apply 1 V across t he rbetweenthepmWRG D@AZ &hd REGURNe ct or
(pin 1 and pin 6) and record the applied voltage as Y point 1.

d) Query the ADC value using the command below and record it as X point 1:

MEAS:VOLT:PROG?

e) Appl y a2ross th& rear panel DB26 connector between the pin VPRG_VOLT and
RETURN (pin 1 and pin 6) and record the applied voltage as Y point 2.

f) Query the ADC value using the command below and record it as X point 2.

MEAS:VOLT:PROG?

g) Ap p | yacrdss the rear panel DB26 connector between the pin VPRG_VOLT and RETURN
(pin 1 and pin 6) and record the applied voltage as Y point 3.

h) Query the ADC value using the command below and record it as X point 3.

MEAS:VOLT:PROG?

i) Appl y atross th&/rear panel DB26 connector between the pin VPRG_VOLT and
RETURN (pin 1 and pin 6) and record the applied voltage as Y point 4.
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i) Query the ADC value using the command below and record it as X point 4.

MEAS:VOLT:PROG?

k) Ap p | yacr@ssthe rear panel DB26 connector between the pin VPRG_VOLT and RETURN
(pin 1 and pin 6) and record the applied voltage as Y point 5.

[) Query the ADC value using the command below and record it as X point 5.

MEAS:VOLT:PROG?

m) Calculate the gain and offset using the formulas below:

1 ow WZW W20 W2 W O

7 w (VI ¢ BV I OV B OV
1 WZH W2 W2 WZ OZ
T W W oW W W
"u\z z
1 "QwQt

z

1T €£€QQf Go6—m

n) Set the calculated gain and offset by sending the following commands:

CAL1:OUTP:VOLT:EXTV:SET:FSC <gain>
CAL1:OUTP:VOLT:EXTV:SET:OFFSET <offset>

0) Store the calibration by sending the following commands:

CAL:UNLOCK "6867"
CAL:STORE
CAL:LOCK
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11.1.5.2 VOLTAGE PROGRAMMING 1 10K OHMS RANGE CURRENT SOURCE

a)

b)

d)

f)

g)

h)

)

CALIBRATION

Configure the voltage programming mode to internal, the reference source to current, and
FSCR t o bykdhding the following SCPI commands:

OUTP:STAT OFF
SOUR:VOLT:PROG INT
SOUR:VOLT:PROG:SOUR CURR
SOUR:VOLT:PROG:FSCR 10

Set the initial gain to 1 and the offset to O, then store the values by sending the following
commands:

CAL:UNLOCK "6867"
CAL1:OUTP:VOLT:EXTI:SET:FSC 1
CAL1L:OUTP:VOLT:EXTI:SET:OFFSET 0
CAL:STORE

C o n n e ¢ tresstor@cross the rear panel DB26 connector between the pin VPRG_CURR
and RETURN (pin 2 and pin 6) and record the applied voltage as Y point 1.

Query the ADC value using the command below and record it as X point 1:

MEAS:VOLT:PROG?

Connect , aresi@ar Jacrdss the rear panel DB26 connector between the pin
VPRG_CURR and RETURN (pin 2 and pin 6) and record the applied voltage as Y point 2.

Query the ADC value using the command below and record it as X point 2.

MEAS:VOLT:PROG?

Connect aaosshhekear panel DB26 connector between the pin VPRG_CURR and
RETURN (pin 2 and pin 6) and record the applied voltage as Y point 3.

Query the ADC value using the command below and record it as X point 3.

MEAS:VOLT:PROG?

Connect , aresistod adkoss the rear panel DB26 connector between the pin
VPRG_CURR and RETURN (pin 2 and pin 6) and record the applied voltage as Y point 4.

Query the ADC value using the command below and record it as X point 4.
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MEAS:VOLT:PROG?

k) Calculate the gain and offset using the formulas below:

1 ow WZW W20 WZw W2

T ® O 0w W W
T WZ WZO WZIw ®WZI
1 w W 0w W 0w W
""‘Z z
1 "Qw Q¢

z

T € QQf Q6——
[) Set the calculated gain and offset by sending the following commands:

CAL1L:OUTP:VOLT:EXTI:SET:FSC <gain>
CAL1:OUTP:VOLT:EXTI:SET:OFFSET <offset>

m) Store the calibration by sending the following commands:

CAL:UNLOCK "6867"
CAL:STORE
CAL:LOCK
11.1.5.3 OVER-VOLTAGE PROGRAMMING T 10V VOLTAGE SOURCE

CALIBRATION

a) Configure the over voltage programming mode to internal and FSC to 10V by send the
following SCPI commands:

OUTP:STAT OFF
SOUR:VOLT:PROT:PROG INT
SOUR:VOLT:PROT:PROG:FSC 10

b) Set Initial gain to 1 and the offset to 0, then store the values by sending following commands:
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d)

f)

9)

h)

)

K)

CAL: UNLOCK 168670
CAL1:OUTP:OVERVOLT:EXTV:SET:FSC 1
CAL1:OUTP:OVERVOLT:EXTV:SET:OFFSET 0
CAL:STORE

Apply 2 V across rear panel DB26 connector between the pin OVPPRG_VOLT and RETURN
(pin 5 and 6) and record the applied voltage as Y point 1.

Query the ADC value using the command below and record it as X point 1:

MEAS:VOLT:PROT:PROG?

Apply 4 V across rear panel DB26 connector between the pin OVPPRG_VOLT and RETURN
(pin 5 and 6) and record the applied voltage as Y point 2.

Query the ADC value using the command below and record it as X point 2:

MEAS:VOLT:PROT:PROG?

Apply 6 volt across rear panel DB26 connector between the pin OVPPRG_VOLT and
RETURN (pin 5 and 6) and record the applied voltage as Y point 3.

Query the ADC value using the command below and record it as X point 3:

MEAS:VOLT:PROT:PROG?

Apply 8 volt across rear panel DB26 connector between the pin OVPPRG_VOLT and
RETURN (pin 5 and 6) and record the applied voltage as Y point 4.

Query the ADC value using the command below and record it as X point 4:

MEAS:VOLT:PROT:PROG?

Apply 9 volt across rear panel DB26 connector pin OVPPRG_VOLT and RETURN (pin 5 and
6) and record the applied voltage as Y point 5.

Query the ADC value using the command below and record it as X point 5:
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MEAS:VOLT:PROT:PROG?

m) Calculate the gain and offset using below formula:

7T ow WZW W20 W20 W2 WZIE

1 w [ I OV IV IV I

1T ® WZ WZ WZ 0WZIo W2
T @ A R

T QbOQE— -

z

1 € QQ Go6———

n) Set the gain and offset by sending the following commands:

CAL1:OUTP:OVERVOLT:EXTV:SET: FSC <gain>
CAL1:OUTP:OVERVOLT:EXTV:SET: OFFSET <offset

0) Store the calibration by sending the below commands:

CAL: UNLOCK 1168670
CAL:STORE
CAL:LOCK

11.1.54 CURRENT PROGRAMMING i 10V RANGE VOLTAGE SOURCE
CALIBRATION

a) Configure the current programming mode to internal, reference source to voltage and FSC
to 10V by send the following SCPI commands:

OUTP:STAT OFF
SOUR:CURR:PROG INT
SOUR:CURR:PROG:SOUR VOLT
SOUR:CURR:PROG:FSC 10

M587352-01 Rev B 11-184



Calibration Mi-BEAM Series

C)

d)

f)

9)

h)

)

b) Set Initial gain to 1 and offset to O, then store the values by sending following commands:

CAL: UNLOCK 168670
CAL1L:OUTP:CURR:EXTV:SET:FSC 1
CAL1L:OUTP:CURR:EXTV:SET:OFFSET 0
CAL:STORE

Apply -9 V across rear panel DB26 connector between the pin IPRG_ VOLT and RETURN
(pin 3 and 6) and record the applied voltage as Y point 1.

Query the ADC value using the command below and record it as X point 1.

MEAS:CURR:PROG?

Apply -7.5 V across rear panel DB26 connector between the pin IPRG_ VOLT and RETURN
(pin 3 and 6) and record the applied voltage as Y point 2.

Query the ADC value using the command below and record it as X point 2.

MEAS:CURR:PROG?

Apply -5 V across rear panel DB26 connector between the pin IPRG_ VOLT and RETURN
(pin 3 and 6) and record the applied voltage as Y point 3.

Query the ADC value using the command below and record it as X point 3.

MEAS:CURR:PROG?

Apply 0 V across rear panel DB26 connector between the pin IPRG_ VOLT and RETURN
(pin 3 and 6) and record the applied voltage as Y point 4.

Query the ADC value using the command below and record it as X point 4.

MEAS:CURR:PROG?
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k) Apply 5 volt across rear panel DB26 connector between the pin IPRG_ VOLT and return (pin
3 and 6) and record the applied voltage as Y point 5.

I) Query the ADC value using the command below and record it as X point 5.

MEAS:CURR:PROG?

m) Apply 7.5V across rear panel DB26 connector between the pin IPRG_ VOLT and return (pin
3 and 6) and record the applied voltage as Y point 5.

n) Query the ADC value using the command below and record it as X point 5.

MEAS:CURR:PROG?

0) Apply 9 volt across rear panel DB26 connector between the pin IPRG_ VOLT and return (pin
3 and 6) and record the applied voltage as Y point 5.

p) Query the ADC value using the command below and record it as X point 5.

MEAS:CURR:PROG?

g) Calculate the gain and offset using below formula:

1 ow WZW W20 W20 W2 0WZ O o

1T WZWw W20 W2 WZw 0WZw 0Zw 0?2
""\Z z
T "Qw Qe

z

1 € QQ Go6—m

r) Set the gain and offset by sending the following commands:
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CAL1:OUTP:CURR:EXTV:SET: FSC <gain>
CAL1:OUTP:CURR:EXTV:SET: OFFSET <offset>

s) Store the calibration by sending the following commands:

CAL: UNLOCK 168670
CAL:STORE
CAL:LOCK

11.1.5.5 CURRENT PROGRAMMING 7 10K CURRENT SOURCE CALIBRATION

a) Configure the current programming mode to internal, reference source to current and FSCR
to 10K Ohms by send the following SCPI commands:

OUTP:STAT OFF
SOUR:CURR:PROG:SOUR CURR
SOUR:CURR:PROG INT
SOUR:CURR:PROG:FSCR 10

b) Set Initial gain to 1 and offset to 0, then store the values by sending following commands:

CAL: UNLOCK 168670
CAL1:OUTP:CURR:EXTIL:SET:FSC 1
CAL1:OUTP:CURR:EXTI:SET:OFFSET 0
CAL:STORE

c) Connect 0, resistor across rear panel DB26 connector between the pin IPRGM_CURR
and RETURN (pin 4 and 6) and record the applied voltage as Y point 1.

d) Query the ADC value using the command below and record it as X point 1.

MEAS:CURR:PROG?

e) Connect 2.5k, resistor across rear panel DB26 connector between the pin IPRGM_CURR
and RETURN (pin 4 and 6) and record the applied voltage as Y point 2.

f) Query the ADC value using the command below and record it as X point 2.
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9)

h)

)

k)

MEAS:CURR:PROG?

Apply 5k resistor across rear panel DB26 connector between the pin IPRGM_CURR and
RETURN (pin 4 and 6) and record the applied voltage as Y point 3.

Query the ADC value using the command below and record it as X point 3.

MEAS:CURR:PROG?

Apply 10 k, resistor across rear panel DB26 connector between the pin IPRGM_CURR
and RETURN (pin 4 and 6) and record the applied voltage as Y point 4.

Query the ADC value using the command below and record it as X point 4.

MEAS:CURR:PROG?

Calculate the gain and offset using below formula:

7T ow WZWw WZWw W20 W2

T W 0w W W
T ® WZ WZI WZI W
1T w W W 0w W W
3y ""\Z z
T "Qw Q¢

z z

z

T € QQi Q6——

[) Set the gain and offset by sending the following commands
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CAL1:OUTP:CURR:EXTI:SET: FSC <gain>
CAL1:OUTP:CURR:EXTI:SET: OFFSET <offset>
STAT:MOD:STATUS? /[ Check for no faults.

m) Store the calibration by sending the below commands;
CAL: UNLOCK 168670

CAL:STORE
CAL:LOCK

11.1.6  REMOTE MONITOR OUTPUT CALIBRATION

Remote Monitor output signals can be calibrated with set of commands as described in below
section. For detailed Pin description of the Remote Monitor Outputs and connection diagram,

Refer Section 9.2.1.

11.16.1 VOLTAGE MONITOR (VMON) TESTS

a) Set the voltage to 0, current to maximum and enable the output by send the following SCPI

commands:

SOUR:VOLT:0
SOUR:CURR <MAX Value>
OUTP:STAT 1
CAL:INIT:VOLT:MON

b) Measure the calibration voltage across VMON (pin 7 and 9) using DMM and send below

command to calibrate the offset.

CAL:OUTP:VOLT:MON:OFFS <data>

NOTE:where 6<data>06 is the measured

out put

c) Set the voltage to 80% of the Full-Scale Voltage by sending the command below;

SOUR:VOLT <80% Full Scale Voltage >

d) Measure the calibration voltage across VMON (pin 7 and 9) using DMM and send below

command to calibrate the FSC.
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CAL:OUTP:VOLT:MON:FSC <measured VMON voltage>

e) Store the calibration by sending the below commands.

CAL: UNLOCK 1168670

CAL:STORE
CAL:LOCK

11.1.6.2 CURRENT MONITOR (IMON) TESTS

a) Connectthe DC bidirectional power supply as load to the output of the Unit and Current Shunt
in series. Connect the DMM to the sense terminals of the Current Shunt.

b) Configure the DC bidirectional power supply to voltage priority and set Positive current,
Negative current and voltage as below:

9 If the Unit is with Auto Ranging option, configure as

0 Set Current positive = FSC
0 Set Current negative =0
0 Set Voltage = Maximum rated power / Current rating

1 If the Unit is Fixed Ranging option, configure as

Set Current = FSC
Set Current negative =0
Set Voltage = Full scale rated voltage

Configure the Unit programming type into Current and regulation settings into
CC/CV.

o O O O

c) Set the load current to zero amps.

d) Set the voltage to maximum, current to 0 and enable the output by send the following SCPI
commands:

SOUR:VOLT <MAX Value>
SOUR:CURR 0
OUTP:STAT 1
CAL:INIT:CURR:MON
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e) Measure the calibration voltage at IMON (pin 8 and 9) using DMM and send below
command to calibrate the offset.

CAL:OUTP:VOLT:MON:OFFS <measured IMON voltage>

f) Set the voltage to 80% of the Full-Scale Voltage by sending the command below;

SOUR:CURR <80% full scale current>

g) Setthe load current to 100% output current using step b.

h) Measure the calibration voltage at IMON using DMM and send below command to calibrate
the FSC.

CAL:OUTP:CURR:MON:FSC <measured IMON voltage>

i) Store the calibration by sending the below commands.

CAL: UNLOCK 1168670

CAL:STORE
CAL:LOCK

11.1.7 ISOLATED VOLTAGE SENSE CALIBRATION

a) Connect the DC supply to the external relay connector between pin ISO_VSNS and
COMMON_RLY.

by Apply 0. 8 thé pibI8Q_WSNS and COMMON_RLY.

c) Set the 1% calibration point by sending the following command:

CAL:ISOL:VOLT:SENSE:FIVEPOINT1 0.8

d Appl y Obet®eerethe @in ISO_VSNS and COMMON_RLY.

e) Set the 2" calibration point by sending the following command:
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f)
9)

h)

)

)
k)

CAL:ISOL:VOLT:SENSE:FIVEPOINTZ2 0.932

Apply 1. 0 6thepISO &/SNSared COMMON_RLY.

Set the 3" calibration point by sending the following command:

CAL:ISOL:VOLT:SENSE:FIVEPOINT3 1.065

Apply 1. 19 7theyinIB@ VSNS and COMMON_RLY.

Set the 4™ calibration point by sending the following command:

CAL:ISOL:VOLT:SENSE:FIVEPOINT4 1.197

Apply 1. 3 3the/pinhSOt\iBRSeand COMMON_RLY.

Set the 5™ calibration point by sending the following command:

CAL:ISOL:VOLT:SENSE:FIVEPOINTS5 1.33

Set the voltage DAC to zero and store the calibration values by sending the following SCPI
commands:

CAL:ISOL:VOLT:SENSE:FIVEPOINT?
CAL:ISOL:VOLT:SENSE:CALC
STAT:FAULT:STATUS? /I Check for no faults
CAL:UNLOCK "6867"

CAL:STORE

CAL:LOCK
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SCPI Status Implementation Mi-BEAM Series

12
SCPI STATUS IMPLEMENTATION

12.1 SCPI STATUS BYTE IMPLEMENTATION

Figure 12-1 shows the SCPI status byte implementation for the MiZBEAM power supply.

M587352-01 Rev B 12-193



Mi-BEAM Series SCPI Status Implementation

)\ The Protection Enable Register. Readable using the STAT:PROT:ENAB? query
command. Writable using the STAT:PROT:ENAB <value> command. Used to
( 0 to 32 Bit position \) select what fault events could set a bit in the Fault Register. Certain faults can occur

even if they are not enabled. This is because the Protection Enable Register merely
| | | | | | | | | | | | | | | | [[TTTTT1] | | | | | | | | filters which events are allowed to affect the Fault Register, not whether those events

9& Hex Value Description \ can occur or not.
.

0x00000001 |Constant Voltage Operation
%@Sé 0x00000002 | Constant Current Operation

@
=

0x00000004 | Constant Power Operation
0x00000008 | AC Input Lowline
0x00000010 |AC Input Highline
0x00000020 |Output Sense

0x00000040 |Reserved

0x00000080 |Reserved

0x00000100 |Overvoltage Protection Fault

|

Fault Register (also called the Protection Event Register).
Readable using the STAT:PROT:EVEN? Query command.

Jg
N
O|o|N[o|g|~|lwW[N|F|O

Fault Events - / 0x00000200 | Overcurrent Protection Fault
which must be 10 | 0x00000400 | Foldback Fault
enabled by the 28 11 | 0x00000800 | External Shutdown
Protection Enable >®‘ 12 | 0x00001000 |Module 1 Fault

N~ 13 | 0x00002000 |Module 2 Fault

Register before

the?/ are recorded 14 | 0x00004000 | Module 3 Fault

in the fault / re 15 | 0x00008000 | Module 1 Over Temperature Fault
e lau 16 | 0x00010000 | Module 2 Over Temperature Fault

register. %5 E 17 | 0x00020000 |Module 3 Over Temperature Fault

18 | 0x00040000 | Analog Remote Programming Error
19 | 0x00080000 |AC Input Line Fault
20 | 0x00100000 |Negative Polarity Fault
& 21 | 0x00200000 |Fan Fault
RO 22 | 0x00400000 | Calibration Fault

é\ 0x00800000 |Remote Sense Fault
Rv 24 | 0x01000000 |Reserved
25 | 0x02000000 |Over power Protection Fault
@ 26 | 0x04000000 | Voltage Sense Output Sync Fault
®‘ . 27 | 0x08000000 | Startup Sequence Fault

® 28 | 0x10000000 |Hardware Overvoltage Protection Fault

Qv 29 | 0x20000000 |Reserved
XRv 30 | 0x40000000 | Reserved
31 | 0x80000000 |Parallel System Fault

N
]
w

i

Protection Condition Register i readable using
STAT:PROT:COND?query command

i i The SCPI Status Byte. Read using either the *STB? . .
The_ SE_SER (Star_ldard Ellent Status Enable Register). Th!s yt A 9 ! The Service Request Enable Register (SRER).
register is read using the *ESE? SCPI query command. This command, or the GPIB serial poll operation. Used to enable which Status Byte bits can affect the
_reglster 1S wrlt_ten tq usmg_the “ESE <value> ¢ o m m a_ nd. service reguest bit. *SRE? reads. *SRE <value> writes.
in the appropriate bit location enables that corresponding bit from |—|—|—|—|—|—|—|—|
the SESR to pass through to the input of the OR gate to be
included in the SESR summary bit (bit 5) in the SCPI Status Byte. Bit | Hex Value Description
0 0x01  |Not Used =
|_|_|_|_|_|_|_|_| 1 0x02 Protection Event Flag
2 0x04 Error/Event Queue Message Avalil.
Bit | Hex Value i Description 3 0x08 | Questionable Status (Not Used)
20 0x01 Operation Complete 4 0x10 Message Available
Events 1 0x02 Request Control (Not Used) Q\ |— 5 0x20 Standard Event Status Register
hich set 2 0x04 | Query Error (Not Used) 6 0x40 _|RQS/SS Service Request Bit
which se 3 0x08 | Device Dependent Error 7 0x80 | Operation Status Flag (Not Used)
the SESR 4 0x10  |Execution Error (e.g., range error)
bits 5 0x20 Command Error (e.g., syntax error)
directly. 6 0x40 User Request (Not Used) T .
7 0x80 Power On | Seven blt—w_lse logical
/E AND operations
— \ N
\

The SESR (Standard Event Service Register). Masking does not prevent
events from setting bits in the SESR. This facilitates polling as a means Eight bit-wise logical AND
of detecting these events, since the SESR can be polled (read) using the operations
*ESR? command, irrespective of the bits set or not set in the Standard

Event Status Enable Register.

Figure 12-1. SCPI Status Byte Implemenatation
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Sorensen Mi-BEAM Series
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